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Township 24 South, Range 24 East

CHAINS
T. 24 S., R. 24 E, !

History of Surveys

Surveyed by Retr. or Resurveyed by

NORTH BOUNDARY

All C. F. Moore 1929

SOUTH BOUNDARY

E. 2% miles Frank E. Baxter

1894
E. 2% miles James M. Lentz 1901
E. 3 miles Robert C. Yundt 1950
W. 2% miles to W. C. of
secs. 31 & 32 James M. Lentz

1901
EAST BOUNDARY
S. 3 miles Frank E. Baxter
1894
S. 3 miles C. F. Moore 1933~
1939
N. 3 miles C. F. Moore 1933-1939
WEST BOUNDARY (Grand River Guide Meridian)
All E. Buettner 1880
S. 2 miles D. B. Clement 1915
SUBDIVISIONS
Secs. 24, 25, 35, & 36,
and protracted SE% of
Secs. 26 & 34. Frank E. Baxter
1894
Secs., 24, 25, 35 & 36 Robert C. Yundt 1950

The following field notes are those of an independent
resurvey of the south boundary of secs. 32 and 33, and
the survey of the south boundary of sec. 31 and a portion
of the subdivision of T. 24 S., R. 24 E., Salt Lake
Meridian, Utah.

The independent resurvey and survey were executed in
accordance with the specifications as set forth in the
Manual of Surveying Instructions, 1947, Speclal Instruc-
tions for Group 377, Utah, dated September 22, 1950,

and Assignment Instructions, Group 377, Utah dated
April 11, 1972,

The directions of the lines of this survey were deter-
mined by reference to true meridians established on line
by altitude observations on the sun and hour angle
observations on Polaris. The lines were carried forward
by sustained angulation being supplemented by other
numerous solar and polaris observations taken throughout
the progress of the survey. All lines of this survey
were run by direct method where accessible, aad inac-
cessible lines were established by triangulation. Dis-
tances to topography on lines run by triangulation are
approximately as scaled from U.S.G.S. topographic maps.
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Township 24 South Ra

CHAINE

10.00

10.40

13.00
21.10
24,20

39.00

40.00

The geographic position for the southeast corner of sec.
33, T. 24 S., R. 24 E., is at Latitude 38° 40' 00" N.
and Longitude 109° 16' 10" W., as scaled from U.S.G.S.
quadrangle sheet Mt. Waas 3NE, Utah, dated 1954,

The magnetic declination was read at a number of stations
throughout the township and the average of several read-
ings was found to be 15° 00' East.

Independent Resurvey of a Portion
of the South Boundary,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

Superseding the Survey Executed by
J. M. Lentz, Deputy Surveyor, in 1901

Beginning at the cor. of secs. 33 and 34, on the S. bdy.
of the Tp., marked by an iron post, 1 in. diam., firmly
set, extending 6 ins. above the ground, and in a collar
of stone, with brass cap mkd.

T24S R24E
$33| s34
T S4
T258
1950

from which

A pinon, 9 ins. diam., bears N. 3° E,, 10 lks.
dist., mkd. T24S R24E S34 BT.

There are no other suitable bearing trees within
limits.

Thence

West, along the S, bdy. of sec. 33.

Over rough and broken land, through scattered pinon
timber and a medium dense undergrowth; asc. 480 ft. over

rocky NE. slope and vertical ledge; by triangulation.

E. rim of Fisher Mesa, bears N. and S.; end triangulation
along mesa top.

Trail road, bears SW. and curves NW.; desc. 80 ft. over
W. slope.

Bottom of draw, drains SW.; thence along S. slope.
Slope changes; desc. 30 ft. over W. slope.
Bottom of ravine, drains SW.; asc. 30 ft. over SE. slope.

Top of sandstone ledge, bears S. and curves NE.; desc.
10 ft. along gentle S. slope.

Point for the % sec. cor. of sec. 33.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in

Yr GPO 783-40



Independent Resurvey of a Portion
of the South Boundary,

T. 24 S., R. 24 E_, Salt Lake Meridian, ltah

CHAINS

the ground to bedrock, in a mound of stone, 5% ft. base
to top, with brass cap mkd.

T24S R24E
% §33
1972

There are no suitable bearing trees within limits.

40.85 |The % sec. cor. of sec. 33, monumented with a sandstone,
36x18x14 ins., firmly set, projecting 20 ins, above the
ground and mkd. with a cross (X) and a % on the N, side,
bears S. 7 lks. dist. I destroy this cor. in accordance
with the Special Instructions.

Slope changes; desc. 30 ft. over SW. slope.

46.75 |Top of small spur, slopes S.; desc. 70 ft. along grad-
ual W. slope.

51.30 |W. rim of Fisher Mesa, bears W. and SE.; desc. 30 ft.
along rim of mesa.

80.00 Point for the cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) on solid sandstone, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T24S R24E
$32}833
1972

There are no suitable bearing trees within limits.

Land, rocky and broken.

Soil, rocky loam.

Timber, scattered pinon and juniper.

Undergrowth, scattered shadscale, weeds and grass.

West, along the S. bdy. of sec. 32.

Over rough and broken land, with scattered juniper and
pinon timber, shadscale and grass undergrowth; along
S. rim of Fisher Mesa.

.50 |Rim of mesa, bears N. 10° W. and E.; desc. 1200 ft. over
vertical ledge and rocky W. slope; by triangulation.

28.00 |Bottom of draw, drains S. 10° W.; asc. 320 ft. over
rocky SE. slope; end of triangulation.

40.00 |Point for the % sec. cor. of sec. 32.
Set an irom post, 30 ins. lomg, 2% ins. diam., 16 ins.

in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T24S R24E

1

% 8§ 32
1972

Asc, 240 ft. over rocky SE. slope.

55.00 | Top of ascent, slopes S.; thence along steep S. slope.
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CHAINS

62.00

80.00

23.00

35.37

Independent Resurvey of a Portion
of the South Boundary,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

Descent 640 ft. over steep SW. slope.
Point for the cor. of secs. 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T24S R24E
_s31 | 532
1972

Raise a mound of stome, 2% ft. base, 1% ft. high, N. of
cor.

Land, rough and broken.

Soil, mostly rocky with some clay on W. portion.
Timber, scattered juniper and pinion on E. portion.
Undergrowth, scattered shadscale and grass.

Survey of a Portion of the South Boundary,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

West, along the S. bdy. of sec. 31.

Over broken land, with scattered juniper and pinon timber,
and some scattered shadscale and grass; desc. 320 ft.
over SW, slope.

Top of spur, projects SW.; desc. 180 ft. over NW. slope.

Intersect the Grand River Guide Meridian, E. bdy. of
sec. 36, T. 24 S., R. 23 E,

Point for the closing tp. cor. of Tps. 24 and 25 S.,
R, 24 E.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T 24§
R23E R24E
|s31 ¢
S$36 [S6 ¢
IT 25 s
1972

From this closing cor., the original cor. of Tps. 24 and
25 8., Rs. 23 and 24 E., bears S. 0° 12' E., 1.22 chs.
dist.

Destroy markings on the E. side of the cor. referring to
R. 24 E. This cor. now functions as the cor. of Tps.
24 and 25 5., R. 23 E, only.

Land, broken.

Soil, clay and rocky loam.

Timber, scattered juniper and pinon.
Undergrowth, scattered shadscale and grass.
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Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E.,, Salt Lake Meridian, Utah

CHAINS

Survey of a Portion of the Subdivision,
T. 24 S., R, 24 E., Salt Lake Meridian, Utah

From the cor. of secs. 13, 14, 23 and 24, monumented with
an iron post, 1 in. diam., extending 10 ins. above
ground, with brass cap mkd.

T24S R24E
814]s13

S23]524
1950

N. 0° O1' W., bet. secs. 13 and 14,
Over rough and broken land, with scattered juniper and
pinon timber, and scattered shadscale, sagebrush and

grass; asc. 640 ft., over SW. slope and sandstone ledge;
by triangulation.

16.00 S. rim of Sevenmile Mesa, bears E. and W.; desc. 240
ft. over broken N. slope, through thick juniper and

pinon timber; end of triangulation.

32.40 |[S. rim of canyon, bears NW. and SE.; desc. 240 ft. over
NE. slope.

40.00 |Point for the % sec. cor. of secs. 13 and 14,
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in
the ground to bedrock, in a mound of stone, 5 ft. base to
top, with brass cap mkd.
T24S R24E
Y

S14|813
1972

There are no suitable bearing trees within limits.
Desc. 20 ft. over NE. slope.
42,00 |Bottom of canyon, drains NW.; asc. 80 ft. over S. slope.

46.50 |W. rim of sandstone outcropping, bears SE. and N. 5° W.;
along broken W. slope.

51.00 |Slope changes; desc. 250 ft. over NW. slope.

66.00 |Bottom of descent, slopes W.; asc. 40 ft. over SW. slope.
73.00 |Top of spur, slopes W.; desc. 60 ft. over NW. slope.
80.00 |Point for the cor. of sees. 11, 12, 13 and 14,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in

the ground to bedrock and in a mound of stone, 5 ft.
base to top, with brass cap mkd.
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Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

CHAINS

T24S R24E
S11]s12

S14]S13

1972
There are no suitable bearing trees within limits.

Land, broken.

Soil, exposed sandstone and rocky loam.

Timber, scrub juniper and pinon.

Undergrowth, scattered sagebrush, shadscale and grass.

From the cor. of secs. 7, 12, 13 and 18, on the E. bdy.
of the Tp., monumented with an ironm post, 2 ins. diam.,
firmly set, extending 8 ins. above ground, with brass cap
mkd.,

T248
R24E R25E
si2 | s7

S13 | s18
1933

from which

A pinon, 6 ins. diam., bears N. 65° E., 85 lks.
dist., mkd. T24S R25E S7 BT.

A pinon, 10 ins. diam., bears §. 37° E., 43 1ks.
dist., mkd. T24S R25E S18 BT.

A juniper, 7 ins. diam., bears S. 40° W., 55 1ks.
dist., mkd., T24S R24E S13 BT.

A juniper, 12 ins. diam., bears N. 39° W., 57 lks.
dist., mkd. T24S R24E S12 BT,

S. 89° 51' W., bet. secs. 12 and 13.

Over broken land, with thick juniper and pinon timber,
and scattered shadscale, sagebrush and grass; along N.
slope.

5.00 |[Slope changes; desc. 80 ft. over NW. slope.

16.00 |Bottom of small canyon, drains NE.; asc., 160 ft. over
NE. slope.

24,00 Slope changes; along N. slope.

29.05 pirt road, bears NE. and SW.; enter sparsely scattered
timber.

40.24  |Point for the % sec. cor. of secs. 12 and 13.
Set an iron post, 30 ins. long, 2% ins., diam., 4 ins.

in the ground, to bedrock, in a mound of stone, 5 ft,
base to top, with brass cap mkd.

T24S R24E
, _S12
* 813

1972
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CHAINS

53.90
66.50
76.00

80.48

5.00
14.80
37.00

38.70

40.00

40.60

56.00

78.00
79.80

80.00

Survey of a Portion of the Subdivision,
T. 24 s., R. 24 E., Salt Lake Meridian, Utah

Continue along N. slope.

Bulldozed road, bears N. and S.

Bulldozed road, bears N. and S.

Top of small spur, slopes NW.; desc. over NW. slope.
The cor. of secs. 11, 12, 13, and 14.

Land, broken.

Soil, rocky loam.

Timber, thick to sparsely scattered juniper and pinion.
Undergrowth, scattered shadscale, sagebrush and grass.,

N. 0° 01' W., bet. sees. 11 and 12.

Over broken land, with scattered juniper and pinion
timber, scattered shadscale, sagebrush and grass under-
growth; desc. 80 ft. over NW. slope.

Slope changes; desc. 40 ft. over N. slope.

Spur, slopes E.; desc. 80 ft. along E., slope.

Bottom of draw, drains NW.; asc. 20 ft. over SW. slope.

Point of exposed sandstone spur and ledge, bears N. and
§. 80° E.; thence along sandstone ledge sloping W.

Point for the % sec. cor. of secs. 11 and 12.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 5 ft,
base to top, with brass cap mkd.

T24S R24E

Y
S11]s12
1972

Cor. is set at base of ledge, 6 ft. high and bears
N. 5° W, and S. 5° W,

Asc. 6 ft. along W. slope of ledge.

Top of ledge, bears N. 5° W. and curves S.; desc. 80 ft.
over gradual N. slope.

Spur, slopes E.; desc. 240 ft. over NE. slope.

Bottom of draw, drains NW.; asc. 40 ft. over gentle W.
slope and ledge.

Top of ledge, bears NW. and SE.; thence along gentle
W. slope.

Point for the cor. of secs. 1, 2, 11 and 12.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.

in the ground to bedrock, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

80—7 (October 1964) (formerly 4—6735) USDI——BLM
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Survey of a Portion of the Subdivision,
T. 24 s,, R, 24 E., Salt Lake Meridian, Utah

CHAINS

T24S R24E
s2 | s1
s11] s12

1972

Land, broken.

Soil, exposed sandstone and rocky loam.

Timber, sparsely scattered juniper and pinion.
Undergrowth, scattered shadscale, sagebrush and grass,

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy.

of the Tp., monumented with an iron post, 2 ins. diam, ,
firmly set, extending 6 ins. above the ground, with brass
cap mkd.

T248
R24E R25E
S1 |sé
S12]s7
1933

from which

A pinion, 6 ins. diam., bears N, 35° E., 68 1lks.
dist., mkd. T24S R25E S6 BT.

A pinion, 7 ins. diam., bears S, 85° E., 45 1ks,
dist., mkd. T24S R25E s7 BT.

A juniper, 4 ins, diam., bears §. 73° W., 61 1ks.
dist., mkd. BT.

A pinion, 6 ing. diam., bears N. §° W., 49 1ks.
dist., mkd. T248 R24E S1 BT.

S. 89° 53" W., bet. secs. 1 and 12,

Over broken land, with scattered juniper and pinion
timber, scattered shadscale, sagebrush and grass; asc,
80 ft. over E. slope of draw,

3.00 Top of spur, slopes N.; thence along gentle N. slope.

10.50 |Dirc road, bears N, and §.
16.50 Slope changes; desc. 200 ft. over Nw. slope.
27.00 |Bottom of draw, drains NW.; asc. 80 ft. over NE. slope.
40.25 (Point for the % sec. cor. of secs. 1 and 12.
Set an iron post, 30 ins, long, 2% ins. diam., 5 ins. in
the ground to bedrock, in a mound of stone, 5 ft, base
to top, with brass cap mkd,
T24S R24E
1 S1
S12
1972

Asc. 40 ft, over NE. slope.

GPO 848-1




CHAINS

46,00

57.00

77.60

80.50

2.00

8.00

12.60

22.00

35.90

38.90

40,00

41.50

46,50

52.00

37.50

67.00

Survey of a Portion of the Subdivision,
T. 24 8., R, 24 E., Salt Lake Meridian, Utah

Top of spur, slopes N.; desc. 80 ft., over NW. slope.

Bottom of descent, slopes NW.; asc. 160 ft. over NE.
slope.

Top of spur, slopes N.; desc. 30 ft. over W. slope.
The cor. of secs. 1, 2, 11 and 12.

Land, broken.

Soil, rocky loam.

Timber, scattered juniper and pinion.
Undergrowth, scattered shadscale, sagebrush and grass.

N. 0° 01' W., bet. secs. 1 and 2.
Over broken land, with scattered scrub juniper and pinon
timber, shadscale, sagebrush and grass undergrowth;

along W. slope.

Rim of canyon, bears NE. and SW.; desc, 120 ft. over
rocky NW. slope.

Bottom of canyon, drains NE.; asc. 80 ft. over rocky SE.
slope.

N. rim of canyon, bears NE. and SW.; desc. 80 ft. over
gradual N. slope.

Rim of canyon, bears NE. and SW.; desc. 320 ft. over
ledges and NW, slope.

Bottom of canyon, drains NE.; asc. 80 ft. over SE. slope.
Point for the witness % sec. cor. of sec. 1 and 2

Set an iron post, 30 ins. long, 2} ins. diam., 6 ins. in
the ground to bedrock, in a mound of stone, 45 ft. base

to top, with brass cap mkd.

T24S R24E

Y

We
s2 $s1
1972

True point for the % sec. cor. of secs. 1 and 2, falls
on steep SE. slope and is unsafe to monument.

Ascend 50 ft. over steep SE. slope.
Top of spur, slopes NE.; desc. 240 ft. over N. slope,

Bottom of side canyon, drains NW.; asc. 200 ft. over SW.
slope.

Top of sandstone spur, slopes W.; desc. 440 ft. over
NW. slope.

Bottom of descent, slopes W.; thence along steep W. slope.

Top of spur, slopes W.; desc., 400 ft. over steep N. slope
into Cottonwood Canyon.

)-7 (October 1964) (formerly 4—673b) USDI-—BLM
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Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E,, Salt Lake Meridian, Utah

CHAINS

70.50

30.50

82.77

— e

Bottom of Cottonwood Canyon, drains NE.j;asc. 480 ft. over
steep SE., slope.

N. rim of canyon, bears NE. and SW.; thence along E.
slope.

Intersect the S. bdy. of sec. 35, T. 23 S., R. 24 E.

Point for the closing cor. of secs. 1 and 2, T. 24 S.,
R. 24 E.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T238
S35
S2 | s1
clc
T24S R24E
1972

From this closing cor., the % sec. cor. of secs. 2
and 35, bears East, 5.52 chs. dist.

Destroy markings on the cor. pertaining to T. 24 S.,
/R. 24 E. This cor. now functions as the % sec. cor. of
sec. 35, T. 23 S., R. 24 E. only.

Land, rough and broken.

Soil, exposed sandstone and rocky loam.

[Timber, sparsely scattered scrub juniper and pinon.
!Undergrowth, scattered sagebrush, shadscale and grass,

!

|Point for the Y% sec. cor. of sec, 1, on the S. bdy. of
'Sec. 35, T. 23 5., R. 24 E., at midpoiut bet. the closing
cor. of secs. 1 and 6, Tps. 24 S., Rs. 24 and 25 E., and
the closing cor. of secs. 1 and 2, T. 24 S., R. 24 E.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, over a cross (X¥) and in a mound of stone, 5
ft. base to top, with brass cap mkd.

L 81

T24S R24E
1972

From this cor., the original cor. of secs. 1, 2, 35 and 3
Tps. 23 and 24 S., R. 24 E., bears East, 5.305 chs. dist.

Destroy markings on the cor, pertaining to T. 24 S.,

R. 24 E. This cor. now functions as the cor. of secs.,
35 and 36, T. 23 S., R. 24 E. only.

From the cor. of secs. 1, 2, 11 and 12,

West, bet. secs. 2 and 11,

¥r GPO 783-403



Survey of a Portion of the Subdivision, ’
T. 24 8., R, 24 E., Salt Lake Meridian, Utah

CHAINS

Over rough and broken land, with scattered scrub juniper
and pinon, scattered sagebrush, shadscale and grass;
desc. 40 ft. over W, slope.

2.50 |Bottom of draw, drains N.; asc. 80 ft. over E. slope.

7.00 |Top of spur, slopes N.; desc. 200 ft. over W. slope.

13.50 |Bottom of small canyon, drains N.; asc. 280 ft. over
E. slope.

24.00 | Top of spur, slopes N.; desc. 240 ft. over steep W.
slope.

34.00 |Bottom of small canyon, drains N.; asc. 200 ft. over
E. slope.

38.00 |Top of spur, slopes N.; desc. 140 ft. over W. slope.

40.00 | True point for the % sec. cor. of secs. 2 and 11, falls
on steep W. slope and is unsafe to monument an iron
post. Desc. 20 ft. over W. slope.

42.50 |Bottom of Cottonwood Canyon, drains N. 40° E.; asc. 200
ft. over steep E. slope and ledges.

48.57 Point for the witness % sec. cor. of secs, 2 and 11.

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins. in
the ground to bedrock, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T24S R24E
S2 _ W

% TSI T ¢
1972

Asc. 160 ft. over E. slope.

52.50 |W. rim of Cottonwood Canyon, bears N. and S.; thence
along N. slope.

80.00 Point for the cor. of secs. 2, 3, 10 and 11.

Set an iron post, 30 ins. long, 25 ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4! ft.
base to top, with brass cap mkd.

T24S R24E
$3 | s2

S10] si1

1972

There are no suitable bearing trees within limits.

Land, rough and broken.

Soil, sandstone outcroppings and rocky loam.

Timber, scattered scrub juniper and pinion.
Undergrowth, scattered sagebrush, shadscale and grass.

N. 0° 01' W., bet. secs. 2 and 3.

7 (October 1964) (formerly 4—=673b) USD1—~BLM FIELD NOTE PAPER
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CHAINS

6.50

13.50

32.00

40.00

43,00

46.80
70.00

82.55

12

Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E,, Salt Lake Meridian, Utah

Over broken land, with scattered scrub juniper and pinon,
scattered sagebrush, shadscale and grass; desc. 40 ft.
over N. slope.

Bottom of draw, drains N. 80° E.; asc. 40 ft. over SE.
slope.

Top of ascent, bears N. 80° E.; and S. 80° W.; desc.
160 ft. over gradual N. slope.

Dirt road, bears N. 30° E. and S. 30° W.
Point for the % sec. cor. of secs. 2 and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
the ground to bedrock, in a mound of stone, 5 ft. base to
top, with brass cap mkd.

T24S R24E

Y

s3 | s2
1972

There are no suitable bearing trees within limits.
Descend 20 ft. over gradual N. slope.

Base of knoll, bears NW. and SE.; asc. 50 ft. over SW.
slope.

Top of W. slope of knoll; desc. 40 ft. over NW. slope.
Bottom of gulch, drains NW.; asc. 80 ft. over SW. slope.
Intersect the S. bdy. of sec. 34, T. 23 S., R. 24 E.

Point for the closing cor. of secs. 2 and 3, T. 24 s.,
R. 24 E. '

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T23S
S34
S3 | S2
clc
T24S R24E
1972

From this cor., the % sec. cor. of secs. 3 and 34, bears
East, 5.82 chs. dist.

Destroy markings on the S. side of the % sec. cor. of
secs. 3 and 34. This cor. now functions as the % sec.
cor. of sec. 34, T. 23 S., R. 24 E. only,

Land, rolling and broken.

Soil, rocky loam.

Timber, scattered scrub juniper and pinon.
Undergrowth, scattered sagebrush, shadscale and grass.,

Point for the % sec. cor. of of sec. 2, on the S. bdy.
of sec. 34, T. 23 S., R. 24 E., at midpoint bet. the

¥r GPO 783-4



CHAINS

40.00

48,00

79.15

80.00

Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

closing cor. of secs. 1 and 2, and the closing cor.
of secs. 2 and 3, T. 24 S., R. 24 E,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base
to top, with brass cap mkd.

% s2
T24S R24E
1972

From this cor., the original cor. of secs. 2, 3, 34 and
35, Tps. 23 and 24 S., R. 24 E., bears East, 5.67 chs.
dist.

Destroy markings on the cor. pertaining to T. 24 S.,
R. 24 E. This cor. now functions as the cor. of secs.
34 and 35, T. 23 S., R. 24 E. only.

From the cor. of secs. 33 and 34, on the S. bdy. of the
Tp., hereinbefore described.

N. 0° 02' W., bet. secs., 33 and 34.

Over rough and broken land, with thick scrub juniper and
pinon timber, scattered sagebrush, shadscale and grass;
desc. 560 ft. over NE. slope of Fisher Mesa.

Point for the % sec. cor. of secs. 33 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T24S R24E
A

$33 | s34
1972

Desc. 50 ft. over NE. slope.

Base of main descent, bears NW. and SE.; desc. 180
ft. over gradual NE. slope.

Point for the witness cor. of secs. 27, 28, 33 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T24S R24E
We
5284527
S33[S34
1972

True point for the cor. of secs. 27, 28, 33 and 34, falls
in bottom of wash, 4 ft. deep, 20 lks. wide, draining NE.
and is not safe to monument.

There are no suitable bearing trees within limits.

(October 1964) (formerly 4—6735) USDI—BLM
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33.60

40.00

56.00

70.00

73.40

77.00
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80.00
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Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

Land, broken.

1 Soil, rocky loam.

! Timber, scattered scrub juniper and pinon.
5Undergrowth, scattered sagebrush, shadscale and grass.

!

t
|
IN. 0° 02' W., bet. secs. 27 and 28.

!

Over rolling land, with scattered scrub juniper and
pinon timber, scattered sagebrush, shadscale and
grass; along gentle E.slope.

Spur, slopes E.; desc. 120 ft. over N, slope.

Point for the % sec. cor. of secs. 27 and 28.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4% ft
base to top, with brass cap mkd.

T24S R24E
4
s28]s27

1972
There are no suitable bearing trees within limits.

Desc. 560 ft. over steep N. slope.
i
| Bottom of deep canyon, drains N. 80° W.; asc. 360 ft.
over steep S. slope of gypsum ridge, leave timber.

;Top of ridge, bears E. and W.; along ridge top.

N. rim of ridge, bears E. and W.; desc. 80 ft. over
iN. slope.

i
|
I

‘Bottom of deep draw, drains NE.; asc. 40 ft. over S.
slope.

'Top of small red knoll; desc. 5 ft. over gentle N.
fslope to cor.

|
\
|
I

I

Point for the cor. of secs. 21, 22, 27 and 28.

iSet an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.
%

T24S R24E

S21|s22

528[s27

1972

Land, rolling S. portion; broken N. portion.

jSoil, rocky loam S. portion; gypsum and red clay on
'N. portion.

Timber, scattered juniper and pinon on S. portion.
‘Undergrowth, scattered sagebrush, shadscale and grass.

IN. 0° 02" W., bet. secs. 21 and 22.

Over rough and broken land, with scattered sagebrush,
shadscale and grass; desc. 440 ft. over steep N. slope.

£: GPO 7). -
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- Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

CHAINS

10.00

10.20

26.00

33.00

38.00

39.80

40.00

40.20

47.00

79.50

80.00

8.00

14.00

Onion Creek, 3 lks. wide, 1 in. deep, flows N. 80° W.

Dirt road in bottom of canyon, bears E. and N. 80° W.;
asc, 400 ft. over steep S. slope of clay ridge.

Top of narrow clay ridge, bears E. and W.; desc. 320 ft.
over steep N. slope.

Bottom of draw, drains NW. 4.00 chs., thence SW.; asc.
160 ft. over S. slope.

Top of spur, slopes W.; desc. 20 ft. over gentle N. slope/

Bottom of small draw, drains E.; asc. 5 ft. over gentle
S. slope of small spur.

Point for the % sec. cor. of seecs. 21 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd . ‘ ’ ’

T24S R24E

Y

s21}s22
© 1972

Asc. 5 ft. over gentle S. slope.

Top of small spur, slopes E.; desc. 40 ft. over NW.
slope.

Bottom of draw, drains SW.; asc. 680 ft. over broken
S. slope; enter scattered scrub juniper and pinon timber.

Top of high spur, slopes SE,; desc. 10 ft. over gradual
N. slope to the cor.

Point for the cor. of secs., 15, 16, 21 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
the ground to bedrock, in a mound of stone, 5 ft. base to
top with brass cap mkd.

T24S R24E
516{s15
S21[s22

1972

There are no suitable bearing trees within limits.

Land, rough and broken.

Soil, clay and rocky loam.

Timber, scattered scrub juniper and pinon on N. portion.
Undergrowth, scattered sagebrush, shadscale and grass.

N. 0° 02' W., bet. secs. 15 and 16.

Over rough and broken land, with scattered juniper and
pinon timber; desc. 70 ft. over N. slope.

Slope changes; desc. 240 ft. over NE. slope.

Bottom of canyon, drains SE.; asc. 280 ft. over SW.
slope. '

0—7 (October 1964) (formerly 4—673b) USDI-—BLM
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Survey of a Portion of the Suhdivi51on,

-
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CHAINS

33.70 |Slope changes; asc. 80 ft. over S. slope.
40.00 Point for the % sec. cor. of secs. 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) on solid sandstone, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T245 R24E

Y
s16]s15
1972

Asc. 1120 ft. over steep S. slope and sandstone ledge;
by triangulation.

61.00 |S. rim of mesa, bears E. and N. 55° W.; thence along
bottom of draw draining S.; end of triangulation.

70.00 |Leave draw; asc. 80 ft. over S. slope.

75.00 |Top of ridge, bears NW. and SE.; desc. 40 ft. along E.
slope to the cor.

80.00 |Point for the cor. of secs. 9, 10, 15 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T24S R24E
S9 |s10

516|815

1972

Land, rough and broken.

Soil, sandy and rocky loam.

Timber. scattered juniper and pinon.

Undergrowth, sparsely scattered shadscale, sagebrush and
grass. -

N. 0° 02' W., bet. secs. 9 and 10.

Over broken land, with scattered juniper and pinon timber;
desc. 81 ft. over NE. slope.

16.50 Slope changes; desc. 160 ft. over N. slope.

26.00 |Small draw, drains E.; thence along E. slope.

36.00 [Slope changes; desc., 120 ft. over NE. slope.

40.00 |True point for the % sec. cor. of secs. 9 and 10, falls
in the bottom of a narrow canyon and is unsafe to
monument; canyon drains NW.; asc, 40 ft. over SW. slope.
42,20 |Rim of canyon, bears NW. and SE.

42.38 |Point for the witness Y% sec. cor. of secs. 9 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in

the ground to bedrock, in a mound of stone, 5 ft. hase
to top, with brass cap mkd.

¥r GPO /
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Survey of a Portion of the Subdivision,
T, 24 S., R. 24 E., Salt Lake Meridian, Utah

CHAINS

45.00

80.00

11.00
36.00

40.00

47.00

82.84

T24S R24E

L
s9 | si10

wC
1972

Thence along a W. slope.
Top of spur, slopes W.; desc. 250 ft. over NW. slope.
Point for the cor. of secs. 3, 4, 9, and 10.

Set an iron post, 30 ins. long, 2% ins. diam., over a
cross (X) on solid sandstone, in a mound of stone, 5 ft.
base to top, with brass cap mkd.

T24S R24E
s4 {53
S9 [S10
1972

from which

A pinon, 14 ins. diam., bears N, 9° W,, 97 lks.
dist., mkd. T24S R24E S4 BT.

There are no other suitable bearing trees within
limits.

Land, broken.

Soil, rocky loam.

Timber, scattered juniper and pinon.

Undergrowth, scattered shadscale, sagebrush and grass.

N. 0° 02' W., bet. secs. 3 and 4.

Over rolling and broken land, with scattered juniper and
pinon timber; desc. 80 ft. over NW. slope.

Top of spur, slopes NW.; desc. 400 ft. over NE. slope.
Bottom of draw, drains NW.; asc. 30 ft. over SW. slope.
Point for the % sec. cor. of secs., 3 and 4.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
the ground to bedrock, in a mound of stone, &5 ft. base
to top, with brass cap mkd.

T24S R24E

Y
S4 | s3
1972

Cor., is 10 ft. S. of base of sandstone ledge, 8 ft. high
and bears E. and W.

Asc. 80 ft. over ledge and SW. slope.

Top of spur, slopes NW.; desc. 480 ft. over gradual N.
slope.

Intersect the S. bdy. of Sec. 33, T. 23 S., R. 24 E.

0—7 (October 1964) (formerly 4—673b) USDI—~BLM

FIELD NOTE PAPER

!



20

CHAINE

12.00

26.00
38.00

39.00

40.00

50.00
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Survey of a Portion of the Subdivision,
T. 24 S., R. 24 E., Salt Lake Meridian, Utah

Point for the closing cor. of secs. 3 and 4, T. 24 S.,
R. 24 E.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T23S
533

S4 | S3
clc

T24S R24E
1972

From this cor., the original % sec. cor. of secs. 4 and
33, bears East, 6.07 chs. dist.

Destroy markings on the cor. pertaining to T. 24 S.,
R. 24 E. This cor. now functions as the % sec. cor. of

sec. 33, T. 23 S., R, 24 E. only.

Land, rolling and broken.

Soil, rocky loam.

Timber, scattered juniper and pinon.

Undergrowth, scattered shadscale, sagebrush and grass.

From the cor. of secs. 15, 16, 21 and 22, previously
described.

West, bet. secs. 16 and 21.

Over rough and broken land, with scattered juniper and
pinon; asc. 30 ft. along N. slope.

Top of ascent, bears N. and S.; desc. 120 ft. over NW.
slope.

Slope changes; desc. 40 ft. along N. slope.

Head of canyon, drains S.; thence along S. slope.
Point for the witness % sec. cor. of secs. 16
and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in
the ground to bedrock, in a mound of stone, 4% ft. base
to top, with brass cap mkd.

T24S R24E
W o, _ S16
c “%35o1
1972

Cor. is set on top of small spur, slopes S.

Desc. 10 ft. over W. slope.

True point for the % sec. cor. of secs. 16 and 21, falls
in the bottom of a small draw, draining S. Point is

unsuitable for monumentation.

Asc. 80 ft. along S. slope.

Saddle on ridge, bears N. and S.; desc. 80 ft. over W.

¥r GPO /
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60.00

70.00

80.00

81.52

8.00

11.00

16.00

24,00

30.00

36,00

40.00

41.00

56.00

19

Survey of a Portion of the Subdivision,
T. 24 S.. R. 24 E. Salt Lake Meridi»n. Utah

slope.
Bottom of draw, draims S.; asc. 120 ft. over SE. slope.

Top of high spur, slopes S.; desc. 320 ft. over steep
W. slope into canyon.

True point for the cor. of sees. 16, 17, 20 and 21, falls
on inaccessible slope of sandstone ledge and cannot be
monumented.

Point for the witness cor. of sees. 16, 17, 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T24S R24E
s17|s16 W
$20]S21

1972

Cor. is set on N. slope,'SO ft. west of base of ledge.

Land, rough and broken.

Soil, rocky loam.

Timber, scattered juniper and pinon.

Undergrowth, scattered shadscale, sagebrush and grass.

45.00

From the true point for the cor. of secs. 16, 17, 20
and 21.

Over rough and broken land, with scattered juniper and
pinon timber; desc. 320 ft. over steep NW. slope; by
triangulation.

Bottom of descent, slopes W.; asc. 80 ft. over SW. slope.

Top of small spur, slopes N. 80° W.; desc. 360 ft. over
N. slope.

Bottom of canyon, drains SW.; asc. 360 ft. over steep
S. slope.

Slope changes; asc. 200 ft. over vertical ledges and
S. slope.

Top of spur, slopes S. 20° E.; desc. 360 ft. over NE.
slope.

Bottom of draw, drains E.; asc. 240 ft. over S. slope.
Point for the % sec. cor. of secs. 16 and 17, falls on
a steep S. slope. Due to the inaccessibility of this
area, this cor. was not monumented.

Asc. 40 ft. over steep S.slope.

Top of spur, slopes SE.; desc. 80 ft. over NE. slope.

Bottom of draw, drains E.; thence along broken E. slope,

Base of main ascent, bears NE. and SW.; asc. 720 ft. over
steep and rocky SE. slope.

0—7 (October 1964) (formerly 4—673b) USDI——BLM
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CHAINS

80.00

7.70

12.00

21.00

26.00

29.00

33.18

33.50

39.97

47.00

53.00

63.00

68.00

79.94

88.76
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Survey of a Portion of the._Subdivision,
.T. 24 S., R. 24 E.,, Salt Lake Meridian, Utah

True point for the cor. of secs. 8, 9, 16 and 17, falls
on inaccessible steep slope and cannot be monumented; end
triangulation. A witness cor. established West 8.82

chs. dist. is hereinafter described.

Land, rough and broken.

Soil, clay and rocky loam.

Timber, sparsely scattered juniper and pinon.
Undergrowth, scattered shadscale, sagebrush and grass.

From the cor. of secs. 9, 10, 15 and 16, previously
described.

West, bet, secs. 9 and 16.

Over rough and broken mountainous land, with scattered
juniper and pinon timber; asc. 42 ft. over NE. slope.

Top of spur, slopes N.; desc. 160 ft. over NW. slope.
Bottom of draw, drains NW.; asc. 80 ft. along N.slope.
Top of spur, slopes N.; desc. 40 ft, over NW. slope.
Bottom of draw, drains NE.; ase. 40 ft. over E. slope.

Top of ascent, bears NW. and SE.; desc. 10 ft. over
gradual W. slope.

Point for the witness % sec. cor. of secs. 9 and 16.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in
the ground to bedrock, in a mound of stone, 5 ft. base to
top, with brass cap mkd.

T245 R24E

W, _ S9
c* <516
1972

Rim of mesa, bears NW. and SE.; desc. 360 ft. over ledges
and steep SW. slope; by triangulation.

True point for the % sec. cor. of secs. 9 and 16, falls
on inaccessible SW. slope and cannot be monumented.

Desc. 120 ft. over SW. slope.

Top of spur, slopes SW.; desc. 440 ft. over steep W.
slope.

Bottom of draw, drains SW.; thence along steep S. slope.
Spur, slopes SW.; desc., 320 ft. over SW. slope.

Bottom of canyon, drains S.; asc. 560 ft. over steep
SE. slope.

True point for the cor. of secs. 8, 9, 16 and 17.
Asc. 400 ft. over SE. slope.

Point for the witness cor. of secs. 8, 9, 16 and 17; end
triangulation.

¢ GPO /
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Survey of a Portion of the Subdivision,
T. 24 s., R, 24 E., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 6
to top, with brass cap mkd.

T24S R24E
S8 [s9. w
S17]S18 ¢

1972

Land, rough and broken.
Soil, clay and rocky loam.
Timber, sparsely scattered juniper and pinon.

the ground to bedrock, in a mound of stone, 4% ft. base

Undergrowth, scattered shadscale, sagebrush and grass,

ins. in

From the cor. of secs. 32 and 33, on the S. bdy.
Tp.

N. 0° 03" W., bet. secs. 32 and 33,

ft. over NW.slope.

SW. slope.

40.00 |Point for the % sec. cor. of secs. 32 and 33.

base to top, with brass cap mkd.
T24S R24E
L

4
$32(s33
1972

Thence along gradual W. slope.

slope.

60.10 Sandstone ledge, 10 ft. - high, bears NW. and SE.;
80 ft. along W. slope.

theground to bedrock, in a mound of stone, 5 ft.
to top, with brass cap mkd.

WwcC »
T24S4R24E
S294528
$32[s33
1972

71.55 |N. rim of Fisher Mesa, bears Ny. and SE.; desc.
ft. over steep NE. slope,

80.00 |[True point for the cor. of secs. 28, 29, 32 and
on a steep NE. slope and is unsafe to monument.

Over rolling and broken land, with scattered juniper
and pinon timber; asc. 10 ft. over gradual §. slope.

7.60 |Rim of shallow canyon, bears NE. and SW.; desc. 160

12,50 |Bottom of canyon, drains SW.; asc, 120 ft. over S. slope.

18.90 ([Rim of canyon, bears NE. and SW.; asc. 120 ft. over

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 5 ft.

40.80 |Trail road, bears E. and SW.; desc. 50 ft. over NW.

71.37 Point for the witness cor. of secs. 28, 29, 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins. in

of the

desc.

base

280

33, falls
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30.00

40.00

43,00

54.00

57.00

60.00

80.00
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Survey of a Portion of the Subdivision,
T. 24 S. R. 24 E,, Salt Lake Meridian. Utah

Land, rolling and broken.

Soil, rocky loam.

Timber, scattered juniper and pinon.

Undergrowth, scattered shadscale, sagebrush and grass.

From the cor. of secs. 31 and 32 on the S. bdy. of the
Tp.

N. 0° 03' W., bet. secs. 31 and 32.

Over rough and broken land, with scattered juniper and
pinon timber; asc. 720 ft. over a steep SW. slope.

Top of high spur, slopes W.; desc. 240 ft. over NW.
slope.

Point for the % sec. cor. of secs., 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, in a mound of stone, 4%
ft. base to top, with brass cap mkd.

T24S R24E

Y

|
$31}s32
1972

Desc. 20 ft. over NW. slope.

SW. slope and ledge; by triangulation.

S. rim of Fisher Mesa, bears NW. and SE.; desc. 80 ft.
over N. slope; end of triangulation.

Bottom of draw, drains W.; asc. 80 ft. over S.slope

Thence over nearly level land of mesa top; asc. 80 ft.
over gradual S. slope with sagebrush and grass; leave
scattered timber,

Point for the cor. of secs. 29, 30, 31 and 32.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.
T24S R24E

$30 |s29

S31 [s32

1972

side the iron post,

Land, S. portion, broken; N. portion, most level.
Soil, clay S. portion; rocky loam on N. portion.
Timber, scattered juniper and pinon.

Undergrowth, shadscale, sagebrush and grass.

Bottom of draw, drains S. 80° W.; asc. 440 ft. over steep

3Set a cedar post, 6 ft. long, 2 ft. in the ground, along-

From true point for the cor. of secs. 28, 29, 32 and 33.
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Survey of a Portion of the Subdivision,
T. 24 5., R. 24 E., Salt Lake Meridian, Utah

S. 89° 59' W., bet. secs. 29 and 32.

Over broken land, with thick juniper and pinon timber;
asc. 280 ft. over NE. slope; by triangulation.

Top of spur, slopes NW.; desc. 40 ft. over E. slope.
Bottom of draw, drains NW.; asc. 120 ft. over NE. slope.
Thence over nearly level mesa top; end of triangulation.
Point for the % sec. cor. of secs. 29 and 32.

Set an iromn post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T24S R24E
. _ 829
%832

1972

Set a cedar post, 6 ft. long, 2 ft. in the ground,
alongside the iron post.

Asc. 20 ft. over SE. slope.

Top of ascent, slopes SW.; desc. 80 ft. over gradual W.
slope.

Trail road, bears NW. and SE.

The cor. of secs. 29, 30, 31 and 32.

Land, broken E. portion; rolling, W. portion.
Soil, rocky and sandy loam.

Timber, juniper and pinon mostly on E. portion.
Undergrowth, scattered shadscale, sagebrush and grass.

General Description

The area surveyed within T. 24 S., R. 24 E., is mostly
rough and broken with some rolling terrain on the mesa
tops. The elevation ranges from about 5,100 ft. above
sea level to about 7,200 ft. above sea level. The soil
varies from sandy clay loam to rocky loam along the
ledges and canyon slopes. The vegetation consists of
shadscale, sagebrush and meadow grass and other sparse
native grasses, There are scattered juniper and pinon
over most of the township.

There is one improved dirt road along Onion Creek, in
the south half of the township and numerous trail roads
in the northeast portionm.

The drainage in the south half of the township is the
west, and in the north portion, the drainage is to the
north.

~7 (October 1964) (formerly 4—6735) USDI—BLM
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CERTIFICATE OF SURVEY

(1 &, Jerry L. Thomas , HEREBY
CERTIFY upon honor that, in pursuance of special instructions bearing date of the 22nd dgy
of September , 19 50 (1) & have independently resurveyed a portion of

the south boundary and surveyed a portion of the south boundary and

subdivisional lines of Township 24 South, Range 24 East

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by (me), (HXX and under (my)
HCE) direction; and that said survey has been made in strict conformity with said special instruc-
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

January 19, 1973 Om/u/ /%WM
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2 Supervisory
(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL
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The foregoing field notes of the independent resurvey of a portion of the south
boundary and the survey of a portion of the south boundary and surveyed
a portion of the south boundary and subdivisional lines of Township 24
South, Range 24 East, Salt Lake Meridian, Utah

executed by Jerry L. Thomas, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.
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(Date) (Chief, Division of Cadastral rvey)
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T. 35 S., R. 5 W., Salt Lake Meridian, Utah
CHAINS

T. 355., R. 5 W.

History of Surveys

Surveyed by Retr. or Resurveyed by

SOUTH BOUNDARY (Seventh Standard Parallel South)

All T. C. Bailey 1874

NORTH BOUNDARY

All T. C. Bailey 1874
W. 1 mile Andrew Nelson 1924

WEST BOUNDARY

All T. C Bailey 1874

EAST BOUNDARY (Panguitch Guide Meridian)

All Bailey and Burrill
1874

SUBDIVISION

All Bailey and Burrill
1874

The following field notes are those of a dependent resur-
vey of the north, south, east and west boundaries and
subdivisional lines in Township 35 South, Range 5 West,
of the Salt Lake Meridian, Utah

The survey was executed in accordance with the specifica-~
tions as set forth in the Manual of Surveying Instruction
1947, and the Special Instructions dated May 5, 1972

The direction of the lines of this survey were determined
from observations on the sun and carried forward by sus-
tained angulation, being supplemented by numerous other
observations throughout the survey.

Before restoring lost corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original corners., The rules of propor-
tionate measurement were applied to ascertain the posi-
tion of the lost corner after every reasonable possibility
of finding direct evidence of the corner had been exhaustH
ed.

All private land owners with land adjacent to public land
in this township were notified by the Bureau of Land
Management District Office, at Kanab, Utah, of this sur-
vey, and a date set to meet with the cadastral surveyosr
if they had any question concerning this survey.

The geographic position for the southeast corner of town-
ship is at Latitude 37° 42' 57.58" N. and Longitude 112°

21' 35.53" W. This position is also a U.S.G.S. triangu~

lation station.

The magnetic declination was read at a number of stations
throughout the township and the average of the several
readings was found to be 15° 30' East.

-7 (October 1964) (formerly 4=673b) USDI-—BLM FIELD NOTE PAPER
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CHAINS

27.80

40.28

2.02
16.30

28.20

36.70

38.20

40.41

2

Dependent Resurvey, South Boundary,
(Seventh Standard Parallel South), T. 35 S., R. 5 W.,
S . .

Dependent Resurvey, South Boundary,
(Seventh Standard Parallel South), T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
T. C. Bailey, Deputy Surveyor, in 1874

Beginning at the standard cor. of Tps. 35 S., Rs. 4% and
5 W., reestablished by Elliot Bird in 1925 and is monu-
mented with an iron post, 3 ins. diam., 12 ins. above
ground, in a small collar of stone, with brass cap mkd.

S C
T35S
R5W R&4LW
536(831

1925

N. 89° 42' W., along the S. bdy. of sec. 36, T. 35 S.,
R. 5 W,

Over bench land, draining W., covered with shadscale.

Low terrace, bears N. 75° W. and S. 75° E.; desc. 60 ft.
over general W. slope.

The standard % sec. cor. of sec. 36, monumented with a
trachyte stone, 6x12x12 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

sc

T35S R5W

% 836
1972

Bury the original cor. stone alongside the iron post.

N. 89° 45' w., beginning new measurement.

Desc. gentle NW. slope.

Wash, 6 ft. deep, 20 lks. wide, drains N. 75° W.
Wash, 6 ft. deep, 30 lks. wide, drains N. 75° W.

Wash, 3 ft. deep, 10 1ks. wide, in small ravine, drains
N. 50° w.

Rise, bears SE. and NW. about 5.00 chs. to end.
Small wash, drains N. about 2.00 chs., thence W.
The standard cor. of secs. 35 and 36, monumented with a

trachyte stone, 10x10x12 ins., mkd. 1 notch on E., 5
notches on W. and 6 notches on N. edges. SC on S. face.

i 3.400



Dependent Resurvey, South Boundary
(Seventh Standard Parallel South), T. 35 S., R. 5W.,
Salt Lake Meridian, Utah

CHAINS

At the cor. point )

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, in a collar of stone, with brass cap mkd.

S C

T35S R5W

$35/536
1972

Place the original cor. stone alongside the iron post,
in a collar of stone.

Land, rolling, bench.

Soil, clay with gravelly rises.
Timber, none.

Undergrowth, shadscale and sagebrush,

N. 89° 44' W., along the S. bdy. of sec. 35, T. 35 s.,
R. 5w,

Over benchland, covered with shadscale,
1.50 [Graded dirt road, bears N. 10° W. and §. 10° E.

9.00 |Graded dirt road, bears N. and S.; enter river bottom
land.

26,50 |Sevier River, 1.00 ch, wide, flows N,

34.00 |Fence, bears N. 19° 30' E. and S. 19° 30' W.

35.40 |Hard surface, U.S. Highway No. 89, bears N. 19° 30' E.
and S. 19° 30' w.

36.70 |Fence, bears N. 19° 30' E. and §S. 19° 30' W.; enter
hills.

40.21 The standard % sec. cor. of sec. 35, monumented with a
trachyte stone, 8x8x14 ins., plainly mkd. 4.

At the cor. point

Set an iron post, 30 ins. long, 2! ins. diam., 24 ins.
in the ground, with brass cap mkd.

SC
T35S R5W

% S35
1972

Bury the original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft, high, N. of cor.

N. 89° 47' W., beginning new measurement.

Over mountainous land; asc. 100 ft. over general E.
slope.

17.80 |Small spur, slopes S. 40° E.; desc. along S. slope of
draw.

(October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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CHAINS

20.03

37.50

40,06

36.50

40.17

Dependent Resurvey, South Boundary
(Seventh Standard Parallel South, T. 35 S., R. 5 W.,
Salt Lake Meridian Utah

Point for the standard W. 1/16 sec. cor. of sec. 35, on
the S. bdy. of the Tp., and midpoint bet. the standard
% sec., cor. of sec. 35 and the standard cor, of secs.
34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground, in a mound of stone, 3 ft, base to top, with
brass cap mkd.

sScC
T35S R5W
W1l/16 S35

1972

Set a steel fence post alongside cor.

Desc. 20 ft. along S. slope of draw.

Wash in draw, drains S. 85° E. irregularly.

The standard cor. of secs. 34 and 35, monumented with a
trachyte stone, 8x12x18 ins., mkd. 2 notches on E., 4
notches on W. and 6 notches on N. edges.

from which

A cedar, 20 ins. diam., bears S. 37%° E., 150 1lks.
dist., only BT legible. (Record S. 55° E., 146 1lks.)

At the cor. point

Set an iron post, 30 ins. long, 2! ins. diam., 16 ins.
in the ground, in a mound of stone, 3 ft. base to top,
with brass cap mkd.

s C
T35S R5W
S34535

1972
from which

A cedar, 8 ins. diam., bears N. 55%° E., 84 lks.
dist., mkd. S35 BT.

Bury the original cor. stone alongside the iron post.

Land, river bottom E. portion; mountainous W. portion.
Soil, clay E. portion; gravelly W. portion.

Timber, scattered cedar W. portion.

Undergrowth, grass on bottom land, shadscale on hills.

N. 89° 35 W., along the S. bdy. of sec. 34, T. 35 S.,
R. 5 W.

Over mountainous land; asc. 100 ft. along N. slope of
draw.

Small draw, drains N. 80° E.; asc. 40 ft. along S. slope.
of draw.

The standard % sec. cor. of sec. 34, monumented with a
volcanic stone, 12x12xl4 ins., plainly mkd. %.

WU S GOVERNMENT PRINTING OFFICE: 1972-784 2552107 REGIO




Dependent Resurvey, South Boundary
(Seventh Standard Parallel South), T. 35 S., R. 5w,,
Salt Lake Meridian, Utah

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

SC
T35S R5W
% S34
1972
from which

A pine, 6 ins. diam., bears N. 5° E., 37 lks. dist.,
mkd. % S34 BT.

Bury the original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft, high, N. of corl

N. 89° 35' W., beginning new measurement.
Asc. 30 ft. along S. slope of draw.

9.00 |Wash in draw, drains S. 85° E.; asc. 80 ft. over NE.
slope.

26,00 Low rim, bears NW, and SE., irregularly; asc. 40 ft. over
gentle E. slope.

40,17 The standard cor. of secs. 33 and 34, monumented with a
volcanic stone, 12x12x12 ins., mkd. 3 notches on E. and
W. edges and 6 notches on N. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

S C
T35S RSW
S331s34
1972
from which

A red cedar, 15 ins. diam., bears S. 45° W., 16 lks.
dist., mkd. BT.

A red cedar, 5 ins. diam., bears N. 28° W., 90 1lks.
dist., mkd. T35S RSW S33 BT.

Bury the original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, %. of cor
Land, mountainous.

Soil, rocky gravel.

Timber, juniper and pine.
Undergrowth, shadscale and sagebrush.,

N. 89° 24' W., along the §S. bdy. of sec. 33, T. 35 s.,
R. 5 W.

Over rolling brush covered mountain land.

7 (October 1964) (farmerty ¢—47%) USDI—BLM FIELD NOTE PAPER



38 6

Dependent Resurvey, South Boundary
(Seventh Standard Parallel South), T. 35 S., R, 5 W.,
Salt Lake Meridian Utah

CHAINS

40.33 The standard % sec. cor. of sec. 33, monumented with a
olcanic stone, 6x10x14 ins., plainly mkd. %.

t the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

S C
T35S R5W

1

% 833
1972
A cedar, 12 ins. diam., bears N. 10° E., 130 lks.
dist., mkd. % S33.
ury the original cor. stone alongside the iron post.

aise a mound of stone, 2 ft. base, 2 ft. high, N. of cor.

. 89° 48 W., beginning new measurement.
1.46  Power line, bears N. 1° 59' W., and S. 1° 59' E.
9.00 ash, 4 ft. deep, 40 lks. wide, drains S.
39.00  Graded dirt road, bears N. 47° W, and S. 47° E.
40,39 The standard cor. of secs. 32 and 33, monumented with a
olcanic stone, 12x12x18 ins., mkd. 2 notches on W.,
4 notches on E. and 6 notches on N. edges.

t the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

SC
T35S R5W
$32 |s33
1972
ury the original cor. stone alongside the iron post.
aise a mound of stone, 3 ft. base, 2 ft. high, N. of cor.
and, rolling mountain.
Soil, rocky gravel.

imber, very scattered juniper.
ndergrowth, shadscale and sagebrush

. 89° 29" W., along the S. bdy. of sec. 32, T. 35 S.,
« 5 W.

ver brush covered mountain land.
2.80 mall wash, drains S. 35° E.

21.00 ash, 3 ft. deep, 20 1ks. wide, drains S. 10° E.

% U.S. GOVERNMENT PRINTING OFFICE: 1972.784255/2107 REGION



Dependent Resurvey, South Boundary
T. 35 5., R. 5 W., Salt Lake Meridian, Utah
—E& - — 1

CHAINS
35.50 |Same wash, drains N. 75° E.

40.29 The standard % sec. cor. of sec. 32, monumented with a
volcanic stone, l4x14xl4 ins., plainly mkd. Y.

At the cor point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

S C
T35S R5W
% 832
1972

Bury the original cor. stone alongside the iron post,

N. 89° 46' W., beginning new measurement.

Asc. 100 ft. over E. slope.

25.00 |Spur, slopes N. 20° E.; desc. 20 ft. along N. slope.
35.90 [Wash in small ravine, drains N. 50° E.

40.08 |[The standard cor. of secs. 31 and 32, monumented with a
volcanic stone, 12x16x20 ins., mkd. 1 notch on W., 5
notches on E. and 6 notches on N. edges.,

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

S C

T35S R5W
531832
1972

Bury the original cor. stone alongside the iron post.
Set steel fence post alongside the cor.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of cor.
Land, broken.

Soil, rocky gravel.

Timber, very scattered juniper,
Undergrowth, shadscale and sagebrush.

N. 89° 43' W., along the S. bdy. of sec. 31, T. 35 s.,
R. 5 W.

Over rolling brush covered mountain top.

21.90 [Small draw, drains N. 65° E.; also trail road, bears
N. 65° E. and SW.; asc. 90 ft. over E. slope.

40.38 The standard % sec. cor. of sec. 31, monumented with a
volcanic stone, 12x14x18 ins., plainly mkd. k.

At the cor. point

-7 (October 1964) (formerly 4-673b) USDI——BLM FIELD NOTE PAPER



Dependent _Resurvey, South Boundary
(Seventh Standard Parallel South) T. 35 S., R. 5 W.,
Salt Lake Meridian Utah

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

scC
T35S RSW
% 831
1972
Place the original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor.
N. 89° 36' W., beginning new measurement.
Asc. 140 ft. over E. slope.
19.60 N. side of old volcano cone; desc, 80 ft. over W. slope.

40.14 The standard cor. of Tps. 35 S., Rs. 5 and 6 W.,
monumented with a volcanic stone, 14x14x18 ins., mkd.
6 notches on N., E. and W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

e
T358
R6W R5W
$36]531
1972

Place the original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor,

Land, rolling mountain.

Soil, gravelly.

Timber, scattered juniper.
Undergrowth, shadscale and sagebrush.

Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5W.,
Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Bailey and Burrill, Deputy Surveyors, in 1874

From the standard cor. of Tps. 35 S., Rs. 45 and 5 W.,
previously described.

N. 0° 31' E., bet. secs. 31 and 36.
Over high bench land, along gentle W. slope.

2.80 Wash, 10 ft. deep, 20 1lks. wide, drains N. 60° W.

¥ U'S GOVERNMENT PRINTING OFFICE: 1972-784 255/2107 REGIO
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Dependent _Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5W.,
Salt Lake Meridian, Utah

CHAINS

26.60 Wash, 8 ft. deep, 20 1lks. wide, drains W.

40.23 The % sec. cor. of secs. 31 and 36, monumented with a
trachyte stone, 8x12x12 ins., plainly mkd. k.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T35S
R5W R4LW
k%
$36(s31
1972

Bury the original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor.

N. 0° 45' E., beginning new measurement.

3.20 |Trail road, bears N. 80° W. and S. 80° E.

11.10 |Wash, 6 ft. deep, 20 1lks. wide, drains N. 80° W,
15.80 |Wash, 10 ft. deep, 30 lks. wide, drains W,

40.31 The cor. of secs. 25, 30, 31 and 36, monumented with a
sandstone, 6x10x12 ins., plainly mkd. 1 notch on S., 5
notches on N. and 6 notches on E. and W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T358
R5W R4
$251830

S36[s31

1972
from which

A cedar, 14 ins. diam., bears S. 28° W., 153 lks.
dist., mkd. T35S R5W S36 BT.

Bury the original cor. stone alongside the iron post.

Land, rolling bench.

Soil, clay.

Timber, scattered juniper.
Undergrowth, shadscale and sagebrush.

N. 0° 29' E., bet. secs. 25 and 30.
Over high bench land; along gentle W. slope.
5.10 |Wash, 5 ft, deep, 20 lks. wide, drains N.80° W.

12.50 |Wash, 6 ft. deep, 15 lks. wide, drains N. 85° W,

-7 (October 1964) (formerly 4—673b) USDI-—-BLM FIELD NOTE PAPER
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CHAINS

24,50

26.40

40.45

9.70
12,11

20.07

38.00

40.14

10

Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5 W.,

Wash, 5 ft. deep, 20 lks. wide, drains W.
Dirt road, bears W. and NE.

The % sec. cor. of secs. 25 and 30, monumented with a
sandstone, 8x10x14 ins., plainly mkd. 4.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R&YW
4
$25]530
1972
Bury the original cor. stone alongside the iron post and

place 2 large boulders alongside iron post.

N. 0° 21" E., beginning new measurement.
0ld dirt road, bears NW. and SE.
Power line, bears S. 89° 20' W. and N. 89° 20' E.

Point for the N. 1/16 sec. cor. of secs. 25 and 30, at
proportionate distance,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R4sW
N1/16
$25|830
1972

Set cedar post, 5 ins., diam., 5 ft. high alongside the
iron post.

Bulldozed road, bears N. 40° E. and S. 10° W.

Point for the cor. of secs. 19, 24, 25 and 30, at pro-
portionate distance. There is no evidence of original
cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R4l}W
S24]s19
$25[530
1972
from which
A pipe in ground, bears E., 3 lks. dist.
A pipe in ground, bears N, 11° 30' E., 20 lks. dist.
A pipe in ground, bears N, 1° 55' E., 163 lks. dist.

Set cedar post, 4 ins. diam., 5 ft. high alongside the ir
post.

© U 'S GOVERNMENT PRINTING OFFICE: 1972.784.255/2107 REGI
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Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5W.,
Salt Lake Meridian, Utah

CHAINS

Land, rolling bench.

Soil, clay.

Timber, none.

Undergrowth, shadscale and sagebrush.

N. 0° 21' E., bet. secs. 19 and 24,

Over bench land; along gentle W. slope.

6.00 |Wash, 12 ft. deep, 50 1lks. wide, drains N. 48° V.
17.18 Fence, parallels highway.

18.15 |Hard surface State Highway No. 12, bears N. 86° 30' W.
and curves to S. 77° 30' E.

19.20 |Fence, parallels highway.

20.07 Point for the S. 1/16 sec. cor. of sees. 19 and 24, at
proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T358
R5W R4k
S1/16
$24|s19
1972

Set cedar post, 5 ins. diam., 5 ft. high, alongside cor.
29.00 |[Wash, 3 ft. deep, 80 lks. wide drains W.

35.00 Base of hills, bears Ny. and E.; asc. 150 ft. over S.
slope, enter timber.

40.14 |The Y% sec. cor. of secs. 19 and 24, monumented with a
lava stone, 6x10x14 ins., plainly mkd. k.

from which

A pine, 12 ins. diam., bears N. 58%° E., 33 1ks.
dist., mks. not legible.

A pine, 14 ins, diam., bears S. 78%° W., 43 1ks,
dist., mks. not legible.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T35S
R5W R&44W
L
$24|s19
1972

Place original cor. stone alongside the iron post,
in mound.

N. 1° 35' E., beginning new measurement.

7 (October 1964) (formerly 4-673b) USDI-—BLM F'ELD NOTE PAPER
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17.00

40.34

21.20

23,40

40.03
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Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

Asc. 150 ft, over S. slope.

Crest of ascent on top of ridge, bears E. and W,; desc.
gentle V.slope on ridge.

The cor. of secs. 13, 18; 19 aNd 24, monumented with a
volecanic stone, 12x12x14 ins., mkd. 3 notches on N. and
S. edges, 6 notches on E. and W. edges.

from which

A pine, 18 ins. diam., bears S. 86° 20' E., 44 lks.
dist., mks. not legible.

A pine, 14 ins. diam., bears S. 88° 45' W., 55 lks.
dist., blaze grown over.

A cedar, 18 ins. diam., bears N. 33%° W., 76 1lks.
dist., mkd. T35S R5W S13 BT.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T35S
R5W R4LW
513|518

S24]s19

1972

Place the original cor. stone in mound alongside the
iron post.

Land, bench S. portion; mountainous N. portion.

Soil, clay, S. portion, rocky and gravelly N, portion.
Timber, pinon and juniper on mountainous portion.
Undergrowth, shadscale and sagebrush.

N. 0° 38' E., bet. secs. 13 and 18.

Over mountainous land, through timber; desc. 100 ft.
over N. slope.

Trail road, bears E. and W. along base of hills;
leave hills, enter wide bench.

Wash, 3 ft. deep, 20 lks. wide, drains W.

The % sec. cor. of secs. 13 and 18, determined by a
sandstone, 4x8x12 ins., with old cedar post and lath
lying beside stone. Marks have weathered off sandstone,
which is the only stone in this area. This position also
fits the general pattern of this resurvey.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T U.S. GOVERNMENT PRINTING OFFICE: 1972-784255/2107 REGIO
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Dependent Resurvey, East Boundary,
(Panguitch Guide Meridian) T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

CHAINS

T35S
R5W Ré4MW
%
$13]s18

1972

Place the stone alongside the iron post.

Set cedar post, 6 ins. diam., 6 ft. high, by cor.

N. 0° 27' E., beginning new measurement.

Over wide valley, draining W.

11.20 Wash, 3 ft. deep, 40 lks. wide, drains N. 50° W,
25.30 Wash, 3 ft. deep, 10 lks. wide, drains N. 40° W.

40.14 The cor. of secs. 7, 12, 13 and 18, monumented with a
sandstone, 8x8x12 ins., mkd. 2 motches on N., 4 notches
on S. and 6 notches on E. and W. edges. Also old fence
cor., old posts for fence bear S., W. and E.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R4W
S12|87

S13[s18

1972
Bury original cor. stone alongside the iron post.

Cedar corner post of old fence, 8 ins. diam., 6 ft. high,
alonside iron post.

Land, hills S. portion, mountain valley N. portion.
Soil, rocky S. portion, clay N. portion.

Timber, pinon and juniper on hills.

Undergrowth, shadscale and sagebrush.

N. 0° 31' E., bet. secs. 7 and 12.
Over mountain valley, draining W.
19.40 Wash, 6 ft. deep, 40 lks. wide, drains W.

40.44 The % sec. cor. of secs. 7 and 12, monumented with a
sandstone, 8x10x12 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T358
R5W R&4MW

%

s12ls7
1972

Bury the original cor. stone alongside the iron post.

No other accessories.

N, 0° 44' E., beginning new measurement.
10.30 Wash, 6 ft. deep, 1.00 ch. wide, drains generally W.

12.10 Trail road, bears E. and W.
0—-7 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah
CHAINS
13.00 Base of low hills, bear E. and W. irregularly; thence
over low hills, enter trees.

20.09 Point for the N. 1/16 sec. cor. of secs. 7 and 12, at
proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T358
R5W R4LW
N1/16
s12|s7

1972

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor.

25.60 Graded gravel road, bears N. 84° E. and S. 84° W.

40.10 The cor. of secs. 1, 6, 7 and 12, monumented with a
trachyte stone, 8x8x12 ins., mkd. 1 notch on N., 5 notcheg
on S., and 6 notches on E. and W. edges.

from which

A cedar stump, 12 ins. diam., bears N. 54%° W.,
148 1ks. dist., mks. not legible.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R&LW
S1|86
512187

1972

Bury the original cor. stone alongside the iron post.

Raise a small mound of stone, W. of cor.

Land, valley S. portion, hills, N. portion.
Soil, clay in yalley, gravelly in hills.,
Timber, scattered juniper and pinon in hills.
Undergrowth, shadscale and sagebrush.

N. 0° 25' E., bet. secs. 1 and 6.

Over rolling hills, draining W.

9.00 Low ridge, bears E. and W.

35.50 Wash, 6 ft. deep, 30 lks. wide, drains N. 80° W.

40.39 The % sec. cor. of secs. 1 and 6, monumented with a

trachyte stone, 8x10x12 ins., plainly mkd. %.

from which

A cedar, 15 ins. diam., bears N. 5° W., 61 lks.
dist., mks. grown over,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R5W R4k
%
51]s6

1972

Bury the original cor. stone alongside the iron post.

% U S GOVERNMENT PRINTING OFFICE. 1972.784255/2107 REGI- °
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Dependent Resurvey, East Boundary
(Panguitch Guide Meridian) T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

cHAINS Raise a small mound of stone, W. of cor.

N. 0° 25' E., beginning new measurement.
14. 90 | Low spur, projects W.; desc. 80 ft. over N. slope.

25.00 Wash, 6 ft. deep, 30 lks. wide, drains W.; also base of
spur, thence over valley draining W.

39.86 True point for the cor. of Tps. 34 and 35 S., Rs. 4! and
5 W., determined from record course and distance of
original bearing tree,

from which

A red cedar, 12 ins. diam., bears S. 20° W., 175
lks. dist., mkd. T35S R5W S1 BT.

True point for corner falls in wash draining S. 30° W.,
and cannot be perpetuated,

Therefore, at a point North, 1.30 chs. of true point
for the cor. of Tps. 34 and 35 S., Rs. 4, and 5 W.

Set an iron post, 30 ins. long, 2 ins. diam., 24 ins.
in the ground, with brass cap mkd.

W C
T34S
R5W R&4W
$36]831
S 135S ©
T358
1972

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
witness corner.

Land, rolling hills and small valleys.
Soil, gravelly on hills, clay in valleys,
Timber, pinon and juniper on hills,
Undergrowth, shadscale and sagebrush,

Dependent Resurvey, West soundary, T. 35 S., R. 5 W.,
Salt Lake Meridfan, Utah.

Reestablishment of the Survey Executed by
T. C. Bailey, Deputy Surveyor, in 1874

From the standard corner of Tps. 35 S., Rs. 5 and 6 W.,
previously described.

N. 0° 22' E., bet. secs. 31 and 36,
Over brush covered mountain land, draining generally E,
28.90 Small ravine, drains N. 80° E.

40,38 The % sec. cor. of secs. 31 and 36, monumented with a
volcanic stone, 10x12x12 ins., plainly mkd. .

At the cor. point

30—-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey, West Boundary, T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T358
R6W R5W
4
$36]831
1972

Bury original cor. stone alongside the iron post.

N. 0° 23' E., beginning new measurement.
Continue along gentle E. slope.
§8.10 Wash, 4 ft. deep, 30 lks. wide, drains E.
26.00 Curve of trail road, bears S. 1° W. and .W.

35.20 Small ravine, drains N. 75° E.; also trail road in
bottom.

40.25 The cor.of secs. 25, 30, 31 and 36, monumented with a
volcanic stone, 12x12x14 ins., m&d. 1 potch on S. and 5

notches on N, edge.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W R5W
525|830
S36]s31

1972

Bury the original cor. stone alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of
cor.

Land, rolling mountain top.

Soil, gravelly and rocky.

Timber, none.

Undergrowth, shadscale and sagebrush,

N. 0° 25" E., bet. secs. 25 and 30.
Over rolling mountain land, draining E.
20.00 Swale, drains N. 80° E.
34.90 Small swale, drains E.

40.09 The % sec. cor. of secs. 25 and 30, monumented with a
volcanic stone, 6x12x12 in., plainly mkd. %.

At the cor. point

% U.S GOVERNMENT PRINTING OFFICE: 1972.784255/2107 REG
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Dependent Resurvey, West Boundary, T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

CHAINS
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W R5W

4
$25|s30
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft., base, 2 ft. high, W. of
cor.

N. 0° 22' E., beginning new measurement.

13.10 Bulldozed road, bears NW. and SE.
26.00 Graded dirt road, bears NE. and SW.
29.00 Wash, 4 ft. deep, 40 lks. wide, drains N. 75° E.

40.20 The cor. of secs. 19, 24, 25 and 30, monumented with a
volcanic stone, 10x12x18 ins., plainly mkd. 2 notches
on S., and 4 notches on N. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W RSW
$241519
S25[530

1972

Bury original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, 4. of cor}

Land, rolling mountain top.

Soil, gravelly,

Timber, none.

Undergrowth, shadscale and sagebrush.

N, 0° 38' E., bet. secs. 19 and 24,
Over rolling mountain land, draining E.
12.00 Swale, drains S. 50° E.; asc. 380 ft. over S. slope.

23.40 Top of wide spur, slopes S. 50° E.; desc. 110 ft. over
NE. slope.

40.14 The % sec. cor. of secs. 19 and 24, monumented with a
volcanic stone, 8x12x12 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2 ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T358
R6W R5W

Y

5241819
1972

Bury original cor. stone alongside the iron post.

Set steel fence post alongside the cor.

80--7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey, West Boundary, T. 35 S., R. 5 W.,
Salt Lake Meridian Utah

CHAING N. 0° 36' E., beginning new measurement.
Along general E. slope.
4.50 Wash in small draw, drains E.

5.90 Trail road, bears E. and curves SW.
11.00 Rise, bears E. and W.
19.40 Enter trees,

25.30 Small wash, drains E.

40.05 The cor. of secs. 13, 18, 19 and 24, monumented with a
volcanic stone, 12x18x24 ins., mkd. 3 notches on N. and
S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

1358
R6W RSW
$13]s18
S24]S19

1972

Bury original cor. stone alongside the iron post.

Land, rolling mountain.

Soil, gravelly.

Timber, small juniper and pinon on N. portion.
Undergrowth, shadscale and sagebrush.

N. 0° 43" E., bet. secs. 13 and 18.
Over mountains land, along general E. slope.

13.00 Wash in bottom of draw, about 100 ft. deep, drains N.

65° E.
38.00 S. rim of canyon, bears W. and SE.; desc. 70 ft. over
N. slope.
39.98 Point for the % sec. cor. of secs. 13 and 18, determined

by original bearing tree.
from which

A red cedar, 8 ins. diam., bears S. 50° E., 35 1ks.
dist., mkd. % SBT.

Note: the original survey calls for this bearing
tree to be a pine, but in many other calls of the
original survey red cedar trees are referred to as
pine. There is no trace of any other bearing trees.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T358
R6W RSW
1

“4
513|s18
1972

Cor. located on steep N. slope, in lava rock.

N. 0° 28' E., beginning new measurement,

# U.S. GOVERNMENT PRINTING OFFICE: 1972.784255/2107 REG)
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Dependent Resurvey, West Boundary, T. 35 S., R.5 W.,
Salt Lake Meridian’'. Utah

CHAINS Desc. 70 ft. over N. slope.

1.90 Wash in canyon bottom, drains E.

2,60 Hard surface highway, bears N. 84° 30' W. to Panguitch
Lake, and S. 84° 30" E. to Panguitch; asc. 100 ft. over
S. slope.

6.50 N. rim of canyon, bears N. 80° W. and S. 80° E.; thence
over rolling mountain top, through patches of timber.

39.99 The cor. of secs, 7, 12, 13 and 18, monumented with a
volcanic stone, 12x14x18 ins., mkd. 2 notches on N. and
4 notches on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W R5W
s12|s 7
S13[S18
1972

Bury original cor. stone alongside the iron post.
Set steel fence post alongside the cor.

Land, broken.

So0il, rocky gravel.

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

N. 2° 05' E., bet. secs. 7 and 12,

Over rolling mountain top, through scattered patches
of timber,

11.30 Small wash, drains N. 30° W.

39.37 The % sec. cor. of seci. 7 and 12, monumented with a
volcanic stone, 6x12x18 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W R5W

4
s12]s7
1972

Bury original cor. stone alongside the iron post.

Set steel fence post alongside the cor.

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of cor]

N. 1° 52' E., beginning new measurement.

Continue over rolling mountain top.

21.30 Small wash, drains N. 30° E.

40.58 The cor. of secs. 1, 6, 7 and 12, monumented with a

volcanic stone, 10x10x14 ins., mkd. 1 notch on N. and
5 notches on S. edges.

E (October 1964) (formerly 4-673b) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey, West Boundary, T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

-CHAINS
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S
R6W R5W
S1 |sé
s12fs7
1972
Bury the original cor. stone alongside the iron post.
Set steel fence post, alongside the cor.
Land, rolling mountain top.
Soil, rocky gravel.

Timber, scattered patches of pinon and juniper.
Undergrowth, shadscale and sagebrush.

N, 2° 06" E., bet. secs. 1 and 6.
Over rolling mountain top, through scattered timber.
15.80 Small wash, drains N. 40° V.

40.32 The % sec. cor. of secs. 1 and 6, monumented with a
volcanic stone, 6x83x12 ins., plainly mkd. 4.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S
R6W R5W
1

“4
S 1ls 6
1972

from which

A pine, 5 ins. diam., bears S. 0° 30' W., 13 1ks.
dist., mkd. BT.

Bury the original cor. stone alongside the iron post.

Set steel fence post alongside the cor.

N. 1° 48" E., beginning new measurement.
Desc. 180 ft. over gentle N. slope.

39.14 The cor. of Tps. 34 and 35 S., Rs. 5 and 6 W., monumented
with a volcanic stone, 8x12x14 ins., mkd. 6 notches on
N., S., E. and W. edges. Large mound of stone S. of cor,

from which

A pinon, 8 ins. diam., bears N. 11° 45' E., 114 1ks.
dist., mkd. T34S R5W S31 BT.

U S. GOVERNMENT PRINTING OFFICE: 1972-784 255/2107 REGIO
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Dependent Resurvey, West Boundary, T. 35 S., R, 5 W.,
Salt Lake Meridian, Utah

3.

CHAINS

40.08

A pinon, 8 ins. diam., bears S. 84%° E., 264 lks.
dist., mkd. T35S R5W S6 BT.

A pinon, 6 ins. diam., bears S. 79%° W., 230 1lks.
dist., mkd. T35S R6W S1 BT.

A cedar, 10 ins. diam., bears N. 58%° W., 58 lks.
dist., mkd. T34S R6W S36 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T34S
R6W R5W
$36 (831
S 1]S 6

R6W R5W

T35S
1972

Bury the original cor. stone alongside the iron post.

Land, rolling mountain top.

Soil, rocky and gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

Dependent Resurvey, North Boundary,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Reestablisment of the Survey Executed by
T. C. Bailey, Deputy Surveyor, in 1874

From the true point for the cor of Tps. 34 and 35 S.,
Rs. 4% and 5 W., from which its witness cor. bears N.
0.30 chs. dist., previously described.

N. 89° 39° W., bet. secs. 1 and 36.

Over rolling hills, draining generally W., through
scattered timber. Across wash.

Center of wash, drains S. 30° W.

Point for the % sec. cor. of secs. 1 and 36, at propor-
tionate distance, There is no evidence of the original
cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T345 RSW
_ 536

S1

T35S

1972
from which

A pine, 12 ins. diam., bears N. 22%° W., 22 lks.

)~7 (October 1964) (formerly 4--673b) USDI——BLM
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Dependent Resurvey, North Boundary,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

dist., mkd. % S36 BT.

Raise a mound of stone, 3 ft. base, 3

ft:. high, N. of co .

Small draw, drains S., about 7.00 chs. thence SW.

Fence, bears S. and N., 64 1lks., thence E, and W.

The cor. of secs. 1, 2, 35 and 36, monumented with a
trachyte stone, 5x12x14 ins., mkd. 1 notch on E., 5
notches on W. and 6 notches on N. and S. edges.

from which

A pine, 8 ins. diam., bears S. 10%° E., 115 lks.
dist., mks. 1llegible. (Record S. 65° E., 116 lks.)

A pine, 14 ins. diam., bears S. 22° W., 127 lks.

dist., blaze grown over.

At the cor. point

Set an iron post, 30 ins. long, 2% ins.

in the ground, with brass cap mkd.

T34S R5W
$35|s36
S 2[s 1

T35S
1972

diam., 24 ins.

Bury the original cor. stone alongside the iron post.

Land, broken.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

S. 88° 33' W., bet. secs. 2 and 35.

Over brush covered bench.

Head of draw, drains N. 80° W.; thence along N. slope.

of draw.

Small ravine, drains N. 20° W., asc. 120 ft. over NE.

slope.

The % sec. cor. of secs. 2 and 35, monumented with a
trachyte stone, 4x8x12 ins., plainly mkd. %.

from which

A pine, 10 ins. diam., bears N. 2°

W., 22 1ks,.

dist.; only BT legible. (Record N. 12° W., 24 1lks.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, with brass cap mkd.

% U'S GOVERNMENT PRINTING OFFICE: 1972784 255/2107 REG!
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Dependent Resurvey, North Boundary,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS
T34S R5W
S35
s 2
T35S
1972
Bury the original cor., stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of cor

S. 89° 54' W., beginning new measurement.

3.60 N. end of spur, slopes N. about 3.00 chs. to end; desc.
250 ft. over W. slope

13.90 Base of hills, bears N. and S., also trail road along
bLase of hills; desc. gentle W. slope in valley.

24.50 Canal, drains northward.
25.50 Gravel road, bears N. and S.
25.75 Power line to local farms, bears along road; enter farms.

39.86 Point for the cor. of secs. 2, 3, 34 and 35, at propor-
tionate distance. There is no evidence of original cor.

Set an iron post, 30 ins. long, 2's ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T34S RSW
S34|S35
S 3i8 2

T35S
1972

P

Set cedar post, 5 ft, high, alongside cor.

Land, hills on E. portion, farm land W. portion.
Soil, gravelly on hills, clay on far: !and.
Timber, pinon and juniper on hills.

Undergrowth, shadscale and sagebrush on hills.

S. 89° 54' W., bet. secs. 3 and 34.
Over farm land, and pasture land.

17.30 Sevier River, 2 ft, deep, 30 lks. wide, flows N., leave
farms.

19.93 Point for the E. 1/16 sec. cor. of secs. 3 and 34, at prod
portionate distance, falls in highway right-of-way, which
is now under repair and cannot be monumented.

from which

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a reference monument, bears
N. 69° E., 71.2 lks. dist., with brass cap mkd.
T34S R5W E1/16 S34 47 ft RM 1972 and an arrow
pointing to the cor. point.
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34.50
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35.00

39.75
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Dependent Resurvey, North Boundary,
T. 35 8., R. 5 W., Salt Lake Meridian, Utah

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, for a raference monument, bears
S. 73%° E., 80.3 lks. dist., with brass cap mkd.
T35S RSW E1/16 S3 53 ft RM 1972 and an arrow
pointing to the cor. point.

Center of U.S. Highway No.89, bears N. 8° W.and S. 8° E.

Base of mountains, bears N. and S.; asc. 400 ft. over
general E. slope to cor.

Ravine, drains N. 75° E.

The Y sec, cor. of secs. 3 and 34, monumented with a
trachyte stone, 8x10x16 ins., plainly mkd. %.

from which

A cedar, 9 ins. diam., bears N. 5° W., 48 1ks.
dist., mkd. % S BT.

A pine, 8 ins. diam., bears S. 20° E., 10 1ks.
dist., mkd. % S BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T34S R5W
. S34
753

1553

1972

Place original cor., stone in mound, alongside the iron
post.

N, 89° 17' w., beginning new measurement.
Asc. 150 ft. over E. slope.

E. crest of ridge, bears N, and S.; thence over wide
ridge,

W. crest same ridge, bears N. and S.; desc. 50 ft. over
W. slope,

0ld road, bears N. and S., also had a ravine draining
W.; desc. 150 ft along N. slope, in ravine.

Slope changes, desc. 40 ft. over W, slope.

The cor. of secs. 3, 4, 33 and 34, monumented with a
volcanic stone, 6x10x12 ins., mkd. 3 notches on E. and
W. edges. '

from which

A pine, 10 ins. diam., bears N. 40° E., 31 1ks.
dist., mkd. S34 BT. (Record 168 1ks,)
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Dependent Resurvey, North Boundary,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

A pine, 8 ins. diam., bears S. 45° E., 71 lks.
dist., mkd. S3 BT. (record 144 lks.)

A pine, 14 ins. diam., bears S. 30° W., 71 lks.
dist., mkd. T35S R5W S4 BT. (Record 168 1lks.)

A pine, 7 ins, diam., bears N. 85° W., 120 1ks.
dist., mkd. T34S 833 BT. ( record W., 125 lks.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap pkd.

T34S RSW
$33|834
S 4(S 3

T35S
1972

Bury the original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft, base, 2 ft, high, N. of cor}
Land, pasture, E, portion, mountain W. portion.

Soil, clay in river bottom, gravelly on mountains.

Timber, juniper and pinon on mountains.
Undergrowth, shadscale and sagebrush on mountains.

N. 89° 57' W., bet. secs. 4 and 33.

Over mountainous land,; desc., 50 ft. over W. slope.
2,00 Trail road, bears N. and S.

3.70 Wash in draw, drains N.; asc. 170 ft. over E. slope.

12.00 Trail road on top of ridge, bears N. and S.; desc. 130
ft. over general W. slope.

39.80 The % sec. cor. of secs. 4 and 33, monumented with a
volcanic stone, 16x16x20 ins., plainly mkd. %.

from which

A pine, 15 ins. diam., bears S. 35° E., 40 lks.
dist., mkd. % S BT.

A pine, 6 ins. diam., bears N. 60° W., 11 lks.
dist., blaze grown over,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T34S R5W
s 33

%S4
1358
1972

Bury the original cor. stone alongside the iron post.
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Dependent Resurvey, North Boundary,
T. 35 s., R. 5 W., Salt Lake Meridian, Utah

N. 89° 30' W., beginning new measurement.

Desc. 40 ft. over NW. slope, leave hills,
Wash, drains N. 10° W,

Graded gravel road, bears S. 41° E. and W.

Same road, bears S. 85° W. and E.
Wash, drains N. 30° E.

The cor. of secs. 4, 5, 32 and 33, monumented with a
volcanic stone, 10x10x12 ins., mkd. 2 notches on W.
and 4 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.

T34S R5W
532533
S 5[S 4

T35S
1972

Bury the original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, N. of corl
Land, mountainous E. portion, brushy valley W. portion.
Soil, gravelly.

Timber, juniper and pinon on E. portion,
Undergrowth, shadscale and sagebrush.

N. 89° 24' W., bet. secs. 5 and 32.
Over brush covered valley land.
Dirt road, bears S. 80° E. and NW.

Hard surface highway bears N. 0° 49' W. to Panguitch
and S, 0° 49" E. to Panguitch Lake.

Small wash, drains NE.; asc. 50 ft. over NE. slope,
enter trees,

0ld trail road, bears N. and S.

The ! sec. cor. of secs. 5 and 32, monumented with a
volcanic stone, 8x10x14 ins., plainly mkd., %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T34S R5W
S34 2
S5

T358
1972

\—

Zury original cor. stone alongside the iron post.
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Dependent Resurvey, North Boundary,
T. 35 8., R. 5 W., Salt Lake Meridian, Utah
CHAINS

Cor. is located in old N. and S. fence line

5. 89° 36' w., beginning new measurement.
Asc. 60 ft. over general E. slope.

26.50 |Trail road, bears N. and §S. also base of hills; asc. 160
ft. over steep E. slope and ledges facing E.

36.00 |[Crest of lava rim, bears N. and S.; asc. 30 ft. over
gentle E. slope, on mountain.

41.17 |The cor. of secs. 5, 6, 31 and 32, monumented with a vol-
canic stone, 8x10x12 ins., mkd. 1 notch on W. and 5
notches on E. edges.

from which

A pine, 10 ins. diam., bears N. 39° E., 108 1lks.
dist., mkd. T34S R5W S32 BT.

A cedar, 8 ins. diam., bears S. 54%° E., 147 1ks.
dist., mkd. T35S R5W S5 BT.

A pine, 10 ins. diam., bears S. 51%° W., 109 1lks.
dist., mkd. T35S R5W S6 BT.

A pine, 12 ins. diam., bears N. 63%° W., 25 1lks.
dist., mkd. S31 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins.
in the ground, in a collar of stone, with brass cap mkd.

T34S R5W
$31[s32

Bury original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, N. of cor

Land, valley E. portion, mountain W. portion.
Soil, gravelly.

Timber, juniper and pinon on W. portion.
Undergrowth, shadscale and sagebrush.

Reestablishment of the Survey Executed by
T. C. Bailey, Deputy Surveyor, in 1874 and
Retraced by Andrew Nelson, in 1924

N. 89° 43' W., bet. secs. 6 and 31.

Over mountainous land, through timber; asc. 100 ft. over
gentle NE. slope.

3.22 | Power line, bears N. 2° 03' E., and §. 2° 03' W.

29.50 | Small ravine, drains N. 50° E.; asc. 40 ft. along gentle

7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER



CHAINS

40.01

40.12

1.70
12.60
25.10
26.10

40.32
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Dependent Resurvey, North Boundary,
T. 35 S.. R. 5 W.. salt Lake Meriii:. Utah

N. slope.

The % sec. cor. of secs. 6 and 31, monumented with a vol-
canic stone, 6x12x18 ins., plainly mkd. %.

from which

A cedar, 14 ins. diam., bears S. 62%° W., 88 lks.
dist., mkd. % S BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T34S R5W
S31

% 56
T35S
1972
Bury original cor. stone alongside the iron post.
from which

A pine, 8 ins. diam., bears N. 60° E., 57 1lks.
dist., mkd. % S31 BT.

N. 89° 53' W., beginning new measurement.
Along gentle N. slope, through timber.

The cor. of Tps. 34 and 35 S., Rs. 5 and 6 W., previously
described.

Land, rolling mountain.

Soil, rocky and gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

Dependent Resurvey, Subdivision of
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by
Bailey and Burrill, Deputy Surveyors, in 1874

From the standard cor. of secs. 35 and 36, on the S. bdy.
of the Tp., previously described.

N. 0° 37' E., bet. secs. 35 and 36.

Over bench, drains W.

Small wash, drains W.
Wash area, 2 ft. deep, 1.00 ch. wide, drains N.80° W.
Dirt road, bears N. 31° 15' E. and §. 31° 15' W.

01d fence, parallel to road, enter pasture land.

Point for the % sec. cor. of secs. 35 and 36, at propor-
tionate distance. There is no evidence of original cor.

T
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56.00

60.48

70.60

80.64
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Dependent Resurvey,
LA

Subdivision,
T 2 g - e

T Teod T T 1

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

Y
535836
1972

Set a cedar post, 10 ins. diam., 4 ft. high, alongside
cor.

Wash, 4 ft. deep, 50 1lks. wide, drains W.

Point for the N. 1/16 sec. cor. of sees. 35 and 36, at
portionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
N1/16
$35]836
1972

Cor. located alongside old N.and S. fence line.
Sevier River, 1 ft. deep, 80 lks. wide, flows N. 20° E.

Point for the cor. of secs. 25, 26, 35 and 36, at propor-
tionate distance. There is no evidence of original cor.
This point falls at beginning of road way comstruction for|
small lot subdivision and cannot be monumented.

from which

An iron post, 30 ins. long, 2% ins. diam., set 24 ins.
in the ground, for a reference monument, bears N. 51°
19' E., 50 lks. dist., with brass cap mkd. T35S R5W
§25 33ft RM 1972 and an arrow pointing to the true
point.

An iron pest, 30 ins. long, 2% ins. diam., set 24 ins.
in the ground, for a reference monument, bears S. 74°
18" E., 42.4 lks. dist., with brass cap mkd. T35S RSW
S36 28ft RM 1972 and an arrow pointing to the true
point.

From the cor. point a survey stake, bearsN. 77° 17' W.,
3.25 chs., dist., mkd. Sec. 25, 26, 35 and 36.

Land,valley.

Soil, sandy clay.

Timber, none.

Undergrowth, shadscale, sagebrush and willows on river
bottom.

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy.
of the Tp., previously described.

N. 89° 52' W., bet. secs. 25 and 36.

Over brush covered bench land, draining W.

T (October 1964) (formerly 4—673b) USDI——BLM
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23.80

40.62

4.00

16.50

20.03

21,30
23.23
31.10

40.06
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Dependent Resurvey, Subdivision,

T. 37 RS Q E T~ T, G

Wash, 4 ft. deep, 30 lks. wide, drains N. 25° w,

The % sec. cor. of secs. 25 and 36, monumented with a
volcanic stone, 8x10x14 ins., firmly set and plainly mkd.

%.
At the cor. point

Set an iron post, 30 ins. long, 2% ins.diam., 24 ins,
in the ground, with brass cap mkd.

T35S RSW
. _825
% 7536
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, alongside
cor.

N. 89° 28' w., beginning new measurement.

Crest of terrace, bears N. and S.; desc. W. slope of ter-
race.

Trail road, bears N. 10° E. and §. 10° W,

Point for the W. 1/16 sec. cor. of secs. 25 and 36, at
proportionate distance.

Set an iron post, 30 ins. long, 2} ins. diam., 24 ins.
in the ground, with brass capmkd.

T35S R5W

825
Wl/16 336

1972

Raise a small mound of stone, N. of cor.

Set cedar post, 4 ft. high alongside iron post.

From this cor., a wooden surveyors stake mkd. 1/16
bears N. 72° 45' w., 3.35 chs. dist., located on N. and
S. fence line.

Base of terrace, bears NE. and S.; thence over bottom land.
Fence, bears N, and §.

Sevier River, 1 ft. deep, 70 lks. wide, flows N.

The true point for the cor. of secs. 25, 26, 35 and 36.
Land, rolling.

Soil, sandy clay.

Timber, none.
Undergrowth, shadscale on bench, willows along river.

N. 0° 14' E., bet. secs., 25 and 26.

Over pasture and river bottom land, and small tract
subdivision,

7r GPO .
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Dependent Resurvey, Subdivision,
T. 35 S. R. 5 W.. Salt Lake Meridian. Utah
CHAINS

20.50 |Fence, bears E. and W.; enter grass pasture.

40.32 |Point for the % sec. cor. of secs. 25 and 26, at propor-
tionate distance. There is no evidence of original cor.

Set an iron post, 30 1ins. long, 2% ins. diam., 24 1ins.
in the ground, with brass cap mkd.

T35S RS5W
%
$26(s25
1972

Cor. is located in grass pasture.

56.39 (Power line, bears N. 85° 43" W, and S. 85° 43' E.; also
fence and dirt road parallel power line.

80.40 |Fence along E. side of U.S. Highway No. 89, bears N. 27°
E. and curves to §. '

80.64 [Point for the cor. of secs. 23, 24, 25 and 26, at propor-
tionate distance; there is no evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
$23|524
$26[525

1972

Cor. is located 5 lks. W. of highway right-of-way fence.

Land, river bottom and pasture.
Timber, none.

Undergrowth, grass.

Soil, sandy clay.

From the cor. of secs. 19, 24, 25 and 30, .1 the E. bdy.
of the Tp., previously described.

N. 89° 38' W., bet. secs. 24 and 25.
Over bench land, draining W.; desc. 60 ft. over W. slope.

12.50 {wWash, 5 ft. deep, 50 lks. wide, drains N. 85° W.
irregularly.

22.00 |[Same wash, drains S. 85° W.

31.00 E. edge of pond; thence over pond.

33.00 |W. edge same pond; thence through corrals.
36.00 |Leave corrals.

40.46 Point for the % sec. cor. of secs. 24 and 25, at propor-
tionate distance; there is no evidence of original cor,
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Dependent Resurvey, Subdivision,

. .1. ﬂ.s.;;..,.lj..ha.tjunl‘m s Mol 1

e

Set an iron post, 30 ins. long, 24 ins. dism., 24 ins,
in the ground, with brass cap mkd.

TISS RSW
824
4 $25
1972

Raise a small mound of stone, N, of cor.

Set pine post, 5 ft. high alongside cor.

Over pasture land,

Sevier River, 1 ft. deep, 70 lks. wide, flows N.

Fence along highway, bears N. 27° E. and curves to §S.
The cor. of secs. 23, 24, 25 and 26.

Land, brush bench E. portion, pasture land W. portion,
Soil, sandy clay.

Timber, none.
Undergrowth, shadscale, sagebrush and grass.

{N. 1% 27" E., bet. secs. 23 and 24.

Over va’ ' v land.

Hard surface U.S. Highway No. 89, bears N. 27° E. and
curves to S.

Fence, parallels highway.

Base of spur, bears NE. and SW.; asc. 80 ft. over S.
slope.

Spur, slopes E.; desc. 100 ft. over NE. slope.

Base of spur, bears N. 30° W. and S. 30° E.; thence over
valley

Point for the % sec. cor. of secs. 23 and 24, at propor-
tionate distance; there is no evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RSW
3
s23]s24
1972
Set cedar post, 5 ins. diam., 5 ft. high alongside cor.
Fence, parallels highway.

Hard surface U.S. Highway No. 89, bears N. 31° 36' W.
and S. 31° 36' E.

Fence, parallels highway.

Sevier River, 1 ft. deep, 75 lks. wide, flows N. 20° W.
irregularly; enter pasture land.

Enter tall sagebrush.

1

é
i
¢
i
|
i
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Dependent Resurvey, Subdivision,
T. 35 8., R. 5 W., Salt Lake Meridian, Utah

CHAINS
30.66 Point for the cor. of secs. 13, 14, 23 and 24, at pro-

portionate distance; there is no evidence of original
cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
$14]s13
$23[s24
1972

Set cottonwood post, 5 ft. high alongside cor.

Land, mostly valley.

Soil, sandy clay.

Timber, none.

Undergrowth, sagebrush, willows along river and grass.

From the cor. of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., previously described.

N. 38° 41' W., bet. secs. 13 and 24,

Over mountainous land, covered with timber, on top of
wide ridge.

24.00 Crest of ridge, bears 4. 60° W. and S. 60° E.; desc.
160 ft. over SW. slope.

40.17 The % sec. cor. of secs. 13 and 24, monumented with a
volcanic stone, 8x12x20 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2 ins. diam., 20 ins.
in the ground, with brass cap mkd.

T35S RSW
S13

% 524
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 4 ft. base, 4 ft. high, N. of
cor,

S. 89° 46' W., beginning new measurement,

Desc. SW. slope, leave timber.

1.50 Trail road at base of slope, bears S, and NW.; thence
over small bench.

20.025 |Point for the W. 1/16 sec. cor. of secs. 13 and 24, at
proportionate distance,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

-7 (October 1964) (formerly 4~673b) USDI——BLM FIELD NOTE PAPER



T355 BOW
S13

wW1l/16 574
1972

E Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
. cor.

21.00 i Crest of terrace, bears NW. and SE.; desc. 160 ft. over
| SW. slope of terrace.

32,00 E Base of terrace, bears NW. and SE.; thence over valley
land.

33.50 | Dirt road, bears N. 40° W. and S. 40° E,
L 40,05 ; The cor. of secs., 13, 14, 23 and 24.

| | Land, mountain E. portion, valley W. portion.
| | Soil, gravelly.

Timber, juniper and pinon on mountains.
Undergrowth, shadscale and sagebrush

m——_—-——_—-——-————.——————-——_—————__“—-_-ﬂ
N. 0° 47' W., bet. secs. 13 and 1l4.

6.00 Dirt road, bears N. 40° W. and S. 40° E.

9.930 Base of terrace, bears N, 40° W. and S. 40° E.; asc.
140 ft. over SW. slope.

19.80 Crest of same terrace, bears N. 40° W. and S. 40° E.;
thence over bench.

20.16 | Point for the S. 1/16 sec. cor. of secs. 13 and 14, at
| proportionate distance.

Set an iron post, 30 ins. long, 2’5 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

S1/16
: S14]813
| 1972

| Raise a mound of stone, 3 ft. base, 2 ft. high, W. of
| cor,

35.00 Desc. gentle W. slope of bench.

40,32 | The % sec. cor. of secs. 13 and 14, monumented with a
. lava stone, 8x8x14 ins., plainly mkd. k.

§ At the cor. point

Set an iron post, 30 ins. long_ 25 ins. diam., 10 ins.
. in the ground, in a mound of stone, 3 ft. base to top,
| with brass cap mkd.

I
$14)s13
1972
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Dependent Resurvey, Subdivision,
T R S A A R ST UL PO

CHAINS

Place original cor. stone in mound alongside the iron
post.

N. 0° 06' W., beginning new measurement,

Desc. gentle N. slope on bench.

5.50 | Wash, 3 ft. deep, 20 lks. wide, drains S. 80° W.
18.80 Small wash, drains W.

20.53 | Point for the N. 1/16 sec. cor. of secs. 13 and 14, at
proportionate distance.

Set an 1iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
N1/16
S14|s13
1972

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor.

41.06 The cor. of secs. 11, 12, 13 and 14, monumented with a
granite stone, 12x12x14 ins., mkd. 4 notches on S. and
1 notch on E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 1ins.
in the ground, with brass cap mkd.

T35S R5W
§11[s12
S14[513

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of cor
Land, mostly bench.

Soil, gravelly.

Timber, none.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 7, 12, 13 and 18, on the E. bdy
of the Tp., previously described.

N. 86° 15' W., bet. secs. 12 and 13.
Over brush covered bench land, draining W.
16.30 | Wash, 8 ft. deep, 1.00 ch. wide, drains N. 60° W.

20.57 | Point for the E. 1/16 sec. cor. of secs. 12 and 13, at
proportionate distance.
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Dependent Resurvey, Subdivision,

T! 3;5 S., R. 5 ‘ : HKE ME 11 AT =

CHAINS

41.14

23.70
31.40

40.56

16.90

20.70

26.60

39.45

40.00

E ek - P e e ey T

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
E1l/16 --g%

1972

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor.

The % sec. cor. of secs. 12 and 13, monumented with a
trachyte stone, 6x8x14 ins plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

. 812

% 73513
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, N. of cor.

S. 89° 05' W., beginning new measurement.

Over brush covered bench.

ITrail road, bears N. and S.

Trail road, bears N, and S.
The cor. of secs. 11, 12, 13 and 14.

Land, rolling.

Soil, clay.

Timber, none.

Undergrowth, shadscale and sagebrush.

N. 0° 16' W., bet. secs. 11 and 12.
Over rolling brush covered bench.

Fence, bears E. and W.

N. crest of bench, bears E. and W.:; desc. 120 ft. over
steep N. slope.

Base of steep descent, bears E. and W., also wash, drains
W.; thence over valley.

Fence, bears E. and W.

Point for the % sec. cor. of secs. 11 and 12, at propor-
tionate distance.

fr GP(
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Dependent Resurvey, Subdivision,

1. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

%
s11{s12
1972

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of
cor.

59.92 Fence, bears E. and W.

60.00 | Point for the N. 1/16 sec. cor. of secs. 11 and 12, at
proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
N1/16
s11|s12
1972

67.40 | Graded dirt road, bears N. 78° W. and S. 78° E.

80.00 | The cor. of secs. 1, 2, 11 and 12, monumented with a
trachyte stone, 8x10x16 ins., mkd. 5 notches on S. and
1 notch on E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
s2 |s1
S11[s12

1972
Bury original cor. stone alongside the iron post.
Cor. located at fence cor., fences bears N., W. and SE.
Land, mostly rolling.
Soil, sandy clay.

Timber, none.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy. of
the Tp., previously described.

N. 87° 37' W., bet. secs. 1 and 12.

Over gently rolling hills, draining W., through juniper
and pinon.

36.60 | Leave trees, continue over rolling bench land.
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Dependent Resurvey, Subdivision,
T. 35 8., R. 5 W., Salt Lake Meridian. Utah-

CHAINS

42.33 The % sec. cor. of secs. 1 and 12, monumented with a
sandstone, 8x8x14 ins., plainly mkd. %, with cedar post
set alongside.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
y 51

% 312
1972

Bury original cor. stone alongside the iron post.
Bury glass at base of iron post.

Set cedar post, 8 ins. diam., 6 ft. high alongside the cor

S. 89° 31' w., beginning new measurement.

Over brush covered bench, draining W.

26.30 Wash, 6 ft. deep, 50 1ks. wide, drains S§. 10° W., about
2.00 chs., thence W.; small streamyater in wash.

35.60 Same wash, drains N. 15° W., from SE., small stream of
water.

40.54 The cor. of secs. 1, 2, 11 and 12.

Land, rolling.

Soil, clay.

Timber, juniper and pinon on E. portion.
Undergrowth, shadscale and sagebrush.

N. 1° 54' E., bet. secs. 1 and 2.
Over brush covered bench, draining W.

4.00 Wash, 4 ft, deep, 40 1lks. wide, drains W., small stream
water.

10.50 Small wash, drains SW.

21.00 Base steep ascent, bears W. and SE.; asc. 150 ft. over
SE. slope.

35.00 |S. crest of low ridge, bears N. 80° E. and S. 80° W.;
thence over ridge.

38.50 |N. crest same ridge, bears N. 80° E, and S. 80° W.; desc.
20 ft. over N. slope.

40.03 | The % sec. cor. of secs. 1 and 2, monumented with a
trachyte stone, 8x10x14 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long,, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

7r GPO .
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5.50

13.40

20.70
29.20

39.35

1.40
8.00
12.80
16.00

31.00

39.80
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

T35S RS5W
%
S 2|s1
1972
Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of cor

Cor. located in N. and S. fence line.

N. 2° 48' E., beginning new measurement.
Desc. 100 ft. over N. slope.

Base of steep descent, bears E. and W.; thence over small
valley.

Wash, 4 ft, deep, 30 lks. wide, drains W.

Base of steep ascent, bears W. and SE.; asc. 150 ft. over
S. slope.

Crest of ascent, bears E. and W. irregularly; thence
over sandy bench.

The cor. of sees. 1, 2, 35 and 36, on the N. bdy. of
the Tp.

Land, broken.

Soil, gravelly.

Timber, scattered juniper on hill tops.
Undergrowth, shadscale and sagebrush,

From the standard cor. of secs. 34 and 35, on the S. bdy.
of the Tp., previously described.

N. 0° 15' E., bet. secs. 34 and 35.

Over mountainous land, draining E., through scattered
juniper and pinon.

Wash, drains S. 78° E.; asc, 100 ft. over §S. slope.
Spur, slopes E.; desc. 50 ft.over N. slope.

Wash in ravine, drains E.; asc. 90 ft. over S. slope.
Enter brush covered bench; thgnce along gentle E. slope.

Wash, 3 ft. deep, 20 lks. wide, drains N. 65° E.; asc.
60 ft. over SE. slope.

The % sec. cor. of secs. 34 and 35, monumented with a
trachyte stone, 10x12x16 ins., plainly mkd. k.

At the cor. point

FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T358 R5W
L
S34]s35

1972
from which

A pine, 8 ins. diam., bears S. 78%° W., 77 1ks.
dist., mkd. % S34 BT.

Bury original cor. stone alongside the iron post.

N. 0° 23" E., beginning new measurement.

Along gentle E, slope.

Graded dirt road, bears N, 85° W. and S. 79° E.

Small ravine, drains E.

Swale, drains E.

The cor. of secs. 26, 27, 34 and 35, monumented with a
trachyte stone, 10x12x14 ins., plainly mkd. 1 notch on

S. and 2 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S271s26
S34]835

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft, high, W. of
cor,

Land, mountainous.

Soil, gravelly.

Timber, scattered juniper and pinon.
Undergrowth shadscale and sagebrush,

From the true point for the cor. of seecs. 25, 26, 35
and 36, previously described.

N. 89° 34' W., bet. secs. 26 and 35.
Over river bottom land.
Fence, parallels highway.

Hard surface U.S. Highway No. 89, bears N. 17° 09' E
and S. 17° 09' w.

Fencg,_pazgllgls.highway, also base of hills, bears N.

and S, irregularly; asc. 150 ft. over general E. slope.

U S, GOVERNMENT PRINTING OFFICE: I372104258/2107 MRGHIM *
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40.08

35.00

39.00

40.64
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39.84
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41

Dependent Resurvey, Subdivision,

T. 35 8.. R. 5 W.. Salt Lake Meridian. Ut h
The % sec. cor. of secs. 26 and 35, monumented with a
trachyte stone, 10x10x14 ins., plainly mkd. %.
from which
A pine, 8 ins. diam., bears S. 45° E., 75 lks.
dist., mks. illegible.
A pine, 15 ins. diam., bears N. 80° W., 25 lks.
dist., mkd. % S.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T35S R5W
S26
% 7535
1972
Bury original cor. stone alongside the iromn post.
Raise a mound of stone, 3 ft. base, 2 ft. high, N. of cor|
S. 88° 4B' W., beginning new measurement.
Asc. 120 ft. over general E. slope.
Low spur, slopes SE.

Swale, drains SE.
The cor. of secs. 26, 27, 34 and 35.

Land, river bottom E. portion, mountain W. portion.
Soil, gravelly.

Timber, scattered juniper and pinon on hills.
Undergrowth, shadscale and sagebrush.

N. 0° 30' E., bet. secs. 26 and 27.

Over mountainous land, through timber; asc. 50 ft. over
S. slope.

Spur, slopes SE.

Small draw, draine S. 80° E.; asc. 110 ft. over S. slope.
Slope changes; thence along gentle E. slope.

Power line, bears N. 67° 44' E. and S. 67° 44' W.

Swale, drains N. 80° E.; asc. 80 ft., over S. slope.

The % sec. cor. of secs. 26 and 27, marked by a pine, 10
ins. diam., mkd. 3 notches on N. and S. sides, also S% on

N. side.

At the corner point, below the S% on tree.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35 8., R. 5 W., Salt Lake Meridian. Utah

CHAINS T3SS st
Y
S271s26
1972
Place mound of rocks around tree and iron post.

from which

A pine, 8 ins. diam., bears S. 81° E., 22 lks.
dist., mkd. % S26 BT.

A pine, 10 ins. diam., bears N.78° W., 28 1lks.
dist., mkd. % S27 BT.

N. 0° 39' E., beginning new measurement.

Asc. 30 ft. over S. slope.

4.00 Spur, slopes E.; thence along general E. slope.
8.50 Small ravine, drains E.

20.50 Draw, about 80 ft. deep,drains E.

29.80 Trail road, bears E. and W.

34.50 Crest of steep descent, bears E. and W.; desc. 120 f¢t.
over N. slope.

39.90 |[The cor. of secs. 22, 23, 26 and 27, determined by
original bearing tree.

from which

A yellow pine, 24 ins. diam., bears §. 83° W., 130
lks. dist., blaze grown over, enough of the overgrowth
of this blaze was removed to make certain this was the
original bearing tree.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T35S R5W
522|823

527526

1972
from which

A yellow pine, 30 ins. diam., bears S. 72° E., 31
lks. dist., mkd. T35S R5W $26 BT.

Raise a mound of boulders W. of cor. for water break.

Cor. located on N. edge of small wash in ravine, which
drains NE.

Land, mountainous.

Soil, rocky gravel.

Timber, pine and juniper.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 23, 24, 25 and 26.

S. 89° 04' W., bet. secs. 23 and 26.
Over highway right-of-way.
1.25 | Hard surface U.S. Highway No. 89, bears N. 27° E. and

- N e
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Dependent Resurvey, Subdivision,
T.3 S. R.SW .e «1. I & FIRU (PO
CHAINS
2.75 Fence, parallels highway, also base of hills; asc. 150 ft.
over brush covered E. slope.

20.20 |Point for the E. 1/16 sec. cor. of secs. 23 and 26, at
proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

S23
El/16 $26
1972

Raise a mound of stone, 2 ft. base, 2 f¢t. high, N. of cor.

Set a steel fence post alongside corner.

Asc. 100 ft, over E. slope.

29.50 |Spur, slopes N. 50° E.; desc. 30 ft. over NW. slope.

32.30 |Small ravine, drains N. 50° E.; asc. 110 ft. over NE.
slope, enter timber.

40.40 The % sec. cor. of secs. 23 and 26, monumented with a
trachyte stone, 8x12x16 ins., plainly mkd. %. No original
bearing trees located.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T355 R5W
§23
% 526
1972

Bury original cor. stone alongside the iron post.

from which

A pine, 12 ins. diam., bears N. 52%° E., 35 lks.
dist., mkd. % S23 BT.

A pine, 14 ins. diam., bears S. 37° E., 25 1ks.
dist., mkd. % S26 BT.

' Raise a mound of stone, 3 ft. base, 2 ft. high, N. of cor.

5. 88° 52' W., beginning new measurement.

Asc. 100 ft. over general E. slope.

33.50 [Crest steep descent, bears NE. and SW.; desc. 100 ft. over|
NW. slope.

38.90 Wash, in draw, drains NE.

39.81 The cor. of secs. 22, 23, 26 and 27.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 0° 34' W., bet. secs. 22 and 23.

Over mountainous land; asc. 120 ft. along E. slope.
22,50 Slope changes; desc. 80 ft. over NE. slope.

27.30 Small draw, drains S. 65° E.; asc. 80 ft. over §. slope.

33.00 Spur, slc wes S. 75° E.- desc. 40 ft. over N. slove.
(October 1964) (formerly 4-673b) USDI——BLM FIELD NOTE PAPER



44

Dependent Resurvey, Subdivision,
T. 35 S. R. 5W. Salt Lake Meridian U a

CHAINS

35.70 Ravine, drains E.; asc. 70 ft. over §. slope.

39.40 The % sec. cor. of secs. 22 and 23, monumented with a lava
stone, 10x14x14 ins., plainly mkd. 4.

from which

A pine, 8 ins. diam., bears S. 60° E., 15 1ks.
dist., mkd. % S.

A pine, 12 ins. diam., bears S. 30° W., 17 1ks.
dist., mkd. % S. (Record S. 45° W., 15 1lks. dist.
mkd. % S.),

t the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 insg.
in the ground, with brass cap mkd.
T35S R5W
Y
$22[s23
1972

Bury original cor. stone alongside the iron post.

aise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.

. 3° 44" E., beginning new measurement .

sc. gentle S. slope.
3.00 Spur, slopes E.; desc. 90 ft. over N. slope.
9.40 raw, drains E.; asc. 110 ft. over S. slope.

18.00 Spur, slopes E.; desc. 70 ft. over NE. slope.
24.50 raw, drains S. 40° E.; asc. 90 ft. over sw. slope.

29.00 Crest of ascent; thence along E. slope.

40.24 The cor. of secs. 14, 15, 22 and 23, monumented with a
granite stone, 8x10x14 ins., mkd. 2 notches on E. and 3
notches on S. edges. Original bearing trees not found.

t the corner point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S15|s14
S22[3823

1972

from which

A pine, 9 ins. diam., bears §. 1° E., 47 1lks.
dist., mkd. S23 BT.

Bury original cor. stone alongside the iron post.
aise a mound of stone, 2 ft. base, 2 ft. high, W. of cor.

and, mountainous.

Soil, rocky and gravelly.

Timber, pinon and Jjuniper.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 13, 14, 23 and 24.
5. 88° 10' W., bet. secs. 14 and 23.

Over pasture land in valley bottom.

7 GPO 783.40
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Dependent Resurvey, Subdivision,

T. 35 s,, R. 5 W., Salt Lake Meridian. Utah

CHAINS

over E. slope,

in the ground, with brass cap mkd,
T35S R5W

S14

% Ts23

1972

cor,

Asc. gentle E, slope,

gentle E. slope,

79.94 |The cor. of secs. 14, 15, 22 and 23.

Soil, sandy in valley, gravelly on mountain.
Timber, juniper and pPinon on mountains.

21.10 |u.s. Highway No. 89, bears about N. 20° w. and 5. 20° E,

23.60 |[Base of hills, bears N. 20° W. and S. 20° E.; asc. 240 ft.

39.97 |Point for the % sec. cor. of secs. 14 and 23, at propor-
tionate distance; there is no evidence of original cor.

Set an iron post, 30 ins, long, 2% in. diam., 24 ins,

Raise a mound of sStone, 3 ft. base, 2 ft. high, N. of

40.50 {Spur, slopes N. 10° E.; desc. 100 ft. over NW. slope,
46.20 [Draw, drains N. 55° E.; asc., 70 ft. over SE. slope.
49.10 |{Small spur, slopes S.; desc. 40 ft. over W. slope.

51.00 [Same draw, drains S. 70° E.; asc. 320 ft. over E. slope,

70.00 [Crest of steep ascent, bears N, and §S. irregularly; asc.

Land, valley E. portion, mountainous W, portion.

Undergrowth, grass in valley, shadscale and sagebrush.

14.30 |Sevier River, 1 ft. deep, 40 1ks. wide, drains N, 10° W,

N. 0° 27' E., bet. secs, 14 and 15.
Over mountainous land, draining E.
6.50 |Ravine, about 60 ft. deep, drains E.

20.30 |Ravine, about 50 ft. deep, drains E.

steep N. slope.

volcanic stone, 8x12x16 ins., plainly mkd. Y.

from which

% S BT,

At the cor. point

27.00 |Crest Steep descent, bears E. and W.; desc. 300 ft. over

39.61 |The % sec. cor. of secs. 14 and 15, monumented with a

A pine, 12 ins, diam., bears S, 30° E., 31 1ks.
dist., mkd. 4% S BT. (Record, S. 45° E., 35 1ks.)

A dead mahogany, bears W., 20 1ks. dist., mkd.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,

" {October 1964) (formerly 4—673b) USDI—-~BLM
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46

Dependent Resurvey, Subdivision,
-T. 35 S. R. 5W. Salt Lake Meridian Utah

in_the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd. :

T35S R5W

4
$15/s14
1972

from which

A red cedar, 5 ins. diam., bears N. 10° E., 32 1ks.
dist., mkd. % BT.

Bury original cor. stone in mound, alongside the ironm
post.

N. 0° 31' w., beginning new measurement.,
Desc. 30 ft. over N. slope.

Wash in bottom of draw, drains E.; asc. 280 ft. over
steep S. slope.

High spur, slopes N, 60° E.; desc. 230 ft. over N. slope.
Draw, drains E.; asc. 120 ft. along general E. slope.

Spur, slopes N, 70° E.; desc. 200 ft. over Steep N.
slope.

The cor. of secs. 10, 11, 14 and 15, monumented with a
granite stone, 10x14x18 ins. mkd. 4 notches on S. and
2 notches on E, edges,
from which
A pine, 18 ins. diam., bears N. 80° E., 15 1ks.
dist., blaze grown over. (Record, N. 40° E., 25

lks. dist.)

A pine, 14 ins, diam., bears S. 70° E., 35-1ks.
dist., mks. illegible.

A pine, 14 ins, diam., bears N. 80° W., 44 1ks.
dist., blaze grown over. (Record, N. 75° W., 40
lks, dist,)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T358 R5W
$10(s11
S15/s14

1972

from which

A pine, 12 ins, diam., bears N. 5° W., 8 lks.
dist., mkd. § 10 BT.

Place original cor, stone alongside the iron post.,

¥r GPO 783-40
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Dependent Resurvey, Subdivision, T. 35 S., R. 5 W.,
Salt Lake Meridian, Utah

CHAINS

Land, mountainous.

Soil, rocky and gravelly,

Timber, pinon and juniper,
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 11, 12, 13 and 14.
S. 88° 31' W., bet. secs. 11 and 14,
Over brush covered bench, draining W.
19.58 Fence, bears N. and §.

20.18 Point for the E. 1/16 sec. cor. of secs., 11 and 14, at
proportionate distance.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S11
E1/16 514
1972

Raise a small mound of stone N. of cor.

32.40 Crest of terrace, bears N. and S.; desc. 80 ft. over W.
slope of terrace.

38.00 Base of same terrace; thence over bench.
40.00 Trail road, bears NW. and SE.

40.36 The % sec. cor. of secs, 11 and 14, monumented with a
sandstone, 8x10x14 ins., dimly mkd. %, also cedar post
alongside stone,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

, _S11
“ 814

1972

Bury original cor. stone alongside the iron post.

Set cedar post, 8 ins. diam., 6 ft. high, alongside cor,

S. 83° 44' w., beginning new measurement.

Desc. 80 ft. over bench, draining W.

3.00 Trail road, bears N. and S.

17.60 Sevier River, 1 ft. deep, 60 lks. wide, flows N.

20.50 U.S. Highway No. 89, bears about N. and S.; asc. 60
ft. over E. slope.

" (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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Dependent Resurvey, Subdivision, T. 35 S., R, 5 W.,
Salt Lake Meridian, Utah

CHAINS
29.00 Base of mountains, bears N. and S.; asc. 200 ft. over

E. slope.
35.00 Slope changes; thence along steep N. slope.

39.23 The cor. of secs. 10, 11, 14 and 15,

Land, bench on E. portion, mountains on W. portion,.
Soil, sandy clay E. portion, gravelly on mountains.
Timber, juniper and pinon on mountains.
Undergrowth, shadscale and sagebrush.

N. 0° 41' W., bet. secs. 10 and 11.

Over mountainous land, through timber; desc. 80 ft.
over steep N. slope. :

2.50 Wash in draw, drains N. 80° E.; asc. 140 ft. over SE.
slope.

7.00 Spur, slopes E.; thence along steep E. slope.
11.00 Ravine, drains E.
20.00 Ravine, Drains E.
23.00 Spur, slopes E.; desc. 120 ft. over N. slope.
26,00 Draw, drains E.; asc. 120 ft. along general E. slope.

36.00 Spur, slopes N. 50° E.; desc. 120 ft. over N. slope.

39.50 Ravine, drains N. 70° E.; asc. 50 ft. over S. slope.
41,43 Point selected for the witness % sec. cor. of secs.
10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
Y
W
s1ofs11
1972

from which

A pine, 6 ins. diam., bears E. 20 1ks. dist.,
mkd., BT.

A pine, 12 ins, diam., bears §. 38° W., 48 1ks.
dist., mkd. % S10 BT.

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of
cor.

Witness cor. located on small spur, which slopes E.

42,31 True point for the Y4 sec. cor. of secs. 10 and 11, at
midpoint, falls on steep bank of wash in small ravine,
drains S. 80° E., and cannot be perpetuated. No evidence
of original cor.

7 U'S GOVERNMENT PRINTING OFFICE. 1972.784255/2107 .
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W,, Salt Lake Meridian, Utah

CHAINS

Asc. 180 ft. over S.-slope.

49,00 Spur, slopes E.; desc. 200 ft. along steep E. slope
65.00 Draw, drains N, 60° E.; desc. 80 ft. along E. slope.
82,00 Ravine, drains N. 80° E.; asc. 60 ft. over S. slope.

84.62 Point for the cor. of secs. 2, 3, 10 and 11, determined
by remains of original bearing trees.

from which

A pine, 12 ins. diam., bears S. 15° E., 37 1lks.
dist., mkd. S11 BT.

A pine, stump, 10 ins. diam., bears S. 56° W., 60
lks. dist., part of blaze still remaining.

Other bearing trees have been removed by wood haulers.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, in a collar of stone, to top, with brass
cap mkd,

T35S R5W
s 3|s 2
siofs1i1

1972
from which

A pine, 12 ins. diam., bears N. 30° E., 113 lks.
dist., mkd, S2 BT.

A cedar, 4 ins. diam., bears east, 5 lks. dist.,
mkd, BT.

A pine, 5 ins. diam., bears N. 80° W., 31 lks.
dist., mkd. BT.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of sees. 1, 2, 11 and 12,
N. 89° 51' W., bet. sees. 2 and 11.

Over brush covered bench, draining W., along E. and W.
fence line.

36.50 Trail road, bears NW. and SE.

40,16 Fence cor., fence bears E., W. and S.

40.59 The % sec. cor. of secs. 2 and 11, monumented with a
trachyte stone, 8x12x14 ins., plainly mkd. %, also

fence cor.; fence bears E. and N,

At the cor. point

80—7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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4.30

I 9.40
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39.40

1.40

18.00

23.00

38.20

39 '57

| Sevier River, 2 ft. deep, 60 lks. wide, drains N.

50

Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake.Meridian, Utah

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S ROW
S 2
511

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor.

S. 88° 48' W., beginning new measurement.

Continue gver bench.

Crest of terrace, about 50 ft. high, bears N.and S.
Base of same terrace, also trail road, bears N, and S.

Small canal, 4 ft. deep, 15 lks. wide, flows N.

Hard surface U.S. HIghway No. 89, bears about N. 26° 20°'
W. and S. 26° 20' E.

Base of mountains, bears N, 26° W. and S. 26° E.; asc.
160 ft. over E. slope.

The cor. of secs. 2, 3, 10 and 11. N
Land, bench on E. portion, mountain W. portion.
Soi1l, clay on bench, gravelly on mountains.

Timber, juniper and pinon on mountains.
Undergrowth, shadscale and sagebrush.

N. 2° 34' E., bet, secs. 2 and 3.

Over mountainous land; asc. 20 ft. over S. slope.

Spur, slopes E.; desc. 180 ft. over NE. slope.

Base of mountains, bears N. 25° W, and S. 25° E.; thence
over valley.

Hard surface U.S. Highway No. 89, bears about N. 26°
20" W. and S. 26° 20' E.

Sevier River, 1 ft. deep, 60 lks. wide, flows N, 25° W.,
enter farm land.

Point for the %* sec. cor. of secs. 2 and 3, at propor-
tionate distance; there is no evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
1n the ground, with brass cap mkd.

A R e e T 8 P T L L LB By Y = T Y SR Akl i by e i
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Dependent Resurvey, Subdivision,
T. 35 5., R. 5 W., Salt Lake Meridian, Utah

T35S R5W
%

s 3|s 2
1972

Set cottonwood post, 8 ins, diam., 4 ft. high, alongside
cor.

from which

A cottonwood tree,-22 ins. diam., bears S, 50° W.,
91 lks. dist., mkd. % S3 BT.

Continue over farm and pasture land.

The cor. of sees. 2, 3, 34 and 35, on the N. bdy. of the
Tp.

Land, mountain §S. portion, valley N. portion.

Soil, gravelly S, portion, clay N. portion.

Timber, juniper and pinon S. portion, cottonwood along
river,

Undergrowth, shadscale, sagebrush and grass.

From the standard cor. of secs. 33 and 34, on the S. bdy.
of the Tp., previously described.

N. 0° 23' E., bet. secs. 33 and 34.

Over mountain top, draining E.

Wash, 2 ft, deep, 10 1ks. wide, drains S. 80° E.
Low spur, slopes E.

The % sec. cor. of secs. 33 and 34, monumented with a
volcanic stone, 12x12x16 ins., plainly mkd. k.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
1

A
$33|834
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor,

from which

A pine, 10 ins. diam., bears S. 43° E., 36 lks.
dist., mkd. % S34 BT.

A pine, 6 ins. diam., bears §. 75° W., 48 1ks,
dist., mkd. BT.

N. 0° 20' E., beginning new measurement.

7 (October 1964) (formerly 4—673b) USDI——BLM
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52

Dependent Resurvey, Subdivision, T. 35 S., R. 5W
Salt Lake Meridian. Utah

Along gentle E. slope.

Small ravine, drains E.

Ravine, drains E.

Trail road, bears N. 80° W. and E.

Power line, bears N. 67° 44' E, and S. 67° 44' W.

The cor. of secs. 27, 28, 33 and 34, monumented with a
lava stone, 10x12x14 ins., mkd. 1 notch on S. and 3
notches on E. edges, set in a small mound of stone.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
$281527
S331s34

1972

from which

A pine, 8 ins. diam., bears N. 3° E., 31 lks, dist.,
mkd. S27 BT.

4 vine, 6 ins, diam., bears S. 76° E., 30 1ks.
dist., mkd. S34 BT.

A pine, 5 ins, diam., bears N. 35° W., 32 lks. dist.,
mkd. $28 BT.

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft, high, N. of
cor.

Land, mountain top.

Soil, gravelly,

Timber, patches of juniper and pinon.
Undergrowth, shadscale and sagebrush,

From the cor. of secs, 26, 27, 34 and 35.
N. 89° 48' W., bet. secs. 27 and 34,

Over mountain top, through timber; asc. 150 ft. over
gradual E. slope.

Low spur, slopes SE.; desc. 50 ft. over SW. slope.

The % sec. cor. of secs. 27 and 34, monumented with a
kolcanic stone, 6x8xl4 ins., plainly mkd. Y.

At the cor. point

et an iron post, 30 ins. long, 2)s ing. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.
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Dependent Resurvey, Subdivision

T. 35 8,, R. 5 W., Salt Lake Meridian, Utah

CHAINS

T35S RS5W
$27
% T s34

1972
from which

A pine, 8 ins. diam., bears N. 50° We, 65 1ks.
dist., mkd, % $27 BT.

Bury original cor. stone alongside the iron post.

N. 89° 13' w,, beginning new measurement.

Desc. 50 ft. over SwW. slope.

33.70 |Power line, bears N. 67° 44' E. and S. 67° 44' W,
40.22 The cor. of secs. 27, 28, 33 and 34.

Land, broken mountain top.
Soil, gravelly.

Timber, pinon and juniper,
Undergrowth, sagebrush,

2.90 Small draw, drains SE.; asc. 70 ft. over NE. slope.

9.00 |Spur, slopes SE.; asc. 100 ft. over gradual E. slope,

N. 0° 20' E., bet. secs. 27 and 28.

general E. slope.

1.60 (Small ravine, drains E.

12.50 |Small draw, drains S. 70° E,

40,12 The % sec. cor. of secs, 27 and 28, monumented wi
volcanic stone, 10x10x12 ins., plainly mkd. %. o0
bearing tree not found.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24
in the ground, with brass cap mkd.

T35S R5W

5

S28|s27
1972
Raise a mound of stone, 2 ft. base, 2 ft. high, W

Bury original cor. stone alongside the iron post.

Set steel fence post alongside the cor.

N. 0° 27' E., beginning new measurement.

Over mountain land, through scattered timber; along

th a
riginal

ins.

. of cor.

7 (October 1964) (formerly 4~673b) USDI--—-BLM
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CHAINS

9.00

18.00

21.80

26.00

35.50

39.97

Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Asc. 60 ft. over SW. slope of small hill.

Crest of ascent on W. slope of hill;

NW. slope.

Base of descent, bears NE, and SW.;
covered canyon bottom.

desc., 150 ft. over

thence over brush

Wash, 4 ft. deep, 20 lks. wide, drains N. 80° E.

Base of ascent, bears N. 80° E. and
over S. slope.

SW.; asc. 160 ft.

Slope changes; thence along E. slope.

The cor. of secs. 21, 22, 27 and 28,

monumented with a

sandstone, 6x12x16 ins., mkd. 2 notches on S. and 3

notches on E. edges.
from which

A pine, 18 ins. diam., bears N.
dist., mkd. S22 BT. (Record N.

A pine, 16 ins. diam., bears S.
dist., mkd. T35S R5W S27 BT.

A pine, 14 ins. diam., bears S.
dist., mkd. S28 BT.

A pine, 12 ins. diam., bears S.
dist., mkd. S28 BT.

At the cor. point

21° E., 181 1lks.
15° E., 1.70 lks. dis )
15° E., 65 1lks.

45° W., 88 1lks.

1° W., 2.35 lks.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, in a collar of stone,

T35S R5W
521|522

S28(s27
1972

from which

A pine, 12 ins. diam., bears N.
dist., mkd. S22 BT.

with brass cap mkd.

72%° E., 47 lks.

A pine, 6 ins.diam., bears S. 62%° W., 17 lks.

dist., mkd. BT.

Bury original cor. stonme alongside the iron post.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, mostly sagebrush.

From the cor. of secs. 22, 23, 26 and 27.

N. 88° 22' W., bet. secs. 22 and 27.
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Dependent Resurvey, Subdivision,
T. 35S., R, 5 W,, Salt Lake Meridian, Utah

CHAINS
Over mountainous land, up wash in bottom of canyon.
3.50 |Leave wash, continue up canyon bottom.

27.00 |Wash, 3 ft. deep, 30 lks. wide, drains E. irregularly
from S. 75° W. Also base of hills; asc. 130 ft. over
SE. slope, leave canyon bottom.

38.00 |Spur, slopes S.; desc. 20 ft., over SW. slope.

40,62 |The % sec. cor. of secs. 22 and 27, monumented with a
volcanic stone, 12x12x16 ins., plainly mkd. %.

from which

A pine, 20 ins. diam., bears S. 45° W., 30 lks.
dist., blaze grown over,

A pine, 14 ins. diam., bears N. 70° E., 105 1lks.
dist., blaze grown over,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
522

%527
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft.high, N. of
cor,

S. 89° 49' W., beginning new measurement.
Desc. 50 ft. over SW. slope.

4,00 |Small draw, drains S.; asc. 200 ft. along an irregular S.
slope.

27.00 Spur, slopes S.; desc., 100 ft., over W. slope.
33.50 Draw, drains S. 5° E.; asc. 110 ft. over E. slope.
40,10 | The cor. of secs. 21, 22, 27 and 28.

Land, mountainous.

Soil, gravelly.

Timber, pinon and juniper,
Undergrowth, shadscale and sagebrush.

N. 1° 02' E., bet, secs. 21 and 22.

Over mountainous land, through timber; asc. 30 ft. along
E. slope.

0-7 (October 1964) (formerty 4—673b) USDI——BLM FIELD NOTE PAPER



Dependent Resurvey, Subdivision
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS
14.50 Trail road on top of ridge, bears NE. and SW.; desc.

50 ft. along gentle W, slope on ridge top.

40.08 The % sec. cor. of secs. 21 and 22, monumented with a
volcanic stone, 10x14x14 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins.diam., 24 ins. !
in the ground, with brass cap mkd. i

T355 R5W i
S21]s22 .
1972 %

from which

A red cedar, 18 ins. diam., bears S. 30° E., 38 lks.
dist., mkd. % S22 BT.

Bury the original cor. stone alongside the iron post.

Set steel fence post alongside.cor.

N. 0° 44' E., beginning new measurement.
Along gentle W. slope, on top of ridge.

32.00 Head of small ravine, drains W.

40.17 The cor. of secs. 15, 16, 21 and 22, monumented with a
volcanic stone, 8x10xl4 ins., plainly mkd. 3 notches
on S. and E. edges.

from which

A pine, 12 ins. diam., bears S. 20° E., 140 1lks.
dist., mkd. T35S R5W S22 BT. (Record S. 20° E..
180 1lks. dist.).

A pine, 14 ins., diam., bears S. 35° W., 137 1lks.
dist., mkd. S21 BT. (Record S. 35° W., 150 1lks.
dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
516]s15
521522

1972

Bury original cor. stone alongside the iron post.
Raise a small mound of stone, N. of cor.

Land, mountainous.

Soil, gravelly.

Timber, pinon and juniper.
Undergrowth, sagebrush.
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS
From the cor. of secs. 14, 15, 22 and 23.
N. 88° 17' W., bet, secs. 15 and 22.
Over mountainous land, through timber; asc. 40 ft. over
gentle E, slope,
7.00 Low spur, slopes SE.; desc, 30 ft. over SW. slope.
16.20 Small draw, drains S. 40° E.; asc. 130 ft. over E. slope
33.00 Top of ascent, bears N. and S.; thence over top of wide
ridge.
41.53 The % sec. cor. of secs. 15 and 22, monumented with a
volcanic stone, 14x14x18 ins., plainly mkd. %.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T35S R5W
1 S15
“ 7522
1972
from which
A pine, 10 ins. diam., bears N. 3° W., 64 lks.
dist., mkd. % S15 BT.
Bury original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, N. of cor
N. 89° 26' W., beginning new measurement.
Asc, gentle E. slope on ridge.
10.00 Crest of ascent on wide ridge, bears N, and S.; desc,
gentle W. slope on ridge.
27.00 Trail road in small flat, bears N. 25° W. and S. 25° E.
34.00 Top of small rise, bears N. and S.; desc. 40 ft. over W.
slope.
40,17 The cor. of secs. 15, 16, 21 and 22.
Land, mountainous.
Soil, gravelly.
Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.
N. 0° 57' E., bet. secs. 15 and 16.
Over mountainous land, through timber; desc. 60 ft.
along W. slope of ridge.
7.50 Dirt road, bears N. 80° W. and E.
(October 1964) (formerly 4—673b) USDI~—BLM ‘ FIELD NOTE PAPER
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CHAINS

16.00

40,11

40.07

58

Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Small draw, drains N. 80° W.

The % sec. cor. of secs. 15 and 16, monumented with a
lava stone, 12x12x18 ins., plainly mkd. %.

At the cor. point

Set an iromn post, 30 ins. long, 2% ins. diam., 20 ins,.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
1

“4
S16]s15
1972

from which

A pine, 5 ins. diam., bears N. 68° E., 17 lks.
dist., mkd. BT.

Bury original cor. stone alongside the iron post.

Raise a small mound of stone, W. of cor.

N, 1° 27" E., beginning new measurement.

Desc. 150 ft. along steep W. slope of ridge.

The cér. of secs. 9, 10, 15 and 16, monumented with a

lava stone, 8x12x18 ins., plainly mkd. 4 notches on S.

and 3 notches on E. edges.

from which
A pine, 14 ins. diam., bears N. 10° E., 13 lks.
dist., mkd. S10 BT. No other bearing trees found.
(Record N. 2° E., 10 lks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RS5W
S 9|s10

S16]s15

1972

from which

A pine, 10 ins. diam., bears S. 45° W., 59 1ks.
dist., mkd. S16 BT.

Cedar, 6 ins. diam., bears N. 59° W., 34 1ks.
dist., mkd. BT.

Place original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor.,
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3.00

35.00

40.89

7.00

11.20

17.00

26.50

Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah
Set steel fence post alongside the corner.
Land, mountainous,
Soil, gravelly.

Undergrowth, shadscale and sagebrush.
Timber, pinon and juniper.

From the cor. of secs. 10, 11, 14 and 15.
N. 86° 09' W., bet. secs. 10 and 15.

Over mountainous land, through timber; desc. 40 ft.
along steep N. slope.

Bottom of deep draw, drains NE. from S. 85° W. irregularl
asc. 200 ft. along steep S. slope in bottom of draw.

Same draw, drains S. 85° E. irregularly; asc. 40 ft. alon
steep N. slope.

The % sec. cor. of secs. 10 and 15, monumented with a
granite boulder, 2x2x3 ft., plainly mkd. % on N. side.

from which

A pine, 10 ins., diam., bears S. 20° E., 25 lks.
dist., mkd. % S BT.

A pine, 14 ins, diam., bears N. 45° E., 30 1lks.
dist., mkd. % S BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam. 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W

. S10-
%515

1972
from which

A pine, 14 ins. diam., bears N. 60° E., 32 lks.
dist,, mkd. % 510 BT.

Place original boulder alongside the iron post.

N. 89° 20' W., beginning new measurement.
Asc. 40 ft, over E. slope.
Top of flat ridge, bears N. and S.

Crest of rim, bears N. 30° E. and S. 30° W.; desc. 100
ft. over W. slope.

Base same rim; thence over small flat.

Ridge, bears N. and 5.; desc. 200 ft. over steep W. slope

we

(October 1964) (formerly 4-673b) USDI~—BLM
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[ 39.18

39.95

45.00
50.20

56.00

64,00

79.92

Dependent Resurvey, Subdivision,
T. 35 S.. R. 5 W.. Salt Lake Meridian. Utah

The cor. of secs. 9, 10, 15 and 16.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush

N. 0° 41' E., bet. secs. 9 and 10.

Over mountainous land, through timber; desc. 140 ft.
along steep W. slope.

Point for the % sec. cor. of secs. 9 and 10, at propor~
tionate distance.There is no evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
%
S 9{s10
1972

from which

A pine, 14 ins. diam., bears S. 88° E., 34 lks.
dist., mkd. % S10 BT.

A pine, 10 ins. diam., bears N. 85° W., 41 Ilks.
dist., mkd. % S9 BT.

Desc. 80 ft. along W. slope.
Mouth of draw, drains W.; asc. 70 ft. over SW. slope.
Spur, slopes W.; desc. 110 ft. over N. slope.

Draw, drains E. about 2.00 chs., thence N. irregularly;
asc. 70 ft. along E. slope of ridge.

Bulldozed road, bears E. and W.

The cor. of secs. 3, 4, 9 and 10, monumented with a
volcanic stone, 8x14x18 ins., mkd. 5 notches on S. and
3 notches on E. edges.,

from which

A pine, 12 ins. diam., bears N. 16° E., 50 lks.
dist., faint scribe mks. No other bearing tree
located. (Record N. 15° E., 75 1lks. dist.).

A pine, 14 ins. diam., bears S. 31° E., 49 1ks.
dist., faint scribe mks. on blaze. (Record
S. 30° E., 20 1ks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

U S GOVERWMENT PRINTING OFFICE 1917 784 258/2107 ¢




CHAINS

12,50

24,40

39.06

* (October 1964) (formerty 4—673b) USDI—BLM

Dependent Resurvey, Subdivision,
T. 35 5., R. 5 W., Salt Lake Meridian, Utah

T35S R5W
S 4’8 3
S 9|s10
1972
from which

A pine, 14 ins. diam., bears S, 34° W., 16 1lks.
dist., mkd, S9 BT.

A pine, 12 ins, diam,, bears N. 58° W., 36 1lks.
dist., mkd S 4 BT.

Bury original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft, base, 2 ft,. high, W. of cor)
Set steel fence post alongside corner.
Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush,
L

From the cor. of secs. 2, 3, 10 and 11.
S. 87° 52' W,, bet. secs. 3 and 10.

Over mountainous land, through timber; asc. 260 f¢t,
over steep E. slope,

High spur, slopes N.; desc. 250 ft. over W. slope.
Draw, drains N.; asc. 240 ft. over NE. slope,

The % sec. cor. of secs. 3 and 10, monumented with a
volcanic stone, 8x10x14 ins., plainly mkd. .

from which

A dead pine lying on ground, 10 in . diam., bears
N. 40° E., 30 1lks. dist., mkd. % S 5ET. No other
bearing trees found.

At the cor. point

Set an iron post, 30 ins. long, 2'; ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S 3
% S10

1972

A pine, 10 ins. diam., bears N. 78° W., 39 lks.
dist., mkd. % S3 BT.

A pine, 8 ins. diam., bears S. 50° W., 29 1lks.
dist., mkd. % S10 BT.

Bury original cor. stone alongside the iron post.
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9.80
19.00
21.00
33.50
35.70

38.88

20.50

37.00
38.00

40.00

42.00

80.95

Dependent Resurvey, Subdivision.
T. 35 S., R, 5 W,., Salt Lake Meridian, Utah

Raise a mound of stone, 3 ft. base, 2 ft, high, N. of
cor.

Cor. located on top of spur, which slopes N.

S. 89° 56' W., beginning new measurement,

Desc. 130 ft. over W, slope,

Draw, drains N. 20° E.; asc. 180 ft. over E, slope.
Trail road, bears N. and S.

Ridge, bears N. and S.; desc. 300 ft. over W, slope.
Trail road, bears N. and S.

Draw, drains N.; asc. 100 ft. over E. slope.

The cor. of secs. 3, 4, 9 and 10.

Land, mountainous.

Soil, gravelly,

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 1° 14" E., bet. secs. 3 and 4.
Over mountainous land, through timber; asc. 80 ft.
along E. slope.

Top of ascent on E. side of ridge; desc. 220 ft. over
NE. slope.

Base of steep descent, bears N. 30° W. and S. 30° E.
Wash in bottom of canyon, drains N. irregularly,

Point for the % sec. cor. of secs. 3 and 4, at propor-
tionate distance. There is no evidence of original cor.

Set an iron post, 30 ins. long, 2} ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RS5W
%

S 4|s 3
1972

from which

A lone ponderosa pine, 32 ins. diam., bears S, 12°
45" W., 115 1lks. mkd. % S4 BT.

Raise a mound of stone, 2 ft. base, 2 ft, high, W. of
cor.

Set steel fence post alongside the corner.
Desc. 30 ft. down canyon, along E. side of wash.

Trail road, bears N, 10° W. and S. 10° E. in canyon
bottom.

The cor. of secs. 3, 4, 33 and 34, on the N. bdy.. of the
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Dependent Resurvey, Subdivision,
T 358.. R 5W. ra oMot tan | A
CHAINS

| Tp., previously described,

Land, mountainous.

Soil, gravelly.

Timber, pinon and Juniper.
Undergrowth, shadscale and sagebrush.

From the standard cor. of secs. 32 and 33, on the §S. bdy.
of the Tp., previously described.

! N. 0° 36' E., bet. secs. 32 and 33.

Over broken mountain land, draining SE.; asc. 70 ft.
over gentle SE. slope.

1.30 | Graded dirt road, bears N. 47° W. and S. 47° E.

34.60 Wash, 2 ft. deep, 40 1ks. wide, drains S. 34° E.

39.99 The i sec. cor. of secs. 32 and 33, monumented with a
volcanic stone, 12x14x18 ins., plainly mkd. k%.

from which
A pine, 16 ins. diam., bears §S. 8'° E., 157 lks.

dist., dimly mkd. % S BT. Other bearing tree not
found. (Record §. 8° E., 195 lks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2'; ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RSW

%
S32{s33
1972

from which

A red cedar, 8 ins. diam., bears .. 47';° E., 73 lks.
dist., mkd. % $33 BT.

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor,

N. 1° 04' E., beginning new measurement.

Asc. 60 ft. over gentle SE. slope.

22.50 Dirt road, bears N. 80° E, and S. 80° W., also small
saddle, which bears E. and W.; desc. 40 ft. over gentle
NE. slope.

40.17 The cor. of secs. 28, 29, 32 and 33, monumented with a
volcanic stone, 10x12x16 ins., mkd. 1 notch on S. and
4 notches on E. edges.

At the cor. point
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15.00

20.00

26.50

39.98

2.90

5.09

Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

Set an iron post, 30 ins. long, 2% ins.diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
529|528
$32]833

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft, base, 2 ft. high, N. of cor
Land, rolling to broken mountain top.

Soil, gravelly.

Timber, scattered juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of seecs. 27, 28, 33 and 34.
N. 89° 27' W., bet. secs. 28 and 33.

Over mountainous land, through scattered timber; asc. 70
ft. over gentle E. slope.

Dirt road, bears N. 40° W. and S. 40° E.
Small ravine, drains S.

Same road, bears N. 30° E. and S. 30° W.; desc. 60 ft.
over gentle W. slope.

The % sec. cor. of secs. 28 and 33, monumented with a
lava stone, 8x10x14 ins., plainly mkd. 4.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T358 R5W
S28
“ 833

-

1972
from which

A lone cedar, 12 ins. diam., bears N. 80° E., 21 1ks.
dist., mkd. % S28 BT.

Bury original cor. stone alongside the iron post.

Raise a small mound of stone, N. of cor.

N. 89° 27' W., beginning new measurement.
Over small brushy flat.
| Small wash, drains N. 20° E.

Power line, bears N. 1° 59' W, and S. 1° 59' E.; asc.
140 ft. over gentle E. slope.
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Dependent Resurvey, Subdivision,
T. 35 S., R,.5 W., Salt Lake Meridian, Utah

CHAINS

32.20 Dirt road, on top of low ridge, bears N. 15° E. and S. 15
W.; desc. 50 ft, over W. slope,

37.50 Small wash, drains N.

38.00 Trail road, bears N. and S,

40.11 The cor. of secs. 28, 29, 32 and 33.

Land, mountainous,

Soil, gravelly,

Timber, scattered juniper and pinon.

Undergrowth, shadscale and sagebrush.

N. 1° 18' E., bet. secs. 28 and 29,

Over rolling mountain land, draining N., through scat-
tered timber.

31.80 Wash, 3 ft. deep, 30 1ks. wide, drains N. 25° E,

32.30 Graded dirt road, bears N. 25° E. and S. 25° y.

40.36 The % sec. cor. of secs, 28 and 29, monumented with a
volcanic stone, 6x10x18 ins., plainly mkd. k. Original
bearing trees have been cut on by post haulers and
campers and could not be identified,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T35S R5W
Y
S291s28
1972
from which
A red cedar, 18 ins., diam., bears S, 514° W.e, 123
lks. dist., mkd. 4 S29 BT.
Bury original cor. stone alongside the iron post.
Raise a mound of stone, 2 ft. base, 2 ft. high, W. of
cor,
-N. 1° 15' E., beginning new measurement.
Asc., 70 ft. along gentle E. slope,

13,75 Power line, bears N. 41° 44' W. and S. 41° 44' E,

14.00 Top of small hill, about 3.00 chs. diam.; desc. 70 ft.
along gentle E. slope.

40,24 The cor. of secs. 20, 21, 28 and 29, monumented with a
lava stone, 8x12x18 ins., plainly mkd. 2 notches on S.
and 4 notches on E. edges. Original bearing trees have
probably been removed by wood haulers.

(October 1964) (formerly 4=673b) USDI~—BLM FIELD NOTE P APER



CHAINS

3.50
11.00

19.60

39.13

15.00

24.60

39,77

Dependent Resurvey, Subdivision,
T. 35 S. R. 5> W. 8Salt Lake Meridian, Utah

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RSW
$20|s21

S29[s28
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor.

Land, rolling mountain.
Soil, gravelly.

Timber, scattered juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 21, 22, 27 and 28.
N. 89° 30' W., bet. secs. 21 and 28.

Over mountainous land, through juniper and pinon; asc.
50 ft. over E. slope.

Spur, slopes S.; desc. 90 ft. over SW. slope.
Small draw, drains S.; asc. 100 ft. over E. slope.

Trail road on top of ridge, bears N. 20° E. and S. 20°w
desc. 80 ft. over W. slope.

The ¥ sec. cor. of secs. 21 and 28, monumented with a
lava stone, 10x12x18 ins., plainly mkd. %,

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
. 821
%7528
1972

Bury original cor. stone alongside the iron post.

Set cedar post, 6 ins. diam., 5 ft. high alongside cor.

N. 88° 37' w., beginning new measurement.
Desc. gentle SW. slope,

Rocky ravine, about 50 ft. deep, 1.00 chs. wide, drains
N.; asc. gentle E. slope.

Graded dirt road, bears N. and S.

The cor. of secs. 20, 21, 28 and 29.

YU S GOVIRNMENT PIRNTING OFFICE 1972 734 29/210) REGION
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CHAINS

7.00
13.40
30.090

37.90

39.89

2.50

8.50

38.00

40.13

67

Dependent Resurvey, Subdivision,
T. 35S., R. 5 W., Salt Lake Meridian, Utah

Land, mountainous.

Soil, gravelly,

Timber, scattered juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 0° 21' E., bet. secs. 20 and 21.

Over rolling mountain land, through scattered timber;
along gentle E, slope.

Low sﬁur, slopes E,
Wash, 2 ft. deep, 20 1ks. wide, drains E.
Top of wide spur, slopes E.; desc. 60 ft. over N. slope.

Small ravine, drains N. 80° E.; asc., 50 ft. over S.
slope.

The % sec. cor. of secs. 20 and 21, monumented with a
volcanic stone, 12x12x16 ins., plainly mkd. 4.

from which
A pine, 14 ins. diam., bears N. 68° E., 56 1ks,
dist., mkd. % S BT. Other beaiing tree missing.
(Record, N. 83° E., 54 1ks. dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W

4

520]s21
1972
from which

A red cedar, 12 ins. diam., bears §. 45° W., 33 lks.
dist., mkd. % S20 BT.

Bury original cor. stone alongside the iron post.

Raise a small mound of stone, W. of cor.

N. 0° 46' E., beginning new measurement.
Asc. 20 ft. over S. slope.
Spur, slopes E.; desc. 70 ft. over N. slope.

Small ravine, drains N. 80° E.; thence over flat, through
scattered timber.

Wash, 3 ft. deep, 40 lks. wide, drains N. 55° E.
The cor. of secs. 16, 17, 20 and 21, monumented with a

volcanic stone, 8x12x14 ins., plainly mkd. 3 notches
on S. and 4 notches on E. edges.

7 (October 1964) (formerly 4~673b) USDI—-~BLM
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14,00
31.70
37.00

40,11

Dependent Resurvey, Subdivision,
T. 35.5., R. 5 W., Salt Lake Meridian, Utah

? from which

A pine, 30 ins. diam., bears S. 5° E., 166 lks.
dist., blaze grown over. Other bearing tree not
identified. (Record, S. 12° E., 170 lks. dist.)

%

ﬁ

. At the cor. point

et an iron post, 30 ins. long, 2% ins. diam., 22 ins,
n the ground, in a collar of stone, with brass cap mkd.

At A A L N L ="y

%

T35S R5W
s17|/s1é

s20[s21

1972

et T Aempey i L, L L e m gl by g g L g, e

from which

|
A red cedar, 12 ins., diam., bears S. 59%° E., 109
lks, dist., mkd. S21 BT.

' Bury original cor. stone alongside the iron post.

? Land, mountain.

Soil, gravelly.

Timber, scattered juniper and pinon.
Undergrowth, shadscale and sagebrush.

| From the cor. of secs. 15, 16, 21 and 22.
N. 88° 35' W.,, bet. secs. 16 and 21.

Over mountainous land, through timber; desc. 150 ft.
| over W, slope.

' Small ravine, drains N. 63° W.
Small wash in valley bottom, drains N. 10° E.

Graded dirt road, bears N. 10° E. and S. 10° W.

The *% sec. cor. of secs. 16 and 21, monumented with a
lava stone, 6x6x12 ins., plainly mkd. %.

W Tl L, Lt L - TN Ll .

. At the cor. point
' Set an iron post, 30 ins. long, 2 ins. diam., 24 ins.
| in the ground, with brass cap mkd.

516
% ~§31
1972

|
g T35S RS5W
!

A red cedar, 14 ins. diam., bears N, 47° E., 83 lks.,
dist., mkd., % S16 BT. 7

A pine, 14 ins. diam., bears S. 47° W.,, 71 lks.
dist,, mkd. % S21 BT.

Sury original cor, astone alongside the iron post.




69

Dependent .Resurvey, Subdivision,
T. 35S8S. R 5W.. Sal ety fddan. 1A
CHAINS

Raise a small mound of stone N. of cor.

N. 89° 51' W., beginning new measurement.
Along gentle S. slope of small hill.
1.60 |(Low ridge, bears N. and S.; desc. 100 ft. Over W. slope.

8.30 |[Wash, 6 ft. deep, 40 lks., wide, drains N. 30° E.; asc.
140 ft. over E. slope.

19.00 |Top of ascent, bears N. and S.; thence over rolling land.
36.20 [Wash, 5 ft. deep, 60 lks. wide, drains N. 50° E.

39.23 |[The cor. of secs. 16, 17, 20 and 21.

Land, mountainous.

Soil, gravelly.

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

N. 1° 38' E., bet. secs. 16 and 17.
Over rolling mountainous land, draining E.
21.50 |Wash in small ravine, drains N. 60° E.

40.61 |The % sec. cor. of secs. 16 and 17, monumented with a
volcanic stone, 6x12x20 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
3
s17]s16

1972

Place original cor. stone alongside the iron post.

Set cedar post, 6 ins. diam., 4 ft. high, alongside cor.

N. 0° 59' W., beginning new measurement.
Continue over rolling mountain land.
15.50 |(Wash, 3 ft, deep, 20 lks. wide, drains N. 40° E.

37.30 |S. crest of rocky canyon, bears N. 75° E. and S. 20° W.;
desc. 50 ft. over steep N. slope.

40.15 |[The cor. of secs. 8, 9, 16 and 17, monumented with a
volcanic stone, 12x14x20 ins., plainly mkd. 4 notches
on S. and E. edges. No original bearing trees identified.

-7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35 8., R. 5 W., Salt Lake Meridian Utah

CHAINS

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S 8|s 9

S17]s16

1972
from which

A pine, 8 ins. diam., bears N. 62° E., 44 lks.
dist., mkd. S9 BT.

A pine, 14 ins. diam., bears N. 45° W., 30 lks.
dist., mkd. T35S R5W S8 BT.

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of
cor.,

Land, mountainous,

Soil, gravelly,

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 9, 10, 15, and 16.
N. 89° 51' W., bet. secs. 9 and 16.

Over mountainous land, through timber; desc. 100 ft. over
W. slope.

8.50 Rocky wash, in canyon bottom, drains N. 10° W., asc. 70
ft. over NE. slope.

15.00 Wash, drains N.

16.50 Graded dirt road, bears N. and S.; asc. 100 ft. over
E. slope.

25.00  Spur, slopes S, 20° E.; asc. 40 ft. along gentle S. slope

39.93 The 4 sec. cor. of secs. 9 and 16, monumented with a
volcanic stone, 8x12x16 ins., plainly mkd. %. Original
bearing trees have been removed by wood haulers.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
L .89
% 816

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor,

T US GOVEHNME';T PRINTING OFFICE: 1972.784 255/2107 REGION
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Dependent Resurvey, Subdivision,

T. 35 S.- R. 5W. Salt Lake Meridian. Utah
CHAINS

Set steel fence post_alongside the corner.

N. 87° 45" w., beginning new measurement.
Asc. 40 ft. over E. slope,

6.00 Wide, range, bears N. 25° E. and S. 25° W.; thence along
N. slope on top of ridge.

9.50 Small ravine, drains N, 25° E.
23.50 Spur, slopes N.; desc. 60 ft. over W. slope,
27.40 Small draw, drains N. §5° E.; asc. 40 ft. over E. slope.
30.50 Low spur, slopes N.; desc. 40 ft. over W. slope.
33.60 Small ravine, drains N.; asc. 40 f¢t, along N. slope.
40.67 Tie cor. of secs, 8, 9, 16 and 17.
Land, mountainous.
Soil, gravelly,

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 0° 27' E., bet. secs. 8 and 9.

Over mountainous land, through timber; desc. 80 ft.
over steep N. slope.

3.20 Deep ledgy draw, drains N. 70° E.; asc. 70 ft. over
ledgy S. slope.

5.10 N. crest of draw, bears N. 70° W. and §S. 70° E.; asc.
20 ft. along gentle E,. slope.

20.00 Dirt road, bears N. 5° W, and S. 25° .

39.91 The % sec. cor. of secs. 8 and 9, monumented with a lava
stone, 8x12x16 ins., plainly mkd. %. Original bearing
trees have been destroyed.

At the cor. point

Set an iron post, 30 ins. long, 2! ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

%

5 8|s 9
1972
from which

A cedar, 6 ins. diam., bears N. 85° W., 32 1ks.
dist., mkd. % S8 BT.

A pine, 8 ins, diam., bears east, 16 lks. dist.
mkd. % S9 BT.

Bury original cor. stone alongside the iron post.

7 (October 1964) (formerty 4—-6735) USDI——BLM FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35.8.,, R. 5 W,, Salt La

CHAINS

11.00

29,00

39.67

N. 2° 05' W., beginning new measurement.
Desc. 40 ft. along gentle E. slope

Top of low ridge, bears N, 5° £, and S. 5° W,; desc.
120 ft. along W. slope of ridge.

Small draw, drains N. 20° E.; desc. 60 ft. over NE.
slope,

The cor. of secs. 4, 5, 8 and 9, monumented by a lava
stone, 8x12x16 ins., plainly mkd. 5 notches on S. and
4 notches on E. edges. Ho original bearing trees could

be identified,

| At the cor. point

i Set an iron post, 30 {ns. long, 2% ins. diam., 24 ing.
" In the ground, with brass cap mkd.

T35S RSW
S 5ls 4
S 8[S 9

1972

- from which

A pine, 14 ins, diam., bears 4. 40° E., 75 lks.
dist.,, mkd. T35S RSW S& BT.

A cedar, 6 ins. diam., bears S. 78° E., 55 lks.
dist,, mkd. $9 BT,

A pine, 10 ins. diam., bears S. 60° W., 33 lks.
dist., mkd. T35S R5w S8 BT.

A pine, 12 ins. diam., bears N. 75° W., 14 1lks,
dist., mkd. S5 BT.

‘ Bury original cor. stone alongside the iron post.

3.00

19.50

22,40

Raise a small mound of stone, N, of cor.
Land, mountainous.
Soil, gravelly.

Timber, pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 3, 4, 9 and 10.
N. 87° 16' W., bet. secs. 4 and 9.

Over mountainous land, through timber; asc. 70 ft. over
E. slope,

Trail road, on top of ridge, bears N, and S.; desc. 90
ft. over W. slope.

Wash in draw, drains N. 20° W.; asc. 80 ft. over gentle
NE. slope.

Graded dirt road, bears N. 10° W. and S. 10° E.

Y U'S GOVERNMENT PRINTING OFFICE. 1577 784 38/18) RE




73
‘Dependent Resurvey, Subdivision,

T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

43.65 The % sec. cor. of secs. 4 and 9, monumented with a
sandstone 6x8x16 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
_S4

%759
1972

from which

A pine, 24 ins., diam., bears S. 40° W., 114 1ks,
dist., mkd. % S9 BT.

Bury original cor. stone alongside iron post.
Raise a small mound of stone N. of cor.

Set steel fence post alongside the cor.

S. 88° 53' W., beginning new measurement.
Over small flat, through trees

12.00 E. crest of rocky ravine, bears N, 10° E. and S. 10° W.;
desc. 120 ft. over W. slope.

17.00 Bottom of ravine, drains N, 10° E., from forks which
drain from S., SE. and W.; asc. 30 ft. along N. slope of
small ravine, which drains from W.

30.60 Leave ravine, which curves to S.; asc. 80 ft. over NE.
slope.

39.06 The cor. of secs. 4, 5, 8 and 9.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 3° 12' E., bet. secs. 4 and 5.

Over mountainous land, through timber; desc. 140 ft.
over gentle N. slope.

37.60 Wash, 4 ft. deep, 30 lks. wide, drains N. 20° E.

40.04 Point for the % sec. cor. of secs. 4 and 5, at propor-—
tionate distance. There is no evidence of original
corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

-7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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60 .00

78.20

13,50

26 .5

39.70

39.92
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g Bury original cor. stone al

T. 35 S.,
T35 RS5W
5
s sls 4
1972
from which

A pine, 10 ins. diam., bears S. 25° E., 152 lks.
dist., mkd. ¥ S4 BT.

A pine, 8 ins. diam., bears S. 75° W., 40 lks.
dist., mkd. % S5 BT.

Raise a mound of stone, 3 ft, base, 2 ft. high, W. of
cCQY.

Desc. 140 ft. over gentle N, slope.

l.eave timber.

| Graded dirt road, bears N. 85° W. and E., enter valley,

The cor. of secs. 4, 5, 32 and 33, on the N. bdy. of the

| Tp., previously described.

Land, mountainous,
Soil, gravelly.

i Timber, pinon and juniper.

Undergrowth, sagebrush and shadscale.

From the standard cor. of secs. 31 and 32, on the S.
bdy. of the Tp., previously described. |

N. 0° 28" E., bet, secs. 31 and 32.
Over barren mountain top; desc. 90 ft. over N. slope.

Dirt road in ravine, bears N. 60° E. and S. 60° W.,
ravine, drains N. 60° E.; asc., 90 ft. over S. slope.

Rise, bears N. 40° E. and W.; desc. 70 ft. over gentle
N. slope.

Wash, 2 ft. deep, 10 lks. wide, drains ii. 42° E.

The %4 sec., cor. of secs. 31 and 32, monumented with a
volcanic stone, 12x12x16 ins., plainly mkd., k.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T355 R5W

%
s31ls32
1972

ﬁ#ﬁ@iéﬁ the 1ron post.,
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CHAINS

10.00

25.40

39.97

15.00

21.30

40.82

75

Dependent Resurvey, Subdivision,
T. 35 8., R. 5 W., Salt Lake Meridian, Utah

Corner located in swale, which drains NE.

N. 0° 19' E., beginning new measurement.
Asc., 50 ft. over gentle SE. slope.

Rise, bears N. 80° E. and S. 80° W.; desc. 60 ft. over
gentle NE. slope.

Small wash, drains E.; thence along gentle E. slope.

The cor. of secs. 29, 30, 31 and 32, monumented with a
sandstone, 5x10x12 ins., plainly mkd. 1 notch on S.
and 5 notches on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
$30]s29
S31[s32

1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of cor.
Land, rolling top of mountain.

Soil, gravelly,

Timber, none.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 28, 29, 32 and 33.
N. 88° 39' W., bet. secs. 29 and 32.

Over rolling mountain land.

Rise, bears N. 20° E. and S.

Graded dirt road, bears N. 50° E. and S. 50° W., also
small ravine, which drains NE.

The % sec. cor. of secs. 29 and 32, monumented with a
lava stone, 6x12x14 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
. 529

e

* 832
1972

Bury original cor. stone alongside the iron post.

Raise a small mound of stone, N. of cor.

0~7 (October 1964) (formerly 4—673b) USDI—-—BLM
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CHAINS

23.00
31.20

40,21

40.31

32.20
35.00

40.24

Dependent Resurvey, Subdivision,
T. 35 S. R. 5 W. Salt Lake Meridian Utah

S. 88° 55' W,, beginning new measurement.

Over rolling mountain top.

Graded dirt road, bears N. 30° W. and S. 30° E.
Wash, 2 ft. deep, 20 lks. wide, drains S. 35° E.
The cor. of secs. 29, 30, 31 and 32.

Land, rolling mountains.

Soil, gravelly.

Timber, none.
Undergrowth, shadscale and sagebrush.

N. 88° 49" W., bet. secs. 30 and 31.

Over rolling mountain land; asc. 100 ft. over gentle
NE. slope.

The % sec. cor. of secs. 30 and 31, monumented with a

lava stone, 8x8x16 ins., plainly mkd. 4.

At the cor. point

Set an iron post 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T35S RSW
, _S30
“ 831

1972

Bury original cor. stone alongside the iron post.

Raise a small mound of stone, N. of cor.

N. 89° 28' W., beginning new measurement.
Asc. gentle NE, slope.

Small ravine, drains N. 50° E.

Dirt road, bears S. 75° W. and N.

The cor. of secs. 25, 30, 31 and 36, on the W. bdy. of
the Tp., previously described.

Land, rolling mountain.
Soil, gravelly.

Timber, none.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 29, 30, 31 and 32.
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5W., Salt Lake Meridian, Utah

CHAINS

N. 0° 29' E., bet. secs. 29 and 30.
Over rolling mountain land, draining E.
3.50 Wash, drains E. from SW.
8.00 Dirt road, bears N. 85° W. and S. 85° E,
35.90 Wash, 3 ft, deep, 20 1ks. wide, drains N, 80° E,

39.91 The % sec. cor. of secs. 29 and 30, monumented with a
volcanic stone, 10x12x16 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2! ins. diam,, 24 ins,
in the ground, with brass cap mkd.

T35 R5W

Y
$30(s29
1972

Bury original cor. stone alongside the iron post.

Set steel fence post alongside the corner.

N. 0° 17" E., beginning new measurement.
Continue over rolling mountain land.

6.10 Wash, 2 ft, deep, 30 lks. wide, drains S. 80° E.; asc.
50 ft. over S, slope.

13.00 S. crest of small terrace, bears N. 80° W, and S. 50° E.;
thence over top of small bench,

29.00 N. crest of bench, bears N. 80° W. and S. 80° E.; desc.
40 ft. over gentle NE. slope.

40,06 The cor. of secs. 19, 20, 29 and 30, monumented by a
volcanic stone, 12x16x20 ins., plainly mkd. 2 notches
on S. and 5 notches on E. edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
inthe ground, with brass cap mkd.

T35S R5W
$19]s20
5301529

1972

Bury original cor. stone alongside iron post.
Raise a mound of stone, 3 ft. base, 2 ft. high, W. of cor.
Set steel fence post alongside the corner.
Land, rolling mountain.

Soil, gravelly.

Timber, none.
Undergrowth, shadscale and sagebrush.

7 (October 1964) (formerly 4~673b) USDI--BLM FIELD NOTE PAPER



Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 20, 21, 28 ;nd 29.

S. 89° 29' W., bet. secs. 20 and 29.

Over rolling mountain land, draining NE.

15.00 Wash, 3 ft., deep, 20 lks. wide, drains N, 15° E.
24,01 Power line, bears N. 41° 44' W. and S. 41° 44' E.

40.49 The ) sec. cor. of secs. 20 and 29, monumented with a
lava stone, 8x10x14 ins., plainly mkd. k.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

S20
%529

1972
Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft, high, N. of
cor,

S. 89° 56' W., beginning new measurement.
Asc. gentle NE. slope.

41.77 The cor. of secs. 19, 20, 29 and 30.
Land, rolling mountain.

Soil, gravelly.

Timber, none.
Undergrowth, shadscale and sagebrush,

N. 88° 41' W., bet. secs. 19 and 30.
Over rolling mountain land; asc. gentle NE. slope.
30.00 Top of rise, bears NW. and SE.; desc. gentle SW. slope.

40.19 The % sec. cor. of secs. 19 and 30, monumented with a
volcanic stone, 8x8x12 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
519
K $30

1972

Bury original cor. stone alongside the iron post.
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CHAINS

0.70
25,00
32.30
38.00

40.29

6.00

24,00

35.50

39.96

79

Dependent Resurvey, Subdivision,
T. 35S, R. 5 W, Salt Lake Meridian. Utah

Raise a small mound of stone, N. of corner.

Set steel fence post alongside the corner.

N. 89° 07' W., beginning new measurement.

Asc. gentle NE, slope.

Wash, 2 ft. deep, 10 lks. wide, drains S. 60° E.
Same wash, drains N. 65° E.

Graded dirt road, bears N. 20° E. and S. 20° W.
Small wash, drains N. 50° E.

The cor. of secs. 19, 24, 25 and 30, on the W. bdy.
of the Tp., previously described.

Land, rolling mountain.

Soil, gravelly.

Timber, none,

Undergrowth, shadscale and sagebrush.

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 25" E., bet. secs. 19 and 20.
Over broken mountain land, draining E.

Wash, 5 ft. deep, 60 lks. wide, drains N. 80° E.; asc.
120 ft. over SE. slope, enter timber.

Spur, slopes E.; desc., 60 ft., over NE. slope.
Small draw, drains E.; thence along gentle E. slope.

The % sec. cor. of secs. 19 and 20, monu.ucented with a
volcanic stone, 4x6x14 ins., plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2'; ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
%
$19(s20

1972
Bury original cor. stone alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft, high, W. of
cor.

Set cedar post, 6 ins. diam., 4 ft. high, alongside cor.

N. 0° 30' E., beginning new measurement.

07 (October 1968) (formerly 4—6736) USDI—~BLM
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5W., Salt Lake Meridian, Utah

CHAINS

Desc. 100 ft. along gentle E. slope.
16.70 Graded dirt road, bears N. 70° E. and S. 70° W.
27.80 Small wash, drains E.

40.12 The cor. of secs. 17, 18, 19 and 20, monumented with a
volcanic stone, 14x14x18 ins., plainly mkd. 3 notches
on S. and 5 notches on E. edges.

from which

A pine, 9 ins. diam., bears N. 32° E., 69 lks.
dist., mkd. S17 BT. (Record N. 21° E., 66 lks. dist.)

A pine, 8 ins. diam., bears S. 45%° E., 75 lks.
dist... mkd. S20 BT.

A pine, 12 ins. diam., bears S. 70° W., 18 1ks.
dist., mkd. S19 BT. (Record, S. 61° W., 16 lks.
dist.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T35S R5W
518|817

S19[s20

1972
from which

A pine, 8 ins. diam., bears N. 29° W., 48 lks.
dist., mkd. S18 BT,

Place original cor. stone in mound alongside the iron
post.

Land, mountain.

Soil, gravelly,

Timber, juniper and pinon on N. portionm.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 16, 17, 20 and 21.
S. 89° 28" W., bet. secs, 17 and 20.

Over mountainous land, through scattered timber; asc.
80 feetover general NE. slope.

16.00 Wash, 4 ft. deep, 30 lks. wide, drains N. 15° E.

40.59 The % sec. cor. of secs. 17 and 20, monumented with a
volcanic stone 8x10x14 ins., plainly mkd. k.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

U 'S GOVERNMENT PRINTING OFFICE: 1972 784255/2107 5. -




81

Dependent Resurvey, Subdivision,
T. 35S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

T35S R5W

,_S17
820

1972
Bury original cor. stone alongside iron post,

Set cedar post, 6 ins. diam,, 4 ft. high, alongside
corner.

N. 89° 56' W., beginning new measurement.
Asc. 80 ft. over gentle E. slope.
6.22 Power line, bears N. 8° 03' W. and S. 8° 03' E.

27.10 Graded dirt road, bears N. 8° E. and S. 8° W.

41.92 The cor. of secs. 17, 18, 19 and 20.

Land, mountain.

Soil, gravelly.

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

N. 87° 46' W., bet. secs. 18 and 19.

Over mountainous land, through timber; asc. 70 ft. over
gentle NE, slope.

22,50 Rise, bears N. and S.; thence along gentle N. slope.
38.60 Wash, 3 ft. deep, 20 lks. wide, drains N. 65° E.

40.23 The % sec. cor. of secs. 18 and 19, monumented with a
volcanic stone, 10x12x18 ins., plainly mkd. %.

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
. S18
% 819

1972

from which

A red cedar, 5 ins. diam., bears S. 32° E., 43 lks.
dist., mkd. % S19 BT.

Place original cor stone alongside the iron post.

N. 89° 50' W., beginning new measurement.
Asc. 100 ft. over gentle E. slope.

40.01 The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., previously described.

07 (October 1964) (formerly 4-673b) USDI-—-BLM FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS S
?
:Land, mountainous.
Soil, gravelly.
Timber, juniper and pinon.
- Undergrowth, shadscale and sagebrush.
From the cor. of secs. 17, 18, 19 and 20.
N. 0° 33' E., bet. secs. 17 and 18,
j Over mountainous land, through timber; along gentle E.
: slope.
10.00 | Wash, 2 ft, deep, 20 1lks. wide, drains N. 25° E.

40.46 ' Tae ) sec. cor. of secs. 17 and 18, monumented with a
volcanic stone, 10x12x16 ins., plainly mkd. %.

from which

A pine, 12 ins. diam., bears S, 80° E., 25 lks.
dist., mkd. % S BT.

A pine, 14 ins. diam., bears S. 60° W., 62 lks.
dist., mkd. % S BT. (Record, S. 60° W., 30 lks.
; dist.)

i At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
- in the ground, with brass cap mkd.

§ T35S RSW
N 1

%4
| $18|s17
1972

; Bury original cor. stone alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of
cor.

#. 1° 02' E., beginning new measurement.
Desc. 60 ft. over NE. slope.

5.50 g S. crest of ledgy canyom, bears N. 80° E. and S. 50° W.;
! desc. 90 ft. over ledgy N. slope,

7.50 . Wash in canyon bottom, drains N. 73° E.

8.40 ' Hard surface highway, bears N. 73° E. to Panguitch and
S. 73° W. to Panguitch Lake; asc. 90 ft. over ledgy
S. slope.

12.60 . crest same canyon, bears N. 80° E. and S. 80° W.;
thence along gentle E. slope.

39.73 | The cor. of secs. 7, 8, 17 and 18, monumented with a
volcanic stone, 8x12x14 ins., plainly mkd. 4 notches
on S. and 5 notches on E. edges.
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridiam, Utah

from which

A pine, 12 ins, diam., bears S. 82° E., 67 lks.
dist., mkd. S 17 BT. (Record, S. 81° E,, 70 1lks.
dist.) No other bearing trees identified, having
probably been destroyed by wood haulers.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
s 7|s 8

s18[c17
1972

from which

A pine, 10 ins. diam., bears N. 37%° E., 31 lks.
dist., mkd. T35S R5W S8 BT.

Bury original cor. stone alongside the iron post.
Set steel fence post alongside corner.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 8, 9, 16 and 17.
S. 89° 21' W., bet. secs. 8 and 17.

Over mountainous land, through timber; desc. 80 ft. over
ledgy W. slope.

Wash in bottom of rocky ravine, drains N. about 3.00
chs, thence NE.; asc. 100 ft. over ledgy E. slope.

W. crest of same ravine, bears N. and S.; thence over
rolling land.

Dirt road, bears N, 4° E. and S. 4° W.

Point for the % sec. cor. of secs. 8 and 17, at propor-
tionate distance. There is no evidence of original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S RSW
S8
% sy
1972
Set steel fence post alongside the cormer.

Corner located at N. end old gravel pit.

Asc. 120 ft. over gentle E. slope.

-7 (October 1964) (formerly 4—673) USDI—BLM
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

46.60 flard surface highway, bears N. 20° 30' E. to Panguitch,
iand S. 20° 30' W. to Panguitch Lake.

58.52 j Power line, bears N. 8° 03' W. and S. 8° 03" E.
54.80 ' Dirt road, bears N. 5° W. and S. 5° E.
81.92 The cor. of secs. 7, 8, 17 and 18.

' Land, mountainous.

| Soil, gravelly.

! Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

d. 89° 10' W., bet. secs. 7 and 18.

Over mountainous land, through timber; asc., 140 ft.
. over gentle E, slope.

30.70 ;Low ridge, bears N. and S.; desc. 40 ft. over W. slope.
34,20 gEnter small dry natural lake.

40.46 . The % sec. cor. of secs. 7 and 18, monumented with a
volcanic stone, 6x8x14 ins., plainly mkd. %.

At the cor., point

! Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S RSW
5 57
S18
1972

dury original cor. stone alongside the iron post.

Set steel fence post alongside the corner.

N. 88° 45' W., beginning new measurement.
Over small dry lake bed.
1.00 Leave lake bed; asc. 100 ft., over gentle E. slope.

19.00 Top of ascent, bears N. and S.; thence over rolling
mountain top.

40,02 Toe cor. of seecs. 7, 12, 13 and 18, on the W. bdy. of
the Tp., previously described.

Land, mountain.

So0il, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 7, 8, 17 and 18.
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

N. 0° 30' E., bet. secs. 7 and 8.

Over mountainous land, through timber; desc. 70 ft.
along E. slope.

17.50 Small ravine, drains NE.; asc. 30 ft. along E. slope.
34.00 Unimproved road, bears E. and W.

40.06 The % sec. cor. of secs. 7 and 8, monumented with a
volcanic stone, 8x10x14 ins., plainly mkd. %. No
original bearing trees identified.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

4%

s 7|s 8
1972
from which

A pine, 12 ins. diam., bears N. 29° E., 19 1lks.
dist., mkd. % S8 BT.

A pine, 5 ins, diam., bears N. 83° W., 28 lks.
dist., mkd. Y% S7 BT.

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft, base, 2 ft. high, W. of
‘cor,

Cor. located on point, which projects E.

N. 1° 37' W., beginning new measurement.
Desc. 90 ft. over NE. slope.

7.50 Draw, drains N. 40° E.; asc. 80 ft. along ledgy E.
slope.

20.00 Crest of rim, bears N, 10° E. and S. 20° W.; desc. 80
ft. over gentle NE. slope.

39.90 The cor. of seecs. 5, 6, 7 and 8, monumented with a
volcanic stone, 8x12x16 ins., mkd. 5 notches on S. and
E. edges.
from which

A pine, 12 ins. diam., bears N. 58%° E., 13 lks.
dist., mks. not legible.

A pine, 12 ins., diam., bears S. 39%° E., 13 lks.
dist., mkd. T35S R5W S8 BT.

A pine, 14 ins., diam., bears N. 7%° W., 10 lks.
dist., mks. not legible. No other bearing trees
found.

0—7 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey, Subdivision,
T. 35 S.. R. 5 W.. Salt Lake Meridian. Utah

CHAINS
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S RSW
S 6|8 5
s 7[s 8

1972

from which

A pine, 12 ins. diam., bears S. 35%° W., 51 lks,.
dist., mkd. S7 BT.

Bury original cor. stone alongside the corner.

Land, mountainous.

Soil, gravelly,

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 4, 5, 8 and 9.
S. 89° 52' W., bet. secs. 5 and 8.

Over mountainous land, through timber; asc. 60 ft. over
NE. slope.

7.50 |Low spur, slopes N.; desc. 30 ft. over W. slope.

11.60 |Wash, 2 ft, deep, 20 1ks. wide, drains N.; thence along
gentle N. slope, through scattered timber.

24,00 |Wash, drains N.

25,60 |Hard surface highway, bears N. 1° 00' E. to Panguitch,
and S, 1° 00' W. to Panguitch Lake,

32.00 Panguitch City rifle range, in old gravel pit.

41.14 The % sec. cor. of secs. 5 and 8, monumented with a lava
stone, 6x3xl4 ins., firmly set and dimly mkd. with a
4, the upper part of the % has been broken off.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T35S RS5W
L, S5

% 58
1972

Bury original cor. stone alongside the iron post.

Raise a mound of stone, 2 ft. base, 2 ft. high, N. of
cor,

Set steel fence post alongside the corner.

77U S. GOVERNMENT PRINTING OFFICE: 1972 7“255/2‘0? T
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah'

CHAINS
S. 89° 30' W., beginning new measurement.

Asc. 80 ft. over gentle NE. slope.
9.60 Trail road, bears N. 80° E. and S.
17.20 Wash, 2 ft. deep, 20 lks. wide, drains N. 42 E.
27.72 Power line, bears N. 8° 03' W. and S. 8° 03' E.

29,00 Base of steep and ledgy ascent, bears N. and S.; asc.
130 ft. over steep and ledgy E. slope.

35.00 Point, projects N.; thence along N. slope.
40,37 The cor. of secs. 5, 6, 7 and 8.

Land, mountainous.

Soil, gravelly.

Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 88° 56' W., bet. secs. 6 and 7.

Over mountainous land, through timber; asc. 140 ft.
over gentle NE. slope to corner.

26.50 Small ravine, drains N. 63° E.

38.41 Point for the % sec. cor. of secs. 6 and 7, at propor-
tionate distance. There is no evidence of original
corner.

Set an iron .post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

L 56

%757
1972

from which

A pine, 8 ins. diam., bears S. 80° W., 34 1lks.
dist., mkd. % S7 BT.

A pine, 10 ins. diam., bears N. 40° W., 23 lks.
dist., mkd. ¥ S6 BT.

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of
cor.

Asc. 80 ft. over gentle E. slope

'52.10 Saddle on low ridge, bears N. and S.; desc. 40 ft. over
gentle W, slope.

71.00 Small wash, drains N, irregularly.

77.02 The cor. of secs. 1, 6, 7 and 12, on the ¥. bdy. of the
Tp., previously described.

Land, mountainous.

Soil, gravelly.

Timber, pinon and juniper.
Undergrowth, shadscale and sagebrush.
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

From the cor. of secs. 5, 6, 7 and 8.

N. 5° 10' E., bet. secs. 5 and 6.

Over mountainous land, through
and ledgy E. slope.

Point projects E.
Draw, drains E.
Draw, drains E.

The % sec. cor. of secs. 5 and

stone, 6x12x16 ins., dimly mkd.

from which

A cedar, 14 ins. diam.,, bears W., 8 lks, dist.,
mkd. % BT. No other bearing tree found.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground, in a mound of stone, 4 ft. base to top,

with brass cap mkd.
T35S RSV
5%
S 6ls 5
1972

from which

timber; along broken

6, monumented with a lava

Y.

A cedar, 20 ins. diam., bears N. 32° E., 53 1lks.

dist., mkd. % S5 ET.

Place original cor stone in mound alongside the iron post

Cor. located on crest of Yolcanic ledge, facing E.

N. 3° 15' E., beginning new measurement.

Along E. slope, above volcanic
Small draw, drains E.
Power line, bears N. 8° 03' W.

Head of draw, drains E.; desc.
slope.

The cor. of secs. 5, 6, 31 and
the Tp., previously described.

Land, broken mountain.
Soil, gravelly.
Timber, juniper and pinon.

rim.

and S. 8° 03" E.

50 ft. over gentle NE.

32, on the N. bdy. of

Undergrowth, shadscale and sagebrush,

V7 U.S GOVERNMENT PRINTING OFFICE. 1972.784255/2107 R
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Dependent Resurvey, Subdivision,
T. 35 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

General Description

Township 35 South, Range 5 West located about 1 mile
south of Panguitch, Utah. The township consists mainly
of mountain land, with the exception of a few small farms
and pastures along the Sevier River, which enters the
township on the south boundary of sec. 35, flows north-
ward, leaving the township on the north boundary of

sec. 3, U.S. Highway No. 89 generally parallels the
Sevier River through the township. There are numerous
other roads throughout the township used for recreation,
post hauling and management of livestock. The timber
on the township consists of pinon and juniper. The
elevation of the township varies from about 6680 to

7800 feet above sea level.

The magnetic declination was read at a number of statioms
throughout the township and the average of the several
readings was found to be 15° 30' E,

0~7 (October 1964) (formerly 4=673b) USDI—-—BLM FIELD NOTE PAPER



CHAINS

Blank

Page

4 U.S GOVERNMENT PRINTING OFFICE. 1972-784255/2107




Form 9180-8
(March 1969

UNITED STATES
DEPARTMENT OF THY INTERIOR
BUREAU OF LAND MANAGEMENT

FIELD ASSISTANTS

NAMES

CAPACITY

__Gail E, Reynolds

___Steve Hagan __

—Keith Inke .

—Daniel Mates _.._... .

oo oo |- _Surveying Techniciar

Surveying Aid
B 4 . Surveying Aid . . .. e

~Surveying Aid . . _ ___

—— S o
— | o



CERTIFICATE OF SURVEY‘

(I (%K), Craig P. Sylvester

, HEREB
CERTIFY upon honor that, in pursuance of special instructions bearing date of the 5th d
of May , 1972 | (I) XXe) have dependently resurveyed the exteri
and subdivisional lines of Township 35 South, Range 5 West,
of the Salt Lake Meridian, in the State of Utah , whic

are represented in the foregoing field notes as having been executed by (me), @86} and under (my
XMKX direction; and that said survey has been made in strict conformity with said special instruc
tions, the Manual of Instructions for the Survey of the Public Lands of the United States, and i

specific manner described in the foregoing field notes.

_ March 9, 1973 Y

«Date)

(Cadast;a} §urveyor)
Supervisory

(Date) (Cadastral Surveyor)
CERTIFICATE OF APPROVAL
a6 PPROVAL BUREAU OF LAND MANAGEMENT
SUBM{! “—D H’“} ’é‘?‘. Washington, D.C.
\| ~ B
e LS

The foregoing field notes of the dependent resurvey of the exterior and sub-

divisional lines of Township 35 South, Range 5 West, Salt Lake, Meridian

Utah

executed by Craig P, Sylvester, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

71Dat0) (Chief, Division of Cad’aslral Survey)'j\

CERTIFICATE OF TRANSCRIPT

. 1S a true copy of the original field notes.




Blank

Page



Blank

Page



Form 9180-6
h Ao;:l 1974 UNITED STATES

DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

ORIGINAL

FIELD NOTES

of the

DEPENDENT RESURVEY OF

A PORTION OF THE WEST BOUNDARY,

A PORTION OF THE SOUTH BOUNDARY AND

A PORTION OF LINES
QF
_TOWNSHIP 36 SOUTH, RANGE 5 WEST
Of the Salt Lake Meridian,
In the State of Utah

EXECUTED BY

H. Dennis Badger Supervisory Cadastral Surveyor

Inder special instructions dated _May 5 , 1972 ., approved

May 11, 1972

» which provided for the surveys included under U.S. Survey Group
umber 535

, and assignment instructions dated lune 14

. 1972

Survey commenced September 18 1972
Survey completed Navemher 3 219 79



128

INDEX DIAGRAM

Township 36 South =~ | Range 5 West ,

59 ' 58 45 34 24 17
10 57 5 Gd 4 33 3 23 2 16 1
56 56 43 32 22 15
i
9 ., Iss o k2o 31, 22 U,
54 53 41 30 21 | 14
j .
8 18 52 171 40  1e 29 s 20 14 13 g3
s2. st 39 | 28 19
|
|
7 19 50 g0 38 o5 27 o 23 12 4
49 ?_ 48"7 B 37
| | |
6 a0 47 28 136 28 ; 27 26 25
! i
46 . 4S 35 0 26
|
31 ‘ 32 {34 33 25 a4 18 a5 36
4 3 2

BGPO 1974.-781.182




CHAINS

Townshi - 36 South “# @ 5 West, Salt Lake Meridian, Utah

T. 36 S., R. 5 W.

History of Surveys

Surveyed by Retr. or Resurveyed by

NORTH BOUNDARY (Seventh Standard Parallel South)

All T. C. Bailey 1874
E. 10.08 chs. E. Bird 1925

SOUTH BOUNDARY

W. 5 miles T. C. Bailey 1874

A, J. Stewart 1883
E. 1 mile A. J, Stewart 1883

E. Bird 1925
S. bdy., Sec. 33 A. B. Lewis 1897

EAST BOUNDARY
N. 3 miles T. C. Bailey 1874

E. Bird 1925
S. 3 miles E. Bird 1925

WEST BOUNDARY (Panguitch Guide Meridian)

All T. C. Bailey 1874

All A, J. Stewart 1883
All A. B. Lewis 1897
SUBDIVISIONS

All except portions
of secs. 24, 25 and

36 T. C. Bailey 1874
Portions Secs. 24,

25 and all

36 E. Bird 1925

The following field notes are those of the dependent re-

survey of a portion of the west boundary, a portion of th¢
south boundary and a portion of the subdivisional lines of

Township 36 South, Range 5 West. The dupendent resurvey
was executed in accordance with the specifications as set
the Special Instructions dated May 5, 1972, Group No.
535, Utah.

The lines of this dependent resurvey were determined by
altitude observations of the sun and hour angle observa-
tions of Polaris and carried forward with sustained angu-
lation. The distances were determined by chaining and
triangulation.

Before restoring the corners, the lines of the original
survey were retraced and a diligent search made for any
evidence of the original corners, or other calls of the
original field note record. The rules of proportionate
measurement were applied to ascertain the position of
the lost corners, but not until exhausting every reason-
able possibility of finding direct evidence for the
control of each particular corner.

The geographic position for the southeast corner of
the Section 35 1s at Latitude 37° 37' 45" N. and Longi-

129
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21.50

34.50

39.95

Townshi 36 South Ran e 5 Weat, Salt Lake Merid a a

tude 112° 22" 37" W. as determined by scaling from U.S.G.S
topographic map Hatch, Utah, 7 1/2' series.

The magnetic declination was found to be 15° 15' East.

Dependent Resurvey of a Portion of the South Boundary,
Township 36 South, Range 5 West, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by T. C. Bailey,
Deputy Surveyor, in 1874, and the Resurvey Executed by
A, J. Stewart, Deputy Surveyor, in 1883

Beginning at the cor. of secs. 1, 2, 35 and 36, on the S.
bdy. of the Tp., a sandstone, 16x8x5 ins., firmly set 6
ins. in the ground and plainly mkd. 1 notch on E, and 5
notches on W. edges.

from which the original bearing trees:

A pinon, 6 ins. diam., bears S. 50° E., 13 1lks.
dist., mkd. S1 BT. (Record, S. 80° E., 10 lks.)

A pinon, 10 ins. diam., bears S. 45° W., 41 1lks.
dist., mkd. S2 BT, (Record, S. 37° W., 45 lks.)

A juniper, 15 ins. diam., bears N. 45° W., 61
lks. dist., mkd. S35 BT. (Record NW., 3 lks.)

At the cor..point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone, with brass cap
mkd.,

T36S R5W
535|536

s2[s1
T37S RSW
1972

Bury original cor. stone alongside iron post.
N. 89° 38' W., bet. secs. 2 and 35.

Over rolling land through pinon and juniper, along fence
line. Desc. 250 ft, over W. slope.

Trail road, bears N. 10° E. and S. 10° W.
Wash, drains irregularly N, 42° W.

The % sec. cor. of secs. 2 and 35, which is marked by the
cor. of N., E., and W, fences. This position is harmon-
iously related to existing original cornmers, and is
accepted as the best existing evidence of the position of
the original cor.

we



Dependent Resurvey of a Portion of the South Boundary,
Township 36 South, Range 5 West, Salt Lake Meridian, Utah

CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
, _S35
“ 782
T378 R5W
1972

N. 89° 38' w., beginning new measurement.

Continue over rolling land through pinon and juniper, !
along fence line.

1.40 | Trail road, bears N. 40° E. and S. 35° E.

29,30 | Wash, drains irregularly N. 40° W.

40.24 The cor. of secs. 2, 3, 34 and 35, monumented with a
sandstone, 18x8x4 ins., firmly set 6 ins. in the ground,
at the cor., of N., S. and E. fences, plainly mkd. 2
notches on E. and 4 notches on W. edges.

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock, in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T36S R5W
$34[835
s3[s2
T37S R5W
1972

Place original cor. stone in mound of stone alongside the
iron post.

N. 89° 24' W., bet. secs. 3 and 34.

Over rolling land through dense pinon and juniper.
12.60 | Trail road, bears N. 20° W. and S. 10° E.

29,20 Wash, drains N.

38.60 | Trail road, bears N. 10° W. and S. 10° E.

39.80 | w. edée of wash, 15 lks, wide, 5 ft. deep, drains N,

39.92 The % sec. cor. of secs. 3 and 34, monumented with a
sandstone, 14x10x3 ins., firmly set 6 ins. in the ground

and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

- (October 1964) {formerly 4—673b) USDI—-—-BLM FIELD NOTE PAPER



CHAINS

19.96

32.80

32.94

39.92

Dependent Resurvey of a Portion of the South Boundary,
Towncldi:s ¥ S i*]. R v 5 Wes e I SRR A RV | FP S

T36S R5W

, _S34

* 783

T37S R5W
1972

Bury original cor. stone alongside iron post and set a
steel fence post, 6 ft. long, alongside.

Raise a mound of stone, 2 ft. base, 1 ft. high to N. of
cor.,

N. 89° 28' W., beginning new measurement.

Over hilly land through dense pinon, juniper and
ponderosa,

Point for the W. 1/16 sec. cor. of secs. 3 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
534
WL/16 —53
T375 R5W
1972

Raise a mound of stone, 2% ft. base, 1% ft. high, N. of
cor.

Fence, bears N. and S,
Trail road, bears N. 15° W, and S. 40° W.

The cor. of secs. 3, 4, 33 and 34, monumented with a
sandstone, 16x13x6 ins., firmly set 8 ins. in the ground
at cor., of fences bearing N. and W., plainly mkd, 3
notches on E. and 3 notches on W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins. in
the ground, with brass cap mkd.

T36S R5W
5331834
S4Js3
T37S R5W
1972

Bury original cor. stone alongside iron post.

Reestablishment of the Survey Executed by T. C. Bailey,
Deputy Surveyor, in 1874, the Resurvey Executed by A. J.
Stewart, Deputy Surveyor, in 1883, and the Retracement
Executed by Alfred B. Lewis, Deputy Surveyor, in 1897.

S. 89° 53' W., bet. sees. 4 and 33.

¥r GPO 7!




CHAINS

20.00
38.90

40.17

26.00
31.11

39.81

Dependent Resurvey of a Portion of the South Boundary,
Te . ~hip 3 South Range 5 West. Salt Lake Meridian Utah

Over rolling land through sagebrush and scattered pinon
and juniper, along a fence line.

Wash, drains N. 35° y.
Enter dense pinon and juniper,

The % sec. cor. of secs. 4 and 33, monumented with a
sandstone, 18x10x8 ins., firmly set 6 ins. in the ground,
at cor. of fences bearing N., S. and E., plainly mkd.

% on W. face.

From which the original bearing trees:

A pinon, 14 ins. diam., bears S. 65° W., 15 1ks.
dist., blaze and dim scribe marks visible. (Record,
S. 60° W., 12 1ks.)

A pinon, 10 ins. diam., bears N. 13° W., 28 1ks.
dist., blaze and dim scrib marks visible. (Record,
North.)

At the cor. point

Set an iron post, 30 ins. long, 2’5 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S RS5W
% 533
S4
T37S8 R5W
1972

Bury original cor. stone alongside iron post.

N. 89° 13' W., beginning new measurement.

Continue over rolling land through dense pinon and
juniper.

Descend over SW. slope.

Wash, at base of slope, drains N. 60° W.; asc. NE. slope.
The cor. of secs. 4, 5, 32 and 33, monumented with a
sandstone, 18x16x7 ins., firmly set 6 ins. in the ground,
and plainly mkd, 4 notches on E. and 2 notches on W,
edges.

From which the original bearing trees:

A pinon, 12 ins. diam., bears S. 60° W., 99 lks.
dist., mkd. BT. (Record, S. 65° W., 98 lks.).

A juniper stump, 6 ins. diam., bears N. 30° W.,
27 lks. dist., mkd. BT. (Record, N. 31° W., 25 lks.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

(October 1964) (formerly 4—673b) USDI——BLM
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Dependent Resurvey of a Portion of the South Boundary,
Towns® *+ 36 South. Range 5 West, Salt Lake Meridian. Utah

CHAINS

T365 R5W
532|833
S5(S4
T37S R5W

1972

Bury original cor. stone alongside iron post and set a
steel fence post, 6 ft. long, alongside.

Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West, Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by T. C. Bailey
and J. G, Burrill, Deputy Surveyor, in 1883, and the
Retracement Executed by Alfred B. Lewis, Deputy
Surveyor, in 1897.

The cor. of secs. 30 and 31, on W. bdy. of the Tp., a
sandstone, 10x8x6 ins., firmly set 8 ins., in the ground,
in old E. W. fence line, plainly mkd. 5 notches on N. and
1 notch on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S
R6W R5W

/830
536 1531

1972

Bury original cor. stone alongside the iron post.
N. 0° 04' E., along W. bdy. of Sec. 30.

Over hilly land through sagebrush and scattered pinon
and juniper.

3.90 |Ascend SW. slope.

14.65 |Spur, slopes SE.; trail road, bears N. 25° W. and S. 40°
E.; desc. NE., slope.

34.40 Bottom of descent continue over sagebrush flat.

39.90 |The W. % sec. cor. of sec. 30 monumented with a mound of
stone, foreign to immediate area, 2 ft. base, 1% ft.

high, no mkd. stone visible. This position is harmoniously
related to existing original corners and is accepted as
the best existing evidence of the position of the original
cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

¥r GPO
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Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West. Salt Lake Meridian Utah

CHAINS

T36S
R6W R5W
I3
|s30
1972

Set a 6 ft. steel fence post alongside iron post.

N. 0° 46' E., beginning new measurement.

Over nearly level land through sagebrush. By triangula-
tion, topography scaled.

4.80 |Wash,drains S. 70° E.

8.80 (Limestone Creek, drains S. 50° E.; asc. about 300 ft.
over SW,. slope.

11.30 |Trail road, bears N. 55° W. and S. 55° E.

36.85 |Trail road on ridge, bears N. 75° W. and S. 60° E.;
end triangulation.

39.84 The cor. of secs. 19 and 30, a granite stone, 12x10x10 ind.,
with top broken off, base firmly set 6 ins. in the ground
plainly mkd. 4 notches on N. edge and only 1 notch
remaining on S. edge.

From which the only remaining original bearing tree:

A juniper, 8 ins. diam., bears S. 75° W., 79 lks.
dist., mkd. T36S R6W S25 (Record, S. 70° W., 80 lks.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
the ground to solid rock and in a collar of stone, with
brass cap mkd.

T36S
R6W R5W

| s19
825 535~

1972

From which

A juniper, 10 ins. diam., bears N, 81° E., 71 lks.
dist., mkd. T36S R5W S19 BT.

A juniper, 12 ins. diam., bears S. 51° E., 64 lks.
dist., mkd. T36S R5W S30 BT.

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

N, 1° 01' E., along W. bdy. of sec. 19.
Desc. NE. slope through scattered pinon and juniper.
10.60 |Draw, drains S. 50° E. from N. 20° W.; asc. S. slope.

29.00 |Top of low hill; desc. NW. slope.

~7 (October 1964) (formerly 4—~673b) USDI——BLM FIELD NOTE PAPER



CHAINS

39.25

39.78

44.55
50.00
54.90
76.60

79.56

8.60
19.60
27.60

39.59

Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West. 7=1t [ & Ma. "y " 0 T+ 10

Wash, drains N. 70° E.

Point for the W. ¥ sec. cor. of sec. 19 at proportionate
distance; there is no remaining evidence of the original
corner.

Set an iron post, 30 ins. long, 2% ins. diam. 24 ins.
in the ground, with brass cap mkd.

T36S
R6W R5W
1%
|s19
1972

Raise a mound of stone, 3 ft. base, 1% ft. high, W. of
cor., and set a 6 ft. steel fence post alongside iron post.

Continue over hilly land through scattered pinon and
juniper.

Draw, drains S. 15° E. from N. 55° W.; asc. SW. slope.
Top of ascent; continue over small bench projecting E.
Graded dirt road, bears N. 55° W. and S. 55° E.

Draw, drains N. 55° E.

The cor. of secs. 18 and 19, monumented with a sandstone,
16x10x8 ins. firmly set 6 ins. in the ground, plainly
mkd. 3 notches on N. and 3 notches on 8. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd,

T36S

R6W RSW
s24 |818
[519
1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 0° 56' W., along the W. bdy. of sec. 18.

Over hilly land through dense juniper and pinon, by
triangulation. Topography scaled.

Wash, drains irregularly E.; asc. 200 ft. over S. slope.
Ridge, bears E. and W.; desc. general N, slope.

Draw, drains E.

The W. % sec. cor. of sec. 18, monumented with a granite

stone, 14x10x8 ins., firmly set 6 ins. in the ground,
plainly mkd. % on W. face. End triangulation.

7t GPQ /
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Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West, Salt Lake Meridian, Utah

CHAINS

0.15
8.30

12.50

25.00
35.00

39.80

11.20

24.70

39.59

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins. in

the ground to solid rock and in a mound of stome, 3 ft.
base to top, with brass cap mkd.

T36S
R6W RSW

%
[s18

1972

Bury original cor, stone alongside iron post and set a 6
ft. fence post alongside.

N. 0° 08" E., beginning new measurement.
Wash, drains S. 75° E.; asc. S. slope.
Trail road, bears S. 60° E. and S. 80° W,

Trail road on spur, bears N. 40° E. and S. 60° W.; desc.
NW. slope.

Draw, drains N.
Leave draw, drains N. 15° W.
The cor. of secs. 7 and 18, monumented with a granite

stone, 16x12x6 ins., firmly set 8 ins. in the ground,
plainly mkd. 2 notches on N. and 4 notches on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2 ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S
R6W|R5W
S7
S13 ISlS
1972

Bury original cor. stone alongside the iron post.

N. 0° 46' E., along the W. bdy. of sec. 7.

Over hilly land through dense pinon and juniper.

Wash, drains N. 60° E.; continue over bottom land through

sagebrush.

Wash, drains S. 85° E.; asc. S. slope through dense
pinon and juniper.

The W % sec. cor. of sec. 7, a dead, fallen ponderosa,
16 ins. diam., blaze marks visible on partly rotted

W. side, a point near the base where an old root system
was visible was determined as the original cor. point.

from which an original bearing tree:
A pinon, dead and standing, 12 ins. diam., bears S.

W., 30 lks. dist., mkd. % S BT (Record, S. 40° W.,
35 1lks.)

20
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CHAINS

1.00

36.60

40.62

11.25

21.50

40.23

10

Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West, Salt Lake Meridian, Utah

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to solid rock, and in a mound of stome, 5
ft. base to top, with brass cap mkd.

T36S R5W
L
|s7

1972

N. 0° 21' E., beginning new measurement.
Continue ascent of S. slope through pinon and juniper.

Top of ascent, continue over rolling land through
sagebrush.

Wash, drains N. 75° E.

The cor. of secs. 6 and 7, monumented with a mound of
stone, 2% ft. base, 1 ft. high, no mkd. stone visible.
This position is harmoniously related to existing
original corners and is accepted as the best existing
evidence of the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground. to solid rock and in a mound of stone,
3% ft. base to top, with brass cap mkd.

T36S
R6W R5W
|s6
Is 7
1972

N. 0° 08' E., along the W. bdy. of sec. 6.

Over rolling land through sagebrush.

Trail road, bears N. 80° E, and S5.80° W.

Wash, drains N. 75° E.

The W. % sec. cor., of sec. 6 monumented with a volcanic
stone, 16x12x8 ins., firmly set 8 ins. in the ground,

plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone, 4
ft. base to top, with brass cap mkd.
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Dependent Resurvey of a Portion of the West Boundary,
(Panguitch Guide Meridian) Township 36 South, Range 5
West, Salt Lake Meridian, Utah

CHAINS

T36S
R6W RSW
1%
Isé
1972

Bury original cor. stone alongside iron post and set 6
ft. steel fence post alongside.

N. 0° 21' E., beginning new measurement.
1.10 |Descend NE. slope,

8.70 |Bottom of draw, drains S. 70° E.; asc. SW. slope through
pinon and juniper.

18.90 |Top of ascent; continue over rolling land through sage-
brush.

21.00 |Junction of trail road from E. with trail road bearing
8. 50° E. and N. 50° W. i

40.09 Intersect the Seventh Standard Parallel South on the §.
bdy. of sec. 31, T. 35 S., R. 5 W., at the closing cor.
of Tp. 36 S., Rs. 5 and 6 W., monumented with a volcanic
stone 14x10x5 ins., firmly set 10 ins. in the ground,
plainly mkd. 6 notches on the S. and 6 notches on the E.
edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,.
in the ground, with brass cap mkd.

T35S R5W
S31
"SI T s6
clc
R6W R5W
T36S
1972
Bury original cor. stone alongside iron post, raise
a mound of stone, 3 ft. base, 1% ft. high, S. of cor.

From this cor., the standard cor. of Tp, 35 S., Rs. 5
and 6 W., a 2% in. iron post, set, mkd. and witnessed
as described in the field notes of the concurrent re-
survey of T. 35 S., R. 5 W., bears N. 89° 36" W., 14.11 cHs.
dist.

Dependent Resurvey of a Portion of the Subdivisional
Lines, of Township 36 South, Range 5 West, Salt Lake
Meridian, Utah

Reestablishment of the Survey Executed by T. C. Bailey
and J. G. Burrill, Deputy Surveyors, in 1874, and the
Resurvey Executed by Elliot Bird, U. S. Cadastral
Engineers, in 1925
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3.30
7.80
14,30

20.03

25.00

31.00
36.60
38.40

40.06

Dependent Resurvey of a Portion of the Subdivisional

From the % sec. cor. of secs. 23 and 24, an iron post,
1 in. diam., extending 5 ins. above ground, with brass

cap mkd.

Y

523|824
1925

N. 1° 00' E., bet. secs. 23 and 24.

Over nearly level land through sagebrush, scattered
pinon and juniper.

Wash, drains N. 40° W,

Wash, drains N. 45° W.

Ascend S. slope, through pinon and juniper.

Point for the N 1/16 sec. cor. of secs. 23 and 24.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

N 1/16

523|824
1972

from which

A pinon, 10 ins. diam., bears N. 67° 30' E., 16 1lks.
dist., mkd., N 1/16 S24 BT.

A pinon, 12 ins. diam., bears S. 19° 3Q' W., 67 lks.
dist., mkd. N 1/16 S23 BT.

Top of ascent, continue over rolling land through pinon
and juniper.

Descend N. slope.
Bottom of descent.
Trail road, bears N. 55° W. and N. 80° E.

The cor. of sees. 13, 14, 23 and 24, monumented with a
sandstone, 18x6x5 ins., firmly set 10 ins. in the ground,
in old fence line which bears N. 88° 45' W. and S. 88°
45' E., plainly mkd. 1 notch on E. and 3 notches on S.
edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T36S R5W
S14]s13
S23]524

1972

Bury original cor. stone alongside iron post.

Y GPO
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Reestablishment of the Survey Executed by T. C. Bailey
and J. G. Burrill, Deputy Surveyors, in 1874

N. 2° 19' W., bet. secs. 13 and 14.

Over rolling land through scattered pinon and juniper.
7.60 | Top of low rise, covered with dense pinon and juniper.

25.45 | Power line, bears N. 80° 33' W. and 5.80° 33' E.

29.65 | Graded dirt road, on curve, bears S. 70° W, and S. 60°
E,

39.64 | The % sec. cor. of secs. 13 and 14, monumented with a
sandstone, 14x12x8 ins., firmly set 6 ins. in the

ground, plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. inl
the ground, with brass cap mkd.

T36S R5W

L

Y
514]813
1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 2° 13' E., beginning new measurment.

Continue over rolling land through sagebrush and
scattered juniper and pinon.

3.10 | Wash, drains irregularly W,
23.90 | Graded dirt road, bears S. 80° W. and N. 80° E.

39.06 The cor. of secs. 11, 12, 13 and 14, monumented with a
badly weathered sandstone, 12x6x4 ins., firmly set in a
collar of stone, no marks visible, foreign to the
immediate area and is accepted as the best existing
evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2} ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
$11]s12
S14[s13

1972

Bury original cor. stone alongside iron post and set
a 6 ft. steel fence post alongside.

From the cor. of secs. 12 and 13, on the E. bdy. of the

~ (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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27.85
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2.18 Mash, drains N. 85° W,

gfp,, a 2 in. irom F#ﬁt;f&xﬁgﬁ;z_f.éigf

g

s12]

1925

'N. 89° 33' W., bet. secs. 12 and 13.

%Qver rolling land through dense pinon, juniper and
épaﬁdaraﬁa.

ETrail road on curve, bears N, 50° W, and S. 65° E.
%

| Enter scattered pinon, juniper and ponderosa.

Ecradﬁd dirt road, curves N. 63° E, and S. 40° W.
|

-Point for the % sec. cor. of secs. 12 and 13, as deter=
%mined by an original bearing tree:

| A pinon, 26 ins. diam.,, bears N, 12° W., 166 1lks.
| dist., mkd. % S BT.

;At the cor. point
;Sat an iron post, 30 ins. long, 2% ins. diam., 26 ins.

in the ground, in a collar of stone, with brass cap mkd.
| |

T36S RS5W
| S12

| % 7313

g 1972

AN e D L e ] Y .

iS. 89°% 25' W., beginning new measurement.
g

%Cantinu& over ralling land through scattered juniper

‘Trail road, bears N. 70° W. and S. 70° E.

:
i

‘Main wash, drains N. 75° W.

!
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% Ty W

, drains N. 75° W.

Wash, drains N. 75° W,

MH ] )

b

Wash, drains N. 40° ¥,

SRR e

S

The cor. of secs. 11, 12, 13 and 14.

. 1* 05' W., bet. secs. 11 and 12.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

35.90 | Wash, drains N. 40° W.

41.18 | The % sec. cor. of secs. 11 and 12, monumented with a
volcanic stone, 14x12x6 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.

from which an original bearing tree:

A pinon, 12 ins. diam., bears N. 30° W., 17 lks.
dist,, with overgrown blaze. (Record, NW. 15 lks.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.

T36S R5W
%
S11]s12

1972

Bury original cor. stone alongside iron post.

N. 1° 11' E., beginning new measurement.

Continue over rolling land through scattered pinon
and juniper.

27.60 | Wash, drains irregularly W.

40.12 | The cor. of secs. 1, 2, 11 and 12, monumented with a
volcanic stone, 24x15x10 ins., firmly set 10 ins. in the
ground, plainly mkd. with 1 notch on E. and 5 notches

on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
s2|s1

S11[s12

1972

Bury original cor. stone alongside iron post and set
6 ft. steel fence post alongside.

Raise a mound of stone, 3 ft. base, 1% ft. high, W. of
cor,

From the cor. of secs. 1 and 12, on the E. bdy. of the
Tp., a 2 in. iron post, extending 10 ins. above ground,
with brass cap mkd.

T36S T36S
R5W R&LW
S1]

s12] 83
1925

N. 88° 39' W., bet. secs. 1 and 12.
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4.50

7.30

22.00

40.11

5.00

6.00

20.75

41.47

22.55

27.30

40,09

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah
Over rolling land through dense juniper and pinon.
Trail road, bears N. 40° E. and S.40° W,

Trail road, bears S. 55° E. and N. 55° W.

Wash, drains N. 50° W.

The % sec. cor. of secs. 1 and 12, monumented with a

sandstone, 12x9x5 ins., firmly set 5 ins. in the ground,

plainly mkd. % on N. face.
from which the original bearing trees:

A pinon, 8 ins. diam., bears S. 44° E,, 14 1lks.
dist., mkd. % S BT.

A pinon, 12 ins. diam., bears N. 43° 45' W.,
14 1lks. dist., dimly scribed % S BT.

There is no record of these bearing trees.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
y 81
% 312
1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

Raise a mound of stone,2 ft. base, 1% ft, high, N. of
cor.

N. 89° 37' W., beginning new measurement.

Continue over rolling land through sagebrush, scattered
pinon and juniper.

Wash, drains N. 80° W.
Trail road, bears N, 35° W. and S. 35° E,
Wash, drains N, 35° W.

The cor. of secs. 1, 2, 11 and 12.

N. 1° 23" E., bet. secs. 1 and 2.

Over rolling land through sagebrush, scattered pinon
and juniper.

Wash, drains N. 80° W.
Leave scattered timber.
The % sec. cor. of secs. 1 and 2, monumented with a

volcanic stone, 12x10x8 ins., firmly set 5 ins. in the
ground plainly mkd. % on W. face.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of Township 36 South, Range 5 West
CHAINS

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

%
s2|s1
1972

Bury original cor. stone alongside iron post and set
a 6 ft, fence post alongside,

N. 0% 52! E., beginniﬁg new measurement.
Continue over rolling land through sagebrush.
2.00 | Graded dirt road, curves S. 30° E. and N, 15° w

38.56 Intersect the Seventh Standard Parallel South on the
S. bdy. of Sec. 36, T. 35 S., R. 5W., at the closing
cor. of secs. 1 and 2, monumented with a volcanic
stone, 14x12x4 ins., firmly set 6 ins. in the ground,
plainly mkd. CC on S. face,

At the cor. point

Set an tron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S36
S2|s1

cc

T36S R5W

1972

Bury original cor. stone alongside iron post,

From this cor., the standard cor. of secs. 35 and 36,

T. 35 8., R. 5 W., set, mkd. and witnessed as described
in the field notes of the concurrent resurvey of T. 35 S,
R. 5 W., bears N. 89° 45! W., 10.29 chs, dist.

Point for the N. % sec, cor. of sec. 1 on the N. bdy. of
the Tp., at midpoint longitudinally between the closing
cor, of secs. 1 and 2, and the NE. cor. of the Tp.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T35S R5W
3 s1
T36S R5W

1972

from which

A juniper, 12 ins. diam., bears S. 11° E., 44 1ks,
dist,., mkd. % S 1 BT.

7 (October 1964) (formerly 4—673b) USDI—~—BLM FlELD NOTE PA PER



18

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian Utah

CHAINS
Raise a mound of stone, 3 ft. base, 2 ft, high, S, of

cor. and set a 6 ft. steel fence post alongside iron
post,

From this cor., the standard % sec. cor. of secs. 36,
T. 35S., R. 5W., a 2% in, iron post, set, mkd, and
witnessed as described in the field notes of the con-
current resurvey of T. 35S., R. 5 W., bears N. 89° 42'
W., 10.12 chs,

From the cor. of secs. 2, 3, 34 and 35, on the S. bdy. of
the Tp.

N. 0° 55' E., bet., secs., 34 and 35.

Over nearly level land through sagebrush, along fence
line.

14.00 | Wash, drains N. 35° W.
19.75 | Fence turns W., enter cultivated land.
20.00 | Point for the S. 1/16 sec. cor. of secs. 34 and 35.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S RSW
S 1/16
$341835
1972

Set 6 ft. steel fence post alongside iron post.

24,70 | Trail road, bears S. 80° E. and N. 80° W.

31.50

Wash, drains N. 30° W.

40.00 The % sec. cor. of secs. 34 and 35, monumented with a
sandstone, 10x8x5 ins., firmly set 5 ins. in the ground,
in old E-W fence line, plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

“4
$34]835
1972

Bury original cor. stone alongside iron post.

N. 0° 10' E., beginning new measurement.
Continue over cultivated land.

3.10 Wash, drains N. 80° W.

40.12 Graded dirt road, bears E. and W.

40.32 The cor. of secs. 26, 27, 34 and 35, determined by the
cor. of old fences bearing N. and W., this position is -

harmoniously related to existing original corners and ig

#r GPO
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

accepted as the best existing evidence of the position
of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
527|s26
S34[s35

1972

From the cor. of sees. 13, 14, 23 and 24, previously
described.

S. 89° 38' W., bet. secs. 14 and 23.

Over rolling land through scattered pinon and juniper,
along fence line.

2.50 |[Trail road, curves N. 75° W, and S. 60° E.

19.50 |Junction of trail road bearing N. 30° W. and S. 10° E.,
with trail road bearing N. 85° E. and N. 85° W,

20.29 Point for E. 1/16 sec. cor. of secs. 14 and 23.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

Sl4
E 1/16 523

1972

Continue along fence line.
40.20 }Trail road, bears N. and S.

40.58 |The % sec. cor. of secs. 14 and 23, monumented with a
sandstone, 10x8x4 ins., firmly set 5 ins. in the ground,
at cor. of fences, extending E., N. and W.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S RSW
S14
% 823
1972

Bury original cor. stone alongside iron post.

S. 89° 56' W., beginning new measurement.

Continue along fence line.
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9.10

13.90

40.10

15.90

19.00

20.40

23.50

40.06

2.00

20.03

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S. R. 5 W. Salt Lake Meridia U a

Small stream of water, 1 lk. wide, 2 ins. deep, flows
'N. 60° W.

iWash, drains N.
I

The cor. uf secs. 14, 15, 22 and 23, determined by the
intersection of E-W fence line, and an old abandoned
fence line to S. This position is harmoniously related
to existing original cors. and is accepted as the best
available evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
!in the ground, with brass cap mkd.
l
T36S R5W
S15|s14
$22|823
1972

N. 0° 40' E., bet. secs. 14 and 15.

Over bottom land through low brush and grass.

Spring branch, flows irregularly W.

Fence, bears E, and W.

'Spring branch, flows S. 70° W.

Spring branch, flows W.

The % sec. cor. of secs. 14 and 15, monumented with a

sandstone, 19x14x4 ins. firmly set 8 ins. in the grownd,
/plainly mkd, ! W, £
plainly mkd. * on W. face.

‘

'At the cor. point
1

|Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

;in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
| 4
$15{s14

1972

;Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

jN. 0° 15" E., beginning new measurement.

Continue over gently rolling land through sagebrush.
Improved dirt road, bears N. 70° E. and S. 70° W.
Point for the N. 1/16 sec. cor. of secs. 14 and 15.
QSet an iron post, 30 ins. long, 2% ins. diam., 24 ins.

{in the ground, and in a collar of stone, with brass cap
mkd.
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Dependent Resurvey of a Portion of the Subdivisional
A ¢ T R T T A ML an o
CHAINS

T36S R5W
N 1/16
$15|814

1972

21.50 Fence line, bears E. and W.

25.10 | Wash, drains S. 60° W.

28.20 | Trail road, bears E. and W.

35.70 | Wash, drains N. 70° W.

40.06 | The cor. of secs. 10, 11, 14 and 15, monumented with a
sandstone, 10x6x4 ins., firmly set 5 ins. in the ground,
at cor. of old fences that bear N. and W., no mks.
visible, however, this cor. is harmoniously related to
found original cors. and is accepted as the best
existing evidence of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S10]ls11
S15[s14

1972

Bury original cor. stone alongside iron post.

From the cor. of secs. 11, 12, 13 and 14.

N. 88° 32' W., bet. secs. 11 and 14.

Over gently rolling land, through sagebrush.,

39.33 The % sec. cor. of secs. 11 and 14, monumented with a
sandstone, 14x10x8 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T36S RSW

L S11
514

1972

Bury original cor, stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 89° 51' w., beginning new measurement.
Continue over gently rolling land through sagebrush.
31.70 | Graded dirt road, bears N. 10° E. and S. 10° W.

32.20 | Wash, drains S. 30 lks., thence SW.

" (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE P APER
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

40.60

40.00

40.26

8.00

18.00

24.00
30.00
34.00
36.00

39.62

24,55

The cor. of secs. 10, 11, 14 and 15.

N. 0° 19' E., bet. secs. 10 and 11.

Over nearly level land through low brush, along fence
line.

Dirt road, bears E. and W.
The % sec. cor. of secs. 10 and 11, determined by the
cor. of old fences, bearing E., W., and S.; this position

is related to existing original cors. and is accepted as
the best existing evidence of the original cor. position.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T36S R5W
1

“4
siols11
1972

N. 0° 05' E., beginning new measurement.

Over bottom land, and across the Sevier River

By triangulation and traverse, topography scaled.
Wash, drains N. 60° E.

Sevier River, 70 lks. wide, 3 ft. deep, flows N. from
irregularly W,

Sevier River, flows N. 30° E.

Sevier River, flows N. 60° W.

Sevier River, flows S. 40° E. from SW.

Sevier River, flows irregularly N,

True point for the cor. of secs. 2, 3, 10 and 11, at pro-
portionate distance, falls in the Sevier River; no
remaining evidence of the original cor. End triangula-
tion and traverse.

From this point, the witness cor. of sees. 2, 3, 10 and

11 bears N. 89° 48' E., 98 lks. dist., hereinafter des-
cribed.

From the cor. of secs. 1, 2, 11 and 12,
S. 89° 48' W., bet. secs. 2 and 11.
Over rolling land through sagebrush.

Wash, drains irregularly N. 35° W,

£ GPO /it -
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

39.84 |Point for the % sec. cor. of secs. 2 and 11, at propor-
tionate distance, there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

L S2

* sl
1972

Set a 6 ft. steel fence post, alongside iron post.
Continue over gently rolling land through sagebrush.
44,00 |Wash, drains N. 70° W.

47.95 | Improved dirt road, bears N. 7° E. and S. 7° W,

60.04 | Fence, bears S. and N. 65 lks. to cor., thence W.
78.70 | Point for the witness cor. of secs. 2, 3, 10 and 11.
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, with brass cap mkd.

T36S R5W
W _S3 |s2

C SlOISll
1972
Set 6 ft. steel fence post alongside iron post.

79.06 E. bank of the Sevier River, bears N. 40° W. and S. 40°
E.

79.68 | Point for cor. of secs. 2, 3, 10 and 11.

N. 0° 35' E., bet. secs. 2 and 3.

Over level river bottom, down river, by triangulation.

0.74 |End of fence from E., bears East 13 lks. dist.
3.25 Leave Sevier River, flows N. 75° E.

13.80 U.S. Highway No. 89, bears N. 32° 15' E. and S. 32° 15'
W.

Asc SE. slope.
19,70 End triangulation.
20.19 Right-of-Way fence, parallels U.S. Highway No. 89.
22,70 Top of low hill; desc. N. slope.
32,00 Trail road, bears E. and W.

37.00 Wash, drains S. 70° E.

39.63 Point for the % sec. cor. of secs. 2 and 3, at propor-
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lak& Meridian, Utah

CHAINS

tionate distance; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd,

T36S R5W
4%
s3|s2

1972
Set a 6 ft. steel fence post alongside the iron post.
Asc. S. slope, through sagebrush.
43.10 | Top of ascent, desc. N. slope.
46.30 |Draw, drains S. 35° E.
76.90 |Wash, drains S. 30° E.; asc. S. slope.

79.26 Intersect the Seventh Standard Parallel South, on the

S. boundary of sec. 35, T. 35 S., R. 5 W. Point for the
closing cor. of secs. 2 and 3, at proportionate distance
longitudinally between the standard cor. of secs. 34 and
35, and the standard % sec. cor. sec. 35; there is no
remaining evidence of the original closing corner.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
S35
s3[s2

clc

T36S R5W

1973

Set a 6 ft. steel fence post alongside the iron post.

From this cor., the standard cor. of secs. 34 and 35,

T. 358., R. 5 W., set, nkd. and witnessed as described
in the field notes of the concurrrent resurvey of T. 35 S,
R. 5 W., bears N. 89° 47' W., 10.17 chs. dist.

Point for the N. % sec. cor. of sec. 2, on the N. bdy.
of the township at midpoint longitudinally between the
closing cor. of secs. 2 and 3, and the closing cor. of
secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
L s2
T36S R5W
1972
Set a 6 ft. steel fence post alongside the iron post.
From this cor., the standard % sec. cor. of sec. 35,

T. 35 5., R. 5W., a 2% in. iron post, set, mkd., and. . J°
witnessed as described in the field notes of the

frGPO ;¢ 7
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Dependent Resurvey of a Portinn of the Subdivisional
Lines of T. 36 S.. R. 5 W.. Salt Lake Meridian. Utah
CHAINS

concurrent resurvey of T. 35 S., R, 5 W., bears N, 89°
44" W,, 10.305 chs. dist.

From the cor. of secs. 3, 4, 33 and 34, on the S. bdy.
of the Tp.

N. 1° 26' E., bet. secs. 33 and 34.

Over rolling land through dense pinon and juniper, along
E. side of fence line.

23.55 |Fence, bears N. 80° E. and S. 80° W. 43 lks. to cor.,
thence N, 2° 30' E. and S. 0° 20' W.

27.40 |Leave pinon and juniper, continue over rolling land
through sagebrush.

40.54 | The % sec. cor. of secs. 33 and 34, monumented with a
sandstone, 15x10x6 ins., firmly set 8 ins. in the ground,
at the cor. of fences that bear S. 2° 30' W. and N. 89°
45' W., plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

Y
$33]834
1972

Bury original cor. stone alongside iron post.

N. 0° 34' W., beginning new measurement.

Continue over rolling land through sagebrush.

0.15 |Trail road, bears S. 30° E. and W.

19.65 |Wash, drains N. 50° W.

39.30 |{Wash, drains N. 50° W.

39.78 Fence, bears E. and W.

39.86 |The cor. of secs. 27, 28, 33 and 34, marked by iron post,
1 in. diam., extending 2 ins. above ground. This point
is locally used and recognized as the cor. point and is
accepted as the best available evidence of the original

cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
528|527
$33[534

1972

Set a 6 ft. steel fence post alongside the iron post.

Raise a mound of stone, 3 ft. base. 2% ft. high, W. of
cor,

{October 1964) (loﬂnu‘rly 4-673b) USDI—-BLM FIELD NOTE PAPER



CHAINE

19.90

30.00

32.50

38.50

40.00

25.15

32.10

26

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

From this cor., the % sec. cor. of secs. 27 and 28,
monumented with a limestone, 18x12x8 ins., firmly set
10 ins. in the ground, plainly mkd. % on W. face,
bears N. 1° 10' E., 40.81 chs. dist.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

L

4L
5281527
1972

Bury original cor. stone alongside iron post and set
a 6 ft. steel fence post alongside.

Raise a mound of stone, 3 ft. base, 2 % ft. high,W..of cox

From the cor. of secs. 26, 27, 34 and 35.
N. 89° 23' W., bet. secs. 27 and 34.

Over gently rolling land through sagebrush, along N.
side of fence line, on N. side improved dirt road.

Trail road, bears N. 5° E. and S. 5° W.; fence turns S.
to 5. side of road, thence W., continue along N. side
of improved dirt road.

Wash, drains N. 50° W.
Trail road, bears N.
Trail road, bears S.

The % sec. cor. of secs. 27 and 34, marked by an iron
post, 1 in., diam., extending 6 ins. above ground. This
point is locally used and recognized as the cor. point and
and is accepted as the best existing evidence of

the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
L §27
834
1972

Set a 6 ft. fence post alongside the iron post.

Raise a mound of stone, 3 ft. base, 2% ft. high, N. of
cor.

S. 89° 57' W., beginning new measurement.
Continue along N. side of road.
Trail road, bears N. 60° W.

Trail road bears N. 20° W.

.
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Dependent Resurvey of a Portion of the Subdivisional

~ T,y ] W. -1~ iridis . Utah

CHAINS

39.96 The cor. of secs. 27, 28, 33 and 34.

From the cor. of secs. 21, 22, 27 and 28, determined by
the cor. of old fences bearing N., E, and W. This posi-
tion is harmoniously related to existing original corners
and is accepted as the best existing evidence of the
position of the original cor.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T36S R5W

$21]s22

528|527

1972
N. 0° 17' W., bet. secs. 21 and 22,
Over gently rolling cultivated land, along fence line.

7.00 | Wash, drains N. 85° W.

12.75 | Wash, drains N. 80° w.

25.68 | Cor. of fences bearing N., S. and W.; continue along
fence line.

39.99 The % sec. cor. of secs. 21 and 22, monumented with a
sandstone, 14x8x6 ins., firmly set 3 ins. in the ground,
at the cor. of fences bearing N., S., E. and W., plainly
mkd. % on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
T36S R5W
Y
s21{s22
1972
Bury original cor. stone alongside the iron post.
N. 0° 09' w., beginning new measurement,
Over gently rolling cultivated land; along fence line.
3.05 | Sevier River, flows irregularly E,

22.33 Right-of-way fence, parallels U.S. Highway No. 89,
leave cultivated land, and fence line.

23.77 | Centerline of U.S. Highway No. 89, bears N. 62°
38' E. and S. 62° 38' W,

25.58 Right-of-way fence, parallels highway; asc. S. slope.

37.50 | Top of ascent, continue over rolling land through
sagebrush, pinon and juniper.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian,Utah

CHAINS

40.03 The cor. of secs. 15, 16, 21 and 22, monumented with a
volcanic stone, 16x12x6 ins., firmly set 8 ins. in the
ground, erroneously mkd. with 6 notches on E. and 6 notchjs

on S. edges.

From which an original bearing tree

A juniper, 12 ins. diam., bears S. 65° E., 165 1lks.
dist., dimly scribed S. 22° BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S RSW
516|515
S21[s22

1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

From the cor. of secs. 14, 15, 22 and 23.
N. 88° 35' W., bet. secs. 15 and 22.

Over nearly level land through sagebrush, along N.
side of fence line, bears W.

19.98 |Point for the E. 1/16 sec. cor. of secs. 15 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S15
S22

1972

E 1/16

Set a 6 ft. steel fence post alongside the iron post.

from which an E-W fence line bears S. 54 lks. dist.,

20,50 Fence line bears N. and S. 54 lks. to E-W fence; continue
along N. side of fence line.

39.96 |The % sec. cor. of secs. 15 and 22, monumented with a

sandstone, 14x10x6 ins., firmly set 6 ins. in the ground,
at the cor. of fences bearing E. and S., plainly mkd. % on
N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
y 815
“ 522
1972

Bury original cor. stone alongside iron post, and raise
a mound of stone, 2% ft. base, 1% ft. high, N. of cor.

¥r GPO » =



CHAINS

7.00

9.50

12.70
21.00
26.00
31.00
39.40

39.94

5.16
13.00
16.10

40.30

21.80

35.90

29

Dependent Resurvey of a Portion of the Subdivisional

N. 89° 21' w, beginning new measurement.

Over nearly level bottom land through low brush, by

triangulation, topography scaled.
Sevier River, flows N. 63° E.

U.S. Highway No. 89, bears N. 62° 40' E.
and S, 62° 40' w.

Asc. SE. slope.

Spur, slopes SE.; desc. SW. slope.
Draw, drains S.

Draw, drains S. 25° E.; asc. SE. slope.
End ascent and triangulation.

The cor. of secs. 15, 16, 21 and 22.

Lines of T. 36 S.y R. 5 W., Salt Lake Meridian, Utah

N. 0° 34' E., bet. secs. 15 and 16.

Over rolling land through sagebrush, scattered pinon

and juniper.
Power line, bears N. 26° 16' r. and S, 26° 16" W.
Trail road, bears N. 65° E. and §S. 65° W,

Wash, drains S. 70° E.

The % sec. cor. of secs. 15 and 16, monumented with a
volcanic stone 1l4x12x4 ins., firmly set 6 ins. in the

ground, plainly mkd. Y% on W. face.

At the cor. point

Set an 1iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone,

3 ft. base to top, with brass cap mkd.

T36S R5W
%
S16]s15
1972

Bury original cor. stone alongside iron post and set a

6 ft. steel fence post alongside.

N. 0° 32' E,, beginning new measurement,

Continue over rolling land through sagebrush, scattered

pinon and juniper.
Wash, drains S. 55° E.

Wash, drains S, 55° E.

(October 1964) (formerty 4~673b) USDI~-BLM

FIELD NOTE PAPER



Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 36 S., R. 5 W., Salt Lake Meridian, Utah

CHIAINS

40.43 The cor. of secs. 9, 10, 15 and 16, monumented with a
volcanic stone, 16x10x10 ins., firmly set 8 ins. in the
ground, plainly mkd. 3 notches on E, and 4 notches on S.
edges,

At the cor. point i

Set an fron post, 30 ins, long, 2'5 ins. diam., 24 ins.
In the ground, with brass cap mkd.

T365 R5W
__S59lslo
5161515

1972

Bury original cor, stone alongside {ron post and set a
6 ft. steel fence post alongside.

Rafse a mound of stone, 2 ft. base, 1% ft. high, W. of
cor.

From the cor. of secs. 10, 11, 14 and 15.

N. 88° 27' W., bet. secs. 10 and 15.

f Over nearly level bottom land, along fence line, through
j ‘ow brush; by triangulation, topography scaled.
I
|

13.50 Wash, drains N,

+S
(o8]
.

w
o

Sevier River, flows N. 20° W.; end of fence line.
i 25.50 . U.S. Highway No. 89, bears N. 22° 40' w. ad S. 22° 40' E.
28.70 . Ascend NE. slope.

39.93 ?The 's sec. cor. of secs. 10 and 15, monumented with a
volcanic stone, 30x30x18 ins., above ground, plainly mkd.
% on N. face, with a mound of stone, 2 ft. base, 1 ft.
high, S. of cor.

 from which an original bearing tree:

A juniper, 8 ins. diam., bears S. 24° 15' E., 50 lks.
dist., mkd. S BT in partially healed blaze (No record:
of this tree).

On N. side of cor. stone !

{
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. ;
in the ground to solid rock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T36S R5W
510
S15
1972

3

N. 88° 36' W., beginning new measurement.

Continue gradual ascent of E. slope.

39.81 |The cor. of secs. 9, 10, 15 and 16.

% GPO .
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

N. 0° 14' W., bet. secs. 9 and 10;

Over rolling land through sagebrush.

13.80 |[Draw, drains irregularly E.

28.80 |Wash, drains S. 75° E.

40.56 The % sec. cor. of secs. 9 and 10, monumented with a
granite stone, 14x11x9 ins., firmly set, 6 ins. in
the ground, plainly mkd. % on W. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
%

s9|s10
1972

Bury original cor., stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 0° 05' E., beginning new measurement.

Desc. N. slope through sagebrush, scattered pinon and
juniper.

12.00 Bottom of small canyon, drains N. 70° E.; asc. SE. slope.

32.00 | Top of ascent.

34.70 | Desc. NW. slope through dense pinon, fir and juniper.

39.52 The cor. of secs. 3, 4, 9 and 10, monumented with a
volcanic stone, 3x2x2 ft. above ground, plainly mkd. 3
grooves on E. and 5 grooves on S. faces.

from which the remaining original bearing trees:
A dead fir, still standing, 14 ins. diam., bears

N. 79° E., 11 lks. with healed blaze (Record, N. 60°
E., 12 1lks.)

A dead ponderosa, still standing, 20 ins. diam.,
bears S. 61° 30' E., 15 lks. with healed blaze.
(Record S. 80° E., 15 1ks.).

A dead ponderosa, still standing, 14 ins. diam.,
bears N. 2° 30' W., 15 lks., with healed blaze.
(Record N. 5° W. No distance given).

The cor. point cannot be improved upon.

from which

A fir, 7 ins. diam., bears N. 50° E., 50 lks.
dist,, mkd S3 BT.

A fir, 10 ins. diam., bears S. 66° 10' W., 42
lks. dist., mkd. T36S R5W S9 BT.

7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



CHAINS

0.20

7.95

20.11

38.40
40.10

40.22

2.50
16.35
20.60

34.90

32

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian. Utah

From the true point for the cor. of secs. 2, 3, 10 and
11.

N. 88° 25' W., bet. secs. 3 and 10.
Over broken land, through sagebrush,; asc, SE. slope.
Left bank of the Sevier River, bears N. and S.

Center line of U.S. Highway No. 89, bears N. 32° 35' E.,
and S. 32° 35" W., asc; broken SE. slope, enter scattered
timber.

Point for the E., 1/16 sec. cor. of secs. 3 and 10.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S3
S10

1972

E 1/16

Set a 6 ft. steel fence post alongside the iron post.

Raise a mound of stone, 3 ft., base, 2 ft, high, N. of
cor.

Top of low spur, projects N.; desc. W. slope.

Bottom of draw, drains N. 20° W.

The % sec. cor. of secs. 3 and 10, monumented with a
sandstone, 12x8x8 ins., firmly set 6 ins. in the ground,
mkd. % on N. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

, _S3

% 810
1972

Bury original cor. stone alongside iron post and raise
a mound of stone, 3 ft, base, 2 ft. high, N. of cor.

N. 88° 24' W., beginning new measurement.

Continue over hilly S. side of Rock Canyon, through
scattered pinon and juniper.

Top of low spur, projects N.; desc. W. slope.
Bottom of gully, drains N. 50° E.; asc. E. slope.
Enter dense pinon, ponderosa and juniper.

Top of ascent, slopes N.; desc. NW. slope.

£t GPO /1 T
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 5., R. 5 W., Salt Lake Meridian, Utah

CHAINS

39.90 | The cor. of secs. 3, 4, 9 and 10.

N. 1° 22" E., bet. secs. 3 and 4,

Over broken land, through dense pinon, juniper and fir.
By triangulation; desc. steep NW. slope.

3.50 |Bottom of Rock Canyon, drains ©N. 60° E.; asc. SE.
slope.

10.50 Top of spur, projects E.; desc. NE. slope.
15.60 |Bottom of draw, drains S. 40° E.

20.50 Same draw, drains S. 50° W.; asc. broken SE. slope,

25.70 |N. rim of Rock Canyon; continue over rolling land.
End triangulation.

28.20 |Leave dense pinon and juniper; continue through
scattered pinon and juniper.

39.49 Point for the % sec. cor. of secs. 3 and 4, at propor-
tionate distance; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

L

%
S4]83
1972

Set a 6 ft. steel fence post alongside the iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of
cor.

Continue over rolling land through scattered juniper and
pinon.

51.00 |Wash, drains S. 20° E.

77.50 Intersect the Seventh Standard Parallel South on the
S. bdy. of sec. 34, T. 35 8., R. 5 W., at the closing cor.
of secs. 3 and 4, monumented with a volcanic stone,
16x12x10 ins., firmly set 10 ins. in the ground, plainly
mkd. 3 notches on the E. and 3 notches on the W. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W
S34
S4[s3
clc
T36S R5W

1972

Bury original cor. stone and set a 6 ft. steel fence
post alongside the iron post.

7 (October 1964) (formerly 4—673b) USDI—-—-BLM FIELD NOTE PAPER
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10.50
15.00
20.00
35.00

38.00

40,45

41.60

41.98

34

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

Raise a mound of stone, 3 ft. base, 2% ft. high, S. of
cor.,

From this cor., the standard cor. of secs. 33 and 34,

T. 35 S., R. 5 W., set, mkd. and witnessed as described
in the field notes of the concurrent resurvey of T. 35 S.
R. 5 W., bears N. 89° 35' W., 11.64 chs. dist.

p

Point for the N. % sec. cor. of sec. 3, on the N. bdy. of
the Tp, at midpoint longitudinally between the closing
cor. of secs., 3 and 4, and the closing cor. of secs., 2
and 3.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

% 83
T36S R5W
1972

Set a 6 ft. steel fence post alongside the ironm post.

From this cor., the standard % sec. cor. of sec. 34,

T. 35 S., R. 5W., a 2% ins. iron post, set, mkd. and
witnessed as described in the field notes of the concurre
resurvey of T, 35 S., R. 5 W. bears N. 89° 35'

W., 10.905 chs. dist.

nt

From the cor. of secs. 4, 5, 32 and 33, on the S.bdy.
of the Tp.

N. 0° 21' E., bet. secs. 32 and 33.

By triangulation, desc. over N. slope through scattered
pinon and juniper, topography scaled.

Bottom of draw, drains N. 35° W.; asc. over SW. slope.
Desc. NW. slope.

Leave timber.

Ditch, 15 lks. wide, 3 ft. deep, drains N. 60° E.

Sevier River flows N. 33° E.; continue over bottom land
through dense willows and scattered cottomwood.

Point for the % sec. cor. of secs. 32 and 33, at propor-
tionate distance falls on low sand bar of the Sevier
River deemed unsafe to perpetuate; there is no remaining
evidence of the original cor.

Right bank of the Sevier River, bears N. 65° W. and S.
65° E.; end triangulation.

Point for the witness 'y sec. cor. of secs. 32 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

PO




CHAINS

43.50
57.50
62.00
68.00
75.00

80.90

1.85
15.35
24.85

39.80

Dependent Resurve
Lines of T, 36 §

Continue over bottom land through willows and cottonwood

by triangulation.

Sevier River,
Sevier River,
Sevier River,
Sevier River,

Sevier River,

The cor. of secs. 28, 29, 32 and 33, determined by the
cor, of old fence lines bearing N. and E. Thig position
is harmoniously related to existing original corners

and is accepted as the best existing evidence of the
position of the original cor. End triangulation.

flows N.
flows S.
flows N.
flows S,

flows N,

At the cor. point

Set an {iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

No accessories available.

T36S RS5W

35

y of a Portion of the Subdivisional
«» R 5 W., Salt Lake Meridian. Utah

T36S R5W
4
$32|s33

WcC
1972

30° E.
43° W,
48° E,
60° W.

30° E. curving N,

529|s28
5327533
1972

From the cor. of secs. 27, 28, 33 and 34,
N. 89° 10' W., bet. secs., 28 and 33.

Over rolling land through sagebrush, along S. side of
improved dirt road, with fence line along S. side.

Road turns N.

Trail road, bears N. 30° E. ang S. 30° w.

40° W.;

Wash, drains N. 30° W,

The % sec. cor. of secs. 28 and 33, determined by the
cor. of old fences bearing N,, S., E. and W. This
position is harmoniously related to existing original
corners and is accepted as the best existing evidence
of the position of the original cor.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, with brass cap mkd.

wash, drains N. 50° vy,

7 (October 1964) Uormerty 4-673b) USDI——BLM

FIELD NOTE PAPER



CHAINS

24.20

38.90

40.24

13.50

23.00

32.00

40.26

36

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

T36S R5W

. 828

% 7333
1972

No accessories available

N. 89° 27' W., beginning new measurement.

Continue over rolling land through sagebrush, by
triangulation, and along fence line.

Desc. NW. slope.

Wash, drains N. 40° E.; end descent, enter willows and
cottonwoods in river bottom.

Sevier River, flows N. 5° E.

The cor. of secs. 28, 29, 32 and 33. End triangulation,

N. 0° 20" E., bet. secs. 28 and 29.
Over nearly level cultivated land, along fence line.

Gravel road, bears N. and W. continue along fence line
on E. side of road, along E. side of Hatch, Utah.

Gravel road to W.
Gravel road to W.

Point for the % sec. cor. of secs. 28 and 29, at inter-
section of gravel road to E. and W. and fence line
bearing N-S. This point is harmoniously related to
existing original cors. and has been recognized by
local residents of Hatch, Utah, and is accepted as

the best existing evidence of the position of the
original cor.

Set brass tablet pigtail 6 ins. in the ground,
with brass cap mkd.

T36S R5W
1

“4
$29|s28
1972

from which

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, in E-W fence line, bears N. 45°
E., 30% lks. dist., with brass cap mkd. T36S R5W
% $29 RM 1972 and an arrow pointing to the true cor.

An iron post, 30 ins. long, 2% ins. diam., set 24
ins. in the ground, in an E-W fence line, bears S,
45° E., 30% 1ks. dist., with brass cap mkd. T36S

R5W % S29 RM 1972, and an arrow pointing to the true
cor.

GPO " °
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 8., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Continue along fence line on E. side of roadway through
Hatch,

10.25 | Gravel road to W.

19.25 | Gravel road to Ww.

20.20 | Fence, bears W., leave roadway, continue along fence.
38.75 Power line substation, bears W. 1.50 chs. dist.
40.20 Road, bears E. and w.

40.26 Point for the cor. of secs. 20, 21, 28 and 29, at pro-
Jected intersection of fence from E. with fence from

S. This position is referred to as the sec. cor. point
by the Utah State Highway Department records, is harmon-
iously related to existing original corners and is
accepted as the best available evidence of the position
of the original cor. point

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.,

T36S R5W
S20]s21
S29]s28

1972

From the cor. of secs. 21, 22, 27 and 28.
N. 88° 56' W., bet. secs. 21 and 28.

Over rolling land through grass and sagebrush, along
fence line.

20. 30 Fence line, bears N. and S., continue along S. side of
fence 1line.

25.70 [ Wash, drains N, 50° w,
36.00 | Wash, drains N. 45° w,

40.36 | The % sec. cor. of seecs. 21 and 28, monumented with a
sandstone, 18x12x10 ins., firmly set 12 ins. in the

ground, plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

S21
% 528

1972

Bury original cor. stone alongside the iron post,

" (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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1606

Lines of T. 36 8., R, 5 W., Salt Lake Meridian, Utsh

| cnAtns

From this cor., the cor. of fences which bear N, and
hears N. 52ﬂ W” lg lkﬁ# diﬁt#

ﬁﬁ*.

S. 89° 31' W,, beginning new measureme

Continue over nearly level land through low brush and
grass., By triangulation, topography scaled.

14.10 | Sevier River, flows N. 50° W,

e line,

20,00 | Fence, bears S. and W., thence along fenc

40.85 | The cor. of secs., 20, 21, 28 and 29. End tgiﬁﬁﬁﬁlﬁtiﬂﬁﬁé

N. 0° 16" E., bet, secs. 20 and 21.
h *

. Over gently rolling land through sagebrus

1.45 | Center line of U.S. Highway No. 89, bears N. 45° 25' E.
and S, 45° 25" W.

1.65 | Power line, bears N. 11° E. and 5. 10° ¥.

2.90 | Fence, parallel to U.S. Highway No. 89.

§.70 | Wasi, dralas {rregularly E,

P,

20.17 | Point for the S. 1/16 sec. cor. of secs. 20 and 21.

Set an iron post, 30 ins, long, 2% ins. diam
| - in the ground, with brass cap mkd.

TiHS RYW
S 1/16

§$20|821
1972

Set a 6 ft, steel fence post alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high, W. of
I COr.,

27.50 | Trail road, bears N. 50° W. and S. $0° E.
38.74 Point for the witness % sec. cor. of secs. 20 and 21

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. i;
the ground, with brass cap mkd. |

WC
T36S R5W

X
S204s521
1972

Set a 6 ft. steel fence post alongside iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high, W. of
cor. |

40.34 | Point for the % sec. cor. of secs. 20 and 21, at pro-




39

Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 36 S., R. 5 W., Salt Lake Meridian, Utah
CHAINS

portionate distance, there is no remaining evidence of
the original cor. The cor. point falls in a wash which
drains S. 50° E., and is unsuitable for monumentation,

51.90 |Improved gravel road, bears S. 50° E. and N. 50° W.
67.20 |{Wash, drains E.; asc. SE. slope, enter scattered timber.

80.68 |The cor, of secs. 16, 17, 20 and 21, monumented with a
sandstone, 16x13x9 ins., firmly set 6 ins. in the
ground, plainly mkd. 4 notches on E. and 3 notches on
S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S17]s16
S20[S21

1972

Bury original cor. stone alongside iron post.

Set a 6 ft. steel fence post alongside.

Raise a mound of stone, 25 ft. base, 1l ft. high, W. of
cor.

From the cor. of secs. 15, 16, 21 and 22.
N. 89° 38' W., bet. secs. 16 and 21.
Over hilly land through scattered pinon and juniper.

2.42 |Power line, bears N. 26° 16' E., and S. 26° 16' W.

3.80 |[Trail road, bears N. 10° E. and S. 10° w.
28.90 |Wash, drains irregularly s,

39.64 The % sec. cor. of secs. 16 and 21, monumented with a
granite stone, 16x14x6 ins., firmly set 8 ins. in the
ground, plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W

S16
% s21

1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 88° 58' w., beginning new measurement.

" (October 1964) (formerly 4-673b) USDI-—-—-BLM FIELD NOTE PAPER
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4.10
7.70
26,20
36.00

40.89

9.30

14.50

27.40 |

31.00

39, 35

41.70

46,50 |

50. 10
35.70

56.80

66.50 |

74.50

76.70 |

W, bl "
L e

40

Dependent Resurvey of a Portion of the Subdivisiona
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l {THAINS
=+

mwwwmw"

gh sagebrush, ﬁéﬁﬁtﬁrmﬁ

Continue over rolling land throus
pinon and juniper,

Graded road, bears S. 30° E. and N. 30° W.
Wash, drains §. 30° E.

Power line, bears N, 10° E., and 8. 10° W,

Wash, drains S. 10° E.

The cor. of secs., 16, 17, 20 and 21.

N. 0° 43" E., bet, secs., 16 and 17,

Over nearly level land through sagebrush, scattered
pinon and juniper.

Asc, S. slope.

TQP ) f narriw v iﬂgﬁ » bﬁﬁ rs E » ﬁné H * ; - ﬁ s B 1 ‘ :

Bottom of descent, wash, drains E.; continue over

rolling land through sagebrush

Wash, drains L.
Wash, drain §. 50° E,

Point for the % sec. cor. of secs. 16 and 17, at propor-
tionate distance; there i{s no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 24 ins. diam., 24 ins.
in the ground, with brass cap mkd,

T36S RSW
ke

$17]816

1972

Set a b ft.

steel fence post alongside the iron post.

Raise a mound of stone, 2 ft. base, 1l ft. high, W. of
cor.

Asc. 5. slope through pinon and juniper.
Small draw, drains E.; asc. S. slope.

Top of low spur, projects S. 10° E. from W.; desc. N.
slope.

Bottom of draw, drains E.; asc. S. slope.
Top of low ridge, bears E. and W.; desc. N. slope.
Trail road, bears E. and W.

Wash, drains S. 30° E.; asc. S. slope.

Top of spur, projects SE.; desc. N. slope.

Bottom of descent; continue over rolling land.

PP il el vt el
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T 36 S - R, 5 W.. Salt Lake Meridian Utah
CHAINS

78.70 | The cor. of secs. 8, 9, 16 and 17, monumented with a
trachyte stone, 16x10x5 ins., firmly set 8 ins. in the
ground, plainly mkd. with 4 notches on E. and S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
s8|s9
S17[s16

1972

Bury original cor. stone alongside the iron post and
set a 6 ft. steel fence post alongside.

Raise a mound of stone, 2% ft. base, 1% ft. high, W. of
cor.

From the cor. of secs. 9, 10, 15 and 16.

S. 89° 58' W., bet. secs. 9 and 16.

Over rolling land through sagebrush

8.40 |Wash, drains S. 60° E.; asc gentle E. slope.

24,70 Enter pinon and juniper.

32.60 | Top of slope; desc. gentle W. slope through sagebrush.

40.10 | The % sec. cor. of secs. 9 and 16, monumented with a

sandstone, 18x14x10 inms., firmly set 10 ins. in the ground

plainly mkd. % on N, face.

-

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S9

% 7516
1972

from which

A juniper, 6 ins. diam., bears S. 30° W., 43% lks.
dist,, mkd. % S 16 BT.

Bury original cor. stone alongside iron post, and set
a 6 ft. steel fence post alongside.

S. 88° 50' W., beginning new measurement.

Continue over rolling land through scattered pinon and
juniper.

1.10 |[Wash, drains S.

9.10 |Dirt road, bears N. 30° E. and S. 30° W.

-7 (October 1964) (formesly 4~673b) USDI~-BLM FIELD NOTE PAPER



Ge

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R, 5 W,, Salt Lake Meridian, Utah

CHAINS

13.30
39.20

40,13

0.25

11.10

29.60

39.68

12.55
25.90
33.00

39.95

Power line, bears N, 10° E. and S. 10° W.
Bottom of a draw, drains SE.

The cor. of secs. 8, 9, 16 and 17.

N. 1° 02' E., bet. secs. 8 and 9.
Over rolling land.

Bottom of draw, drains S. 80° E.; over rolling land;
asc. S. slope through dense pinon and juniper,.

Top of spur, projects W.; desc. N. slope.

Bottom of descent, wash, drains N. 75° E.; continue
over rolling land.

The % sec. cor. of secs. 8 and 9, monumented with a
granite stone, 12x10x5 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.

At the cor, point

i Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
"in the ground, with brass cap mkd.

: T36S RSW
\ %

; s8ls9
[ 1972
|
|
|

Bury original cor. stone alongside the iron post and
iset a 6 ft. steel fence post alongside.

iRaise a mound of stone, 2% ft. base, 1% ft. high, W. of
icor.

N. 0° 21' W., beginning new measurement.

Continue over rolling land through sagebrush, scattered
pinon and juniper.

Rock Canyon, drains E.

Trail road, bears N, 80° E. and N. 65° W.

Wash, drains N. 80° E.

The cor. of secs. 4, 5, 8 and 9, monumented with a
granite stone, 14x12x10 ins., firmly set 6 ins. in the
ground, plainly mkd. with 4 notches on E. and 5 notches
on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

& GPO /
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 36 S., R. § W., Salt Lake Meridian, Utah

CHAINS

T36S R5W
55]84
s8]s9
1972

Bury original cor. stone alongside iron post.

Raise a mound of stone, 3 ft. base, 1% ft. high, N. of
cor,

From the cor. of secs. 3, 4, 9 and 10.
S. 87° 58' W., bet. secs. 4 and 9.

Over broken land by triangulation, topography scaled.

Desc. NW. slope through pinon, juniper and fir.

5.50 |Bottom of Rock Canyon, drains N, 15° E.; asc. SE. slope
through dense pinon, juniper and fir.

15.40 |MW. rim of Rock Canyon, continue over rolling land
through scattered pinon and juniper. End triangulation.

28.00 |Desc. gentle SW. slope. Leave timber.

39.22 |[The % sec.. cor. of secs. 4 and 9, monumented with a
granite stone, 14x12x6 ins., firmly set 4 ins. in the
8round, plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
y -S4
S9
1972

Bury original cor. stone alongside the iron post and
set a 6 ft. steel fence post alongside.

Raise a mound of stone, 2% ft. base, 1} ft. high, N. of
cor.

N. 89° 57' W., beginning new measurement,

Continue over rolling land, through sagebrush, scattered
pinon and juniper.

3.50 |Wash, drains S. 40° E.
10.90 | Power line, bears N. 0° 53' W. and §. 0° 53' E,
25.05 |Trail road, bears N. 70° E. and S. 70° W.
30.20 |Wash, drains S. 15° E.
31.60 |Graded dirt road, bears N. 10° W. and S. 10° E.

36.10 Trail road, bears S. 50° E. and N. 50° W.
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40.40

20.20

34.00

40.18

17.90

21.30

39.32

Dependent Resurvey of a Portion of the Subdivisional

__Lines of T, 36 S., R. S5 W., -~ : : sln P r

The cor. of secs. 4, 5, 8 and 9.

N. 0° 14' W., bet. secs. 4 and 5.
Over rolling land through sagebrush.
Trail road, bears N. 80° W. and S. 80° E.
Wash, drains S. 30° E.
Trail road, bears N. 40° W. and S. 40° E,
Wash, drains S. 70° E.
The % sec. cor. of secs. 4 and 5, monumented with a
volcanic stone, 14x8x6 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.
At the cor. point
the ground to solid rock and in a mound of stone, 2% ft.
base to top, with brass cap mkd.
T365 R5W
Y
s5|s4
1972

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

N. 0° 34' E., beginning new measurement.
Continue over rolling land through sagebrush.,
Graded dirt road, bears N. 30° W. and S. 45° E.
Wash, drains S. 60° E. from W.

Intersect the Seventh Standard Parallel South on the
S. bdy. of sec. 33, T. 35 S., R. 5 W., at the closing
cor. of secs. 4 and 5, T. 36 S., R. 5 W., monumented
with a volcanic stone, 10x8x6 ins., firmly set 6 ins.
in the ground, mkd. with 4 notches on the E. and 6
notches on the S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T35S R5W
5§33
s5[s4

cc

T36S R5W
1972

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins. in
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Bury original cor. stone alongside iron post and set a
6 ft. steel fence post alongside.

From this cor., the standard cor. of secs. 32 and 33,

T. 35 S., R. 5 W., set, mkd. and witnessed as described
in the field notes of the concurrent resurvey of

T. 35 S., R. 5 W., bears N. 89° 48' W., 11.09 chs. dist.

Point for the N. % sec. cor. of sec. 4 on the N. bdy. of
the Tp., at midpoint longitudinally between the closing
cor. of secs. 4 and 5, and the closing cor. of secs.

3 and 4.

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T35S R5W

Y% s4
T36S R5W
1972

Set a 6 ft. steel fence post alongside the iron post.

From this cor., the standard % sec. cor. of sec. 33,
T. 35 8., R. 5 W., a 2} ins., iron post, set, mkd. and
witnessed as described in the field notes of the con-
current resurvey of T. 35 S., R. 5 W., bears N, 89°
24" W.,11.335 chs. dist.

From the cor. of secs. 28, 29, 32 and 33.
N. 89° 40' W., bet, secs. 29 and 32.
Over cultivated land.

12.26 | Fence, parallels U.S. Highway No. 89.

13.09 | U.S. Highway No. 89, bears N. 24° 02' E. and S. 24° 02'
W.; asc. E. slope. Enter sagebrush.

20.16 | Power line, bears N. 0° 40' E. and S. 0° 40' W.
20.60 | Graded dirt road, parallels power line.

21.05 | Cor. of fences which bear N., S.,and N. 89° 30' W.,
continue along fence line; asc. E. slope.

40.51 | The % sec. cor. of secs. 29 and 32, monumented with a
granite stone, 15x6x6 ins., firmly set 6 ins. in the

ground, in old fence line which bears S. 89° 40' E.,

and N, 89° 53' W., plainly mkd. % on N. face.

At the cor. poinf

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to solid rock, in a collar of stone, with
brass cap mkd.

T36S R5W
S29
% 7532

1972
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15.40

30.00

31.10

36.00

37.90

39.38

6.40

13.40

30.00

40.96

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S.. R. 5 W., Salt Lake Mer’'if: . Utah

Bury original cor. stone alongside the iron post.

N. 89° 53' W., beginning new measurement.

Continue asc. of E. slope along fence line, through
scattered pinon and juniper.

End ascent, continue over rolling land.

Gully, drains irregularly S., fence turms S.

Top of low hill; desc. W. slope.

Base of slope, continue over rolling land.

Trail road, bears N. and S.

The cor. of secs. 29, 30, 31 and 32, monumented with a
sandstone, 18x10x8 ins., firmly set 10 ins. in the
ground, in old fence line which bears N. 0° 10' E. and
S. 0° 10' W., plainly mkd. 5 notches on E. and 1 notch
on S. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
530|529

S31[s32

1972

Bury original cor. stone alongside the iron post.

N. 89° 24' W., bet. secs. 30 and 31.

Over rolling land through sagebrush, scattered pinon and
juniper.

Wash, drains S. 40° E.
Limestone Creek, flows S. 60° E.

Fence, bears N. 89° 24' W. and N. 40° E., thence along
fence line.

The % sec. cor. of secs. 30 and 31, monumented with a
sandstone, 14x8x6 ins., firmly set 6 ins. in the ground,
at the cor. of fences which bear S., E. and W., plainly
mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
. $30
K S31

1972
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R, 5 W., Salt Lake Meridian, Utah

CHAINS

Bury original cor. stone alongside the iron post.

N. 89° 52' w., beginning new measurement.

Continue, over rolling land through sagebrush, scattered
pinon and juniper, along fence line,

0.10 |Trail road, bears N, and §S.

13.90 |Ditch, drains S.
20.00 |Trail road, beas S. and N, 10° w.

37.11 |The cor. of secs. 30 and 31, on the W. bdy. of the Tp.
hereinbefore described.

From the cor. of secs. 29, 30, 31 and 32.

N. 0° 10" E., bet. secs. 29 and 30.

Over gently rolling land.
Asc. SE. slope through sagebrush, along fence line.

20.11 The cor. of fences which bear EW. and S. 10° E. Leave
fence line.

20.80 |Trail road, bears N. 80° E. and W,

33.30 | Top of spur, projects E.; desc. N. slope through pinon
and juniper,

40.18 The % sec. cor. of secs. 29 and 30, monumented with a
sandstone, 16x12x8 ins., firmly set 8 ins. in the
ground, and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to solid rock, and in a collar of stone,
with brass cap mkd.

T365 RSW
4
$30/s29

1972

Bury original cor. stone alongside the iron post and set
a 6 ft, steel fence post alongside.

N. 0° 50' w., beginning new measurement.

Continue descent of N. slope through pinon and juniper,
0.25 | Bottom of wash, drains S. 55° E.; asc. S. slope.

17.30 Top of ridge, bears E. and W.; desc. NE. slope.

23.70 | Bottom of draw, drains S. 70° E.; asc. §S. slope.
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39.94

1.40
2.35
14.70
14.76

20.20

20.39
37.20

40.40

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian. Utah

The cor. of secs. 19, 20, 29 and 30, monumented with a
sandstone, 14x10x8 ins., firmly set 6 ins. in the ground,
plainly mkd. with 5 notches on E. and 2 notches on §.
edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to solid rock, in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T36S R5W
519520

"530[s29
1972

Bury original cor. stone alongside the iron post and set
6 ft. steel fence post alongside.’

From the cor. of secs. 20, 21, 28 and 29.

S. 89° 19' W., bet. sees. 20 and 29.

Over rolling land through sagebrush.

U.S. Highway No. 89, bears N. 45° 25' E, and curves §S.
Fence, parallels U.S. Highway No. 89.

Wash, drains N.

Fence, bears N. and S.

Point for the E. 1/16 sec. cor. of secs. 20 and 29.

Set an iron post, 30 ins. long, 25 ins.diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
520
529

1972

E 1/16

Set a 6 ft, steel fence post alongside.

Fence, bears N. and S.
Low spur, slopes S. 50° E.

The % sec. cor. of sees. 20 and 29, monumented with a
sandstone, 16x10x6 ins., firmly set, 6 ins. in the ground
plainly mkd. 4% on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

L S20

% 7§39
1972

:
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Bury original cor. stone alongside the iron post and
set a 6 ft. steel fence post alongside.

N. 89° 31' w., beginning new measurement.

Continue over gently rolling land through sagebrush,
scattered pinon and juniper,

6.00 |Wash, drains S. 40° E.; asc. NE. slope.

36.60 | Top of low Spur, with trail road, bears N, 55° W. and
S. 80° E.; spur, projects S. 55° E.; desc. SW. slope.

40.29 | The cor. of secs. 19, 20, 29 and 30,

N. 89° 38" W., bet. secs. 19 and 30.
Over mountainous land.
Asc. SE. slope through dense Pinon and juniper,

39.81 |The % sec. cor. of secs. 19 and 30, monumented with a
8ranite stone, 14x12x6 ins., firmly set 6 ins, in the
ground, plainly mkd, % on N, face.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
S19
% S30

1972

from which

A juniper, 10 ins. diam., bears N. 80° E.; 39 1ks.
dist., mkd. % S 19 BT,

A juniper, 6 ins. diam., bears S. 60° W., 63 1lks.
dist,., mkd. % S30 BT.

Bury original cor. stone alongside iron post.

5. 89° 52' y., beginning new measurement.

Continue ascent of gentle E. slope through dense pinon
and juniper.

6.00 |Top of ascent; desc. over SW. slope.
24,50 |Bottom of draw, drains S. 40° E.; asc. NE. slope.

37.32 |The cor. of secs. 19 and 30, on the W. bdy. of the Tp.,
hereinbefore described.

From the cor. of secs. 19, 20, 29 and 30.
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2.65

6.40
13.70

20.95

29.60
40.00

40.15

2.80

4.75

12.40
26.30

29.80

37.85

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

N. 0° 14' W., bet. secs. 19 and 20.
Over rolling land.
Asc. S. slope through scattered pinon and juniper.

End ascent, trail road, bears S. 55° E. and N.55° W.;
continue along gentle E. slope.

Top of low spur, projects E.; desc. N. slope.
Bottom of draw, drains 8. 75° E.; asc. S. slope.

Top of ascent, trail road, bears N. 85° E. and S. 85°
W.; along the top of a low ridge; desc. N. slope.

Bottom of ravine, drains E.; asc. S. slope.

Top of spur, projects E.

The % sec. cor. of secs. 19 and 20, monumented with a
sandstone, 14x10x8 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
1

4
$19]s20
1972

from which

A pinon, 10 ins. diam., bears S. 43° E., 62 lks.
dist., mkd. T36S R5W % S$20 BT.

A pinon, 16 ins. diam., bears N. 22° W., 38
lks. dist., mkd. T36S RS5W % S19 BT.

Bury original cor. stone alongside the iron post and set
a 6 ft. steel fence post alongside.

Raise a mound of stone 3 ft. base, 2 ft. high,, H. of
cor.

N. 2° 22" E., beginning new measurement.
Desc. NE. slope through scattered pinon and juniper.
Bottom of draw, drains S. 70° E.; asc. S. slope.

Top of ascent, improved gravel road, bears S. 88° E
and N. 88° W.; desc. N. slope.

Bottom of draw, drains N. 80° E.; asc. S. slope.
Top of spur, projects E.; desc. N. slope.

Bottom of draw, drains irregularly E.; asc. S. slope.

Top of spur, projects NE.; desc. N. slope.
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Dependent Resﬁrvey of a Portion of the Subdivisional
‘ B CEE T . T ral - ot omoe
CHAINS

39.10 Bottom of smal}l draw, drains E.; asc. SE. slope.

39.36 The cor. of secs. 17, 18, 19 and 20, monumented with a
sandstone, 16x14x10 ins., firmly set 6 ins. in the
ground, plainly mkd. with 5 notches on E. and 3 notches
on S edges.

from which the original bearing trees:

A pinon, half dead, 12 ins. diam., bears §. 25° E.,
125 1ks. dist., mkd, T36S RSW S20 BT.

A juniper, 30 ins. diam,, bears S. 5° 30' W., 128
lks. dist., mkd. T36S R5W S19 BT. (No record of
these bearing trees).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T368 R5W
S18]s17
s19[520

1972

Bury original cor. stone alongside the iron post and
set a 6 ft., steel fence post alongside.

Raise a mound of stone, 2% ft. base, 1% ft. high, W. of
cor,

From the cor. of secs. 16, 17, 20 and 21.

5. 89° 06' W., bet. secs. 17 and 20.

Over rolling land.

Asc. along §. slope through dense Pinon and juniper.
22.60 | Draw, drains S. 70° E.

37.60 | Draw, drains S. 65° E.; asc. NE. slope.

39.80 Point for the Y% sec. cor. of secs. 17 and 20, at propor-
tionate distance; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
S17
% 520
1972
Set a 6 ft. steel fence post alongside the iron post.

42.40 | Spur, slopes SE.; thence along S. slope through dense
pinon and juniper.

49.60 | Draw, drains S. 60° E.

72.60 | Top of spur, projects N. 50° E.; desc. NW. slope.

(October 1964) (formerly 4—673b) USDI—~BLM FIELD NOTE PAPER



CHAINS

76.50

79.60

34.60

40.32

9.10

22.00

25.60

32.50

37.09

3.60

19.60

29.70

34.60

35.50

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S. R. 5 W. Salt Lake Meridian Utah

Bottom of draw, drains N. 40° E.; asc. E. slope.

The cor. of secs. 17, 18, 19 and 20.

N. 89° 38' W., bet. secs. 18 and 19.

Over mountainous land.

Asc. gentle E. slope through scattered pinon and juniper.
Desc. NW,. slope.

The % sec. cor. of secs. 18 and 19, monumented with a
granite stone, 14x12x6 ins., firmly set, 6 ins. in the
ground, plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W

_ _s18

% 7519
1972

Bury original cor. stone alongside the iron post and set
a 6. ft. steel fence post alongside.

N. 89° 51' W., beginning new measurement.

Continue descent over NW. slope.

Bottom of draw, drains N. 45° E.; thence along N. slope.
Bottom of draw, drains N. 35° E.; asc. E. slope.

Top of spur, projects NE.; desc. NW. slope.

Bottom of draw, drains N. 55° E.; asc. SE. slope

The cor. of secs. 18 and 19, on the W. bdy. of the Tp.
hereinbefore described.

From the cor. of sees. 17, 18, 19 and 20.

N. 0° 08' E., bet. sec. 17 and 18.

Over rolling land.

Asc. SE. slope through scattered pinon and juniper.
Top of spur, projects E.; desc. NE. slope.

Draw, drains N. 60° E.

Bottom of draw, drains S. 65° E.; asc. S. slope.
Top of spur, projects S. 60° E.; desc. NE. slope.

Bottom of draw, drains S. 55° E.; asc. S. slope.
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Dependent Resurvey of a Portion of the Subdivisional
e f R, § A
CHAINS

39.56 | The % sec. cor. of secs. 17 and 18, monumented with a
volcanic stone, 16x10x10 ins., firmly set 8 ins. in
the ground, plainly mkd. % on W, face.

from which an original bearing tree:

A pinon, 12 ins. diam., bears N. 5° W., 187 1lks.
dist., mkd. % S BT. (No record of this bearing tree)

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd.

T36S R5W
Y
518(s17
1972

Bury original cor. stone alongside iron post.

N. 0° 14' E., beginning new measurement.

Continue ascent of SE. slope through dense pinon and
juniper.

13.80 | Top of ascent, continue over rolling land through sage-
brush, scattered pinon and juniper.

39.98 The cor. of secs. 7, 8, 17 and 18, monumented with a
volcanic stone, 18x8x6 ins., firmly set 6 ins. in the
ground, plainly mkd. 5 notches on E. and 4 notches on S.
edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to solid rock, in a mound of stone, 2 ft,
base to top, with brass cap mkd.

T36S R5W
57|98

s18[s17

1972

Bury original cor. stone alongside iron post and set
a 6 ft., steel fence post alongside.

From the cor. of secs. 8, 9, 16 and 17.

N. 89° 57' W., bet. secs. 8 and 17.

Over rolling land.

Asc. SE, slope through dense pinon and Jjuniper.

1.50 Spur, slopes S. 25° E.; thence along general S. slope.

14.00 | Draw, drains S.
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32.00

40.06

29.20

40.27

1.00

21.40

40,22

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

Draw, drains S. 50° E.; asc. SE. slope.

The % sec. cor. of secs. 8 and 17, monumented with a
sandstone, 16x12x16 ins., firmly set 6 ins. in the
ground, plainly mkd. % on N. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, to solid rock in a mound of stone, 2% ft.
base to top, with brass cap mkd.
T36S R5W
. S8
% 817
1972

From which

A juniper, 6 ins. diam., bears N. 7° E.; 50 lks.
dist., mkd. % S8 BT.

A pinon, 8 ins. diam., bears S. 87° W., 37 lks.
dist., mkd. % S17 BT.

Bury original cor. stone alongside iron post.

S. 89° 12' W., beginning new measurement.

Continue ascent over SE. slope through dense pinon and
juniper.

Top of ascent, continue over rolling land through sage-
brush, scattered pinon and juniper.

The cor. of secs. 7, 8, 17 and 18.

S. 89° 57' W., bet. secs. 7 and 18.

Over rolling land through sagebrush.

Trail road, bears N. 65° E. and S. 65° W.

Draw, drains N. 30° E.

The % sec. cor. of secs. 7 and 18, monumented with a
sandstone, 18x9x6 ins., firmly set 6 ins. in the ground,
plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W

L S7

“ 518
1972

Bury original cor. stone alongside iron post and set
a 6 ft., steel fence post alongside.

N. 89° 57' W., } 4. . . new measr . . .

¥t GPO /: ¢




Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

CHAINS

Continue over rolling land through sagebrush.

15.00 Ridge, bears N. and S.; desc. gentle NW. slope.

31.00 | E. rim of Rock Canyon curves S. and E.

T

37.84 | The cor. of secs. 7 and 18, on W. bdy. of the Tp., hereinf
before described,

From the cor. of secs. 7, 8, 17 and 18.

N. 0° 11' E., bet. secs. 7 and 8.

Over rolling land through sagebrush.

0.50 | Trail road, bears N. 65° E. and S. 65° W.
11.20 S. rim of Rock Canyon, bears E. and W.; desc. N. slope,
24,80 Bottom of Rock Canyon, drains S. 80° E.; asc. S, slope.

33.70 { Top of ascent, N, rim of Rock Canyon, bears E. and W.;
continue over rolling land through sagebrush

39.72 | The % sec. cor. of secs. 7 and 8, monumented with a
granite stone, 16x10x8 ins,, firmly set 6 ins. in the

ground, plainly mkd. % on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to solid rock, in a mound of stone, 2 ft,
base to top, with brass cap mkd.
T36S R5W
4
S71s8
1972

Bury original cor. stone alongside iron post and set
a 6 ft. steel fence post alongside.

N. 0° 11' w., beginning new measurement

Continue over rolling land through sagebrush, scattered
pinon and juniper,

3.90 | Wash, drains S. 85° E.

40.18 The cor. of secs. 5, 6, 7 and 8, monumented with a
granite stone, 16x8x5 ins., firmly set 6 ins. in the
ground, plainly mkd. with 5 notches on E. and S.
edges.

from which the original bearing trees:
A juniper, 10 ins. diam., bears N. 78° 45' E.,
60 lks. dist., with a healed blaze. (Record,
N. 81° E., 59 1ks.).

A juniper, 10 ins. diam., bears S. 22° 45' E.,
160 1ks. dist., dimly scribed S8 BT. (Record,

7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD NOTE PAPER
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30.00

39.96

40.88
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S. R. 5 W.. Salt Lake Meridian. Utah

S. 22° E., 162 lks.).

A juniper, 10 ins. dia,., bears S. 67° W., 135
1ks. dist., with a healed blaze. (Record, S. 72°
W., 135 1ks.).

A juniper, 18 ins., diam., bears N. 79° 45' W., 98
1ks. dist., dimly scribed S6 BI. (Record, N. 75°
W., 98 lks.).

At the cor. point

Set an iron post, 30 ins. long, 25 ins. diam., 18 inmns.
in the ground to solid rock, in a collar of stone, with
brass cap mkd.

T36S R5W
S6|85
S7[s8
1972

Bury original cor. stone alongside the iron post and set
6 ft. steel fence post alongside.

From the cor. of secs. 4, 5, 8 and 9.
N. 89° 27' W., bet. secs. 5 and 8.

Over rolling land through sagebrush, scattered pinon and
juniper.

Trail road, bears N. 60° W. and S. 60° E.

The % sec. cor. of secs. 5 and 8, monumented with a
granite stone, 15x10x8 ins., firmly set 6 ins. in the
ground, plainly mkd. % on N. face.

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T36S R5W
L S5
4 S8
1972
Bury original cor. stone alongside iron post and set
a 6 ft. steel fence post alongside.

Raise a mound of stone, 3 ft. base, 2 ft. high, N. of
cor.

S. 89° 11' W., beginning new measurement.

Coninue over rolling land through dense pinon and
juniper.

The cor., of sees. 5, 6, 7 and 8.

S. 89° 55' W., bet. secs. 6 and 7.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah
CHAINS
.
Over rolling land through sagebrush.

8.65 | Wash, drains N. 50° E.
40.20 | Wash, drains N. 70° E.

40.40 | The % sec. cor. of secs. 6 and 7, monumented with a
volcanic stone, 18x12x6 ins., firmly set, 10 ins.
in the ground, plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to solid rock, in a mound of stone,
4 ft. base to top, with brass cap mkd.

T36S R5W

. S6

%757
1972

Place original cor. stone in mound of stone, alongside
iron post and set a 6 ft. steel fence post alongside.

N. 89° 29' W., beginning new measurement .
Continue over rolling land through sagebrush.

36.83 The cor. of secs. 6 and 7, on W, bdy. of the Tp.,
hereinbefore described.

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 21' E., bet. secs 5 and 6.

Over rolling land through sagebrush, scattered pinon
and juniper.

4.50 | Wash, drains N. 85° E.
17.30 | Wash, drains N. 70° E.
24.70 | Wash, drains S. 55° E.

40.21 The % sec. cor. of secs. 5 and 6, monumented with a
granite stone, 10x6x6 ins., firmly set 6 ins. in the
ground, plainly mkd. % on W. face.

from which an original bearing tree:

A pinon, 16 ins. diam., bears N. 73° 30" W., 247 1lks.
dist., dimly scribed % S BT. (Record, N. 85°
W., 234 1ks.).

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with .brass cap mkd.

T36S R5W

%

56185
1972
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Dependent Resurvey of a Portion of the Subdivisional
Liv: of . 278, R, SW.. al+ T " - M-~ "d4. ... 1T+~h
CHAINS

Point for the N. % sec. cor. of sec. 6 on the N. bdy.

of the Tp., at proportionate distance longitudinally
between the NW. cor. of the Tp., and the closing cor. of
secs. 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T35S R5W

% s6
T36S R5W
1972

Set a 6 ft. steel fence post alongside.

From this cor., the standard % sec. cor. of sec. 31,

T. 355., R. 5W., a 2% in. iron post, set, mkd. and
witnessed as described in the field notes of the concur-
rent resurvey of T. 35 S., R. 5 W., bears N. 89° 43'

W., 11.30 chs. dist.

General Description

The general elevation of the township varies from about
6900 ft. to 7500 ft. above sea level.

The Sevier River flows northeasterly through the township
entering in section 32 and leaving in section 2. The
land drains generally toward the river channel, and is
hilly and broken except for nearly flat agricultural land
along the river banks. The soil varies from sandy clay
along the river to rocky and sandy elsewhere.

The vegetation is mostly sagebrush, pinon and juniper
except for willews and cottomwood along the river,

The township is accessible by U.S. Highway No. 89, which
follows the Sevier River and by numerous trail roads
-located throughout the township.

The town of Hatch is located in section 29 and is bisected
by U.S. Highway No. 89.

The magnetic declination was found to be 15° 15!'
East.
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CERTIFICATE OF SURVEY

1, @ H. Dennis Badger , HEREBY
CERTIFY upon honor that. in pursuance of special instructions bearing date of the 5th day
of May , 1972 . (D (@8 have dependently resurveyed a portion of th

west boundary, a portion of the south boundary and a portion of the
subdivisional lines of T. 36 S., R. 5 W., Salt Lake Meridian, Utah

ot the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been exec;ted by (me), (@X) and under (my)
XXX direction; and that said survey has been made in strict conformity with said special instruc-
tiong, the Manual of Instructions for the Survey of the Public Lands of the United States, and in

specific manner described in the foregoing field notes.

January 8, 1973

Date)
T Dawe (Cadastral Surveyor)
CERTIFICATE OF APPROVAL
CountEED Hlr Al VAL BUREAU OF LAND MANAGEMENT
o ‘g74 Washington, D.C.

The toregong field notes of the  dependent resurvey of a portion of the west bound
a portion of the south boundary, and a portion of the subdivisional
lines of Township 36 South, Range 5 West, Salt Lake Meridian, Utah

eaecated by H. Dennis Badger, Supervisory Cadastral Surveyor

fane been entically examined and found correct, are hereby approved.

T T

Date:

CERTIFICATE OF TRANSCRIPT

. 15 a true copy of the original field notes.
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The following field notes are those of a dependent resur—
vey of the north and south miles of the east boundary

and a portion of the subdivisional lines of Township 23
South, Range 7 West, Salt Lake Meridian, Utah.

The north, south and east boundaries and the subdivisional
lines, were surveyed by Andrew J. Stewart in 1876. The
west boundary was surveyed by Julian Bausman in 1869, and
resurveyed by Scott P. Stewart and Edward N. Thompson in
1915. The north boundary was resurveyed by Fred R.
Chappell in 1968. The southeast corner of the township
was remonumented by John W. Dougall in 1911. The south
boundary was resurveyed by Howard Miller in 1917.

The dependent resurvey was executed in accordance with
the specifications as set forth in the Manual of Survey-
ing Instructions, 1947, and the Special Instructions
dated August 10, 1972.

The directions of all lines were determined by the solar
transit. The lines were carried forward by sustained
angulation being supplemented by observations on Polaris
taken throughout the progress of the survey. The dis-
tances were determined by chaining.

Prior to restoration of any corners, all necessary lines
of the original survey were retraced and a diligent search
was made for any evidence of the original monuments and
other calls of the official record. Identified corners
were remonumented in their original positions. Lost
corners were reestablished at proportionate positions, but
not until exhausting every reasonable possibility of
finding direct evidence of the control of each corner.

The geographic position of the southeast corner of the
township is at Latitude 38° 45' 35" . and Longitude
|112° 34" 46" W. as determined through section line ties
from U.S.C. & G.S. triangulation station, "Range", which
is a 3/4" re-bar protruding 3" above ground, located

S. 19° 21' 40" wW., 127.76 chains from the corner of sec-
tions 26, 27, 34 and 35, T. 23 S., R. 7 W., at Latitude
38° 45' 10.468" N. and Longitude 112° 37' 35.979" W.

The magnetic declination was read at a number of stations
throughout the progress of the survey, and the average of
these readings was found to be 15° 30" E.

Dependent Resurvey of a Portion of the East Boundary,
T. 23 5., R. 7 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by Andrew J.
Stewart, Deputy Surveyor, on 1876

Beginning at the cor. of Tps. 23 and 24 S., Rs. 6 and

7 W., which was remonumented by John W. Dougall in 1911
in connection with the survey in T. 24 S., R. 6 W.,

and is an iron post, 3 ins. diam., protruding 18 ins.
above ground, with brass cap mkd.
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Dependent Resurvey of a Portion of the East Boundary,
T, 23 S., R. 7 W., Salt Lake Meridian, Utah

CHAINS

T238
S36|S31
S1}8S6
R7W Ré6W

T24S
1911

Cor. is located at the cor. of fences, bearing
North and East.

N. 0° 26" E., bet. secs. 31 and 36, on the E. bdy. of
the Tp.

Over gently rolling land, through sagebrush, along fence.
37.70 Wash, 100 lks. wide, 10 ft. deep, drains N. 30° E.

40.74  Point for the % sec. cor. of secs. 31 and 36, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T238
R7W R6W
1
4
$36]s31
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Cor. is located 3 1lks. W. of north-south fence.

81.48 The cor. of secs. 25, 30, 31 and 36, monumented with a
sandstone, 12x8x3 ins., firmly set 6 ins. in the ground,
and plainly mkd. 1 notch on the S. edge and 5 notches on
the N. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S
R7W R6W
$25]530
$36]531
1972

Bury the original cor. stone alongside the
iron post.

Cor. is located 5 lks. W. of cor. of fences
bearing East, West and South.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy.
of the Tp., determined latitudinally by proportionate
measurement, and longitudinally in line with a fence
to the S.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

® U,S. Gavernment Printing Office: 1974-781-742/382 Reg
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Dependent Resurvey of a Portion of the East Boundary,
T. 23 5., R. 7 W., Salt Lake Meridian, Utah

CHAINS

T238
R7W R6W
s1|s6
s12[s7
1972

Set a steel fence post 6 ft. long, 2 ft. in the
ground alongside the iron post.

Cor. is located 3.34 chs. N. 0° 04' 30" W., of cor.
of fences bearing E. W. and §.

From this point the cor. of secs. 19, 24, 25 and 30,
bears S. 0° 04' 30" E., 246.03 chs. dist., monumented
with a white flintstone, 20x12x10 ins., firmly set 10
ins. in the ground, and plainly mkd., 4 notches on the N.
edge and 2 notches on the §. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T238
R7W R6W
524519
$25]530
1972

Bury the original cor. stone alongside the
iron post.

This control line is over private land, was fully re-
traced and a careful search was made for evidence of

intervening corners, none of which were recovered, or
remonumented.

N. 0° 30' E., bet. secs. 1 and 6, on the E. bdy. of the
Tp.

Over gently rolling land, through sagebrush.

41.00 |The % sec. cor. of secs. 1 and 6, monumented with a
black lava stone, 14x12x6 ins., firmly set 8 ins. in the
ground and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S
R7W R6W

L

[
s1lsé
1972

Bury the original corner stone and set a steel
fence post, 6 ft, long, 2 ft. in the ground,
alongside the iron post,

N. 0° 18' E., beginning new measurement.

Over gently rolling land.

39.82 | The cor. of Tps. 22 and 23, S., Rs. 6 and 7 W., monu-

© 7 (October 1964) {formerly 4—67‘3b) USDI-—-BLM FIELD NOTE PAPER



Dependent Resurvey of a Portion of the East Boundary,
T. 23 S., R. 7 W., Salt Lake Meridian, Utah

CHALINS

mented with an iron post, 2% ins. diam., protruding
| 6 ins. above ground, with brass cap wmkd.
| T22S
: R7W R6W
$36|S831
“s1]sé
R7W R6W
| T23S

| 1968

LI PSR DT e N, o ) .
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

- [ S ———
—

-— e

Reestablishment of the Survey Executed by Andrew J.
Stewart, Deputy Surveyor, in 1876

i !
!I d

' From the cor. of secs. 35 and 36, on the S. bdy. of the
Tp., monumented with an iron post, 2 ins. diam., pro-
| truding 8 ins. above ground, with brass cap mkd.

T23S R7W
$35]536
1917

N. 0° 12" E., bet. secs. 35 and 36,

[ N et Ty W TR T —

Over nearly level grass land.
39.98 Fence, bears E. and W.; enter sagebrush.
40.54 | Point for the % sec. cor. of secs. 35 and 36, at pro-

portionate distance; there is no remaining evidence of
the original corner.

——r— - mm - a4 mTELTE W i mm - e me Tetelr———— w1 . —— — —mrwam wE =

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R/W

be
$35|536

1973

eyt Bl R d B R o EE LA T LE LT - B o - p— "
——— gy - A —

Set a steel fence post, 6 ft. long, 2 ft. in the
cround alongside the iron post.

an e - e

Raise a mound of stone, 2 ft. base, 1l ft. high,
W. of cor.

31.08 | The cor. of secs. 25, 26, 35 and 36, monumented with a
conglomerate stone, 14x8x6 ins., firmly set 6 ins.
in the ground and plainly mkd. 1 notch on the S. edge
and 1 notch on the E. edge.

e pe— - R LAy Sl Sy, . ‘e .

# At the cor. point

| Set an iron post, 30 ins. long, 2 ins. diam., 24 ins,.
: in the ground, with brass cap mkd.

E e W] -
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah
CHAINS

T23S R7W
$26]525
$35]536

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground,
alongside the iron post.

Cor. is located on a low spur, sloping N.

From the cor. of secs. 25, 30, 31 and 36, on the E. bdy.
of the Tp., hereinbefore described.

S. 88° 59' W., bet. secs. 25 and 36.

Over gently rolling land, through sagebrush and along
fence line.

34.00 | Enter scattered timber.

40.70 | Fence, bears S. and N. 92 1ks., thence E,.

40.97 | The % sec. cor. of secs. 25 and 36, monumented with a
quartzite stone, 18x16x12 ins., firmly set 10 ins. in the
ground, and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W

L 825

% 7336
1972

Bury original cor. stone and set a steel fence
post, 6 ft. long, 2 ft. in the ground alongside
the iron post.

From this point, a % in. re-bar, protruding 3 ins. above
ground, bears N. 21° 31' E., 63.2 lks.

N. 89° 07' W., beginning new measurement.

Over gently rolling land, through scattered timber.

9.00 | Draw, drains N.; leave timber.
38.15 | Top of low ridge.

39.50 | Draw, ‘drains N.

40.64 | The cor. of secs. 25, 26, 35 and 36.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy.
of the Tp., hereinbefore described.

S. 88° 02' W., bet. secs. 1 and 12.
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14.70

22.20

40.98

40,26
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

Over gently rolling land, through sagebrush and along
the N. side of a fence.

Trail road, bears N. 10° W. and S. 10° E, 2.00 chs.
to junction.

Trail road, bears N. 44° W, and S. 44° E,

The Y% sec. cor. of secs. 1 and 12, monumented with a
black lava stone, 14x14x4 ins., firmly set 10 ins. in
the ground, and plainly mkd. % on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W

L Sl

%7312
1972

Bury the original corner stone and set a steel fence
post, 6 ft. long, 2 ft. in the ground alongside
the iron post.

Cor. is located 1.00 ch. N. of fence bearing east
and west.,

S. 89° 55' W., beginning new measurement.
Over gently rolling land and along the N. side of fence.

The cor. of secs. 1, 2, 11 and 12, determined by cor.

of fences bearing N. and E., with old decayed cedar

post and lath lying loose alongside. This position is
harmoniously related to existing original corners, and

is accepted as the best existing evidence of the position
of the original corner.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
s2ls1
S11[s12

1972

To verify that this is the original corner position,

I retraced bet. secs. 11 and 12, and found the cor. of
secs. 11, 12, 13 and 14 to be S. 0° 01' E., 82.68 chs.
dist., monumented with a limestone, 18x12x10 ims.,
firmly set 10 ins. in the ground, and plainly mkd. 4
notches on the S. edge and 1 notch on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

¥ GPO .
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T, 23 S., R. 7 W., Salt Lake Meridian, Utah

CHAINS

T23S R7W
$11|s12
S14[513

1972

Bury the original corner stone alongside the
iron post.

I also retraced bet. secs. 2 and 11, and found the cor.
of secs. 2, 3, 10 and 11 to be S. 89° 44! W., 80.18 chs.
dist., monumented with a white limestone, 16x8x6 ins,,
firmly set, 10 ins. in the ground, and plainly mkd, 5
notches on the S. edge and 2 notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 25 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
53|82

S10[s11

1972

Bury the original corner stone alongside the
iron post,

These control lines are over private land, were fully
retraced and careful search was made for evidence of
intervening corners, none of which was recovered or
remonumented.

N. 1° 29' E., bet. secs. 1 and 2.

Over gently rolling land, through sagebrush and along
fence.

37.80 |Trail road, bears N. 70° W. and S. 70° E.

41.59 The % sec. cor. of secs. 1 and 2, monumented with a
black lava stone, 12x12x8 ins., firmly set 6 ins. in
the ground, and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
%
s2|s1
1972

Bury original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Cor. is located 60 lks. E. of fence bearing
north and south.

N. 0° 07' E., beginning new measurement.

Over gently rolling land, along E. side of fence.

7 (October 1964) (formerly 4—673b) USDI---BLM FIELD NOTE pApERV
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S. R. 7 W. Salt Lake Meridian Utah

Trail road, bears N. 45° E. and S. 45° W.
Fence cor. bears W. 1.21 chs. Fences bear S. and W.

The cor. of sees. 1, 2, 35 and 36 on the N. bdy. of the
Tp., monumented with an iron post, 2% ins. diam., pro-
truding 6 ins. above ground, with brass cap mkd.

T22S R7W
535|536
T s2[s1
T23S R7W
1968

From the cor. of secs. 34 and 35, on the S, bdy. of the
Tp., monumented with an iron post, .2 ins. diam., pro-
truding 8 ins. above ground, with brass cap mkd.

T23S R7W
$34|535
1917

Cor. is located in cor, of fences, bearing N. 0°
17' W, and E. for 1.99 chs. thence S.

N. 0° 33' E., bet. secs. 34 and 35.

Over nearly level land, through sagebrush and along
E. side of fence.

Fence cor., bears W. 57 lks. Fences bear E., W. and
S. 0° 17' E.

Point for the % sec. cor. of secs. 34 and 35, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
L

“4
$34]835
1973

Set a steel fence post, 6 ft. long, 2 ft. in the
ground, alongside the iron post.

Deposit the broken glass at base of iron post.

The cor. of secs. 26, 27, 34 and 35, monumented with a
blue limestone, 12x8x6 ins., firmly set 6 ins. in the
ground and plainly mkd. 1 notch on the S. edge and 2
notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
s271s26

7S34[835
1972

¥r GPO 783-4
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Dependent Resurvey of a Portion of the Subdivisional

"R 7 M ST At

CHAINS

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

From this cor., U.S.C. & G.S. trlangulation station
"Range" bears S, 19° 21' 40" W., 127,76 chs, dist.

From the cor. of secs. 25, 26, 35 and 36.
West, bet. secs. 26 and 35.
Over gently rolling land, through sagebrush.

1.35 |Wash, 15 lks. wide, 3 ft. deep, drains N, 45° E,

8.05 |Trail road, bears N. and S.
40,26 The % sec. cor. of secs. 26 and 35, monumented with a
blue limestone, 14x10x10 ins., firmly set 6 {ns. in the
ground, and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23s R7W
526
535
1972
Bury the original corner stone and sct a steel

fence post, 6 ft. long, 2 ft, in the sround
alongside the fron post,

N. 89° 50' wW., beginning new measurement ,
Over gently rolling land.
27.40 |lmproved dirt road, bears N. 31° W, and §. 11° L.

40,30 The cor. of secs. 26, 27, 34 and 35.

From the cor. of secs. 33 and 34, on the S. bdy, of the
Tp., monumented with an iron post, 2 ins. diam,,
protruding 12 ins. above ground, with brass cap wkd.

T23S RIW

533|S34

1917

Cor. is located in a Fenee, bearing cast and west,

N. 0° 14' E., bet. secs. 33 and 34,

Over gently rolling land, through sagebrush,

31.00 Trail road, bears E, and W,

~ 7 (October 1964) (formerty 4-873) USDI--BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S.. R. 7 W.. Salt Lake Meridian K Utah

The % sec. cor. of secs. 33 and 34, monumented with a
blue limestone, 14x10x5 ins., firmly set 6 ins. in the

ground, and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

TZBS R7W

s33|s34
1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground, along-
side the iron post.

N. 0° 14' E., beginning new measurement.
Over gently rolling land.
Fence, bears S. 45° E. and N. 45° W. 85 lks., thence N.

The cor. of secs. 27, 28, 33 and 34, monumented with a
sandstone, 18x14x12 ins., firmly set 10 ins. in the
ground, and plainly mkd. 1 notch on the S. edge and 3
notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. dlam., 24 ins,
in the ground, with brass cap mkd.

T23S R7W
528|827

$33[s34

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

From the cor. of sees. 26, 27, 34 and 35.

N. 89° 51' W., bet. secs. 27 and 34.

Over gently rolling land, through sagebrush.

The % sec. cor. of secé. 27 and 34, monumented with a
gray limestone, 14x10x5 ins., firmly set 6 ins. in the

ground and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

Y GPO .
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Dependent Resurvey of a Portion of the Subdivisional
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CHAINS

T23S R7W

L _S27

% 7534
1972

Bury the original corner Stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

N, 89° 53! y,, beginning new measurement.
Over gently rolling land.

40.32 {The cor. of secs. 27, 28, 33 and 34.

N. 0° 22' E., bet. secs. 27 and 28.

Over gently rolling land, through sagebrush along E.
side of fence.

40.62 The % sec. cor. of secs. 27 and 28, monumented with a
blue limestone, 12x8x6 ins., firmly set 6 ins. in the
ground and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
A
$28[s27

1972

Bury the original corner stone and set a
steel fence post, 6 ft. long, 2 ft. in the ground,
alongside the iron post.

Cor. is located 22 1ks. E. of fence, bearing north
and south.

N. 0° 26' E., beginning new measurement.
Over gently rolling land, along E. side of fence.

40.70 |The cor. of secs, 21, 22, 27 and 28, monumented with a
white limestone, 18x8x4 ins., firmly set 10 ins. in
the ground, and plainly mkd. 2 notches on the S. edge
and 3 notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
§21]s22
528[827

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
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Dependent Resurvey of a Portion of the Subdivisional
Tii~ nfT. 2 St 77 ral = LR P LT

alongside the iron post.

Cor. is located 14 lks. E. of fence, bearing north
and south.

From the cor. of secs. 32 and 33, on the S. bdy. of
the Tp., monumented with an iron post, 2 ins. diam.,
6 ins. underground, with brass cap mkd.

T23S R7W
$32|s33
1917

I set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

Cor. is located 60 lks. W. of cor. of fences
bearing E., W. and N.

N. 0° 51" E., bet. secs., 32 and 33.

Over gently rolling land, through sagebrush, along
W. side of fence line.

Trail road, on top of low ridge, bears E. and W.

The % sec. cor. of secs. 32 and 33, monumented with a
black lava stone, 14x8x4 ins., firmly set 6 ins. in the
ground in old N-5 fence and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam.,, 24 ins.
in the ground, with brass cap mkd.

T23S R7W
%
$32|s33
1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

N. 0° 15' E., beginning new measurement.
Over gently rolling land, continue along fence.

The cor. of secs. 28, 29, 32 and 33, monumented with a
black lava stone, 14x7x3 ins., firmly set 6 ins. in the
ground, at cor. of fences bearing S. and N. 88° 32' W
and plainly mkd. 1 notch on the §. edge and 4 notches
on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
529|528

~832[s33
1972

% GPO
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 s., R. 7 W., Salt Lake Meridian, Utah
CHAINS

Bury the original corner stone alongside the
iron post.

From the cor. of secs. 27, 28, 33 and 34.

S. 89° 54' W., bet. secs. 28 and 33,

Over gently rolling land, through sagebrush.

0.36 |Fence, bears N. and S.

40.32 [|Point for the % sec. cor. of secs. 28 and 33, at propor-
tionate distance; there is no remaining evidence of the

original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
y S28

S33
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

54.65 Wash, 20 1ks. wide, 3 ft. deep, drains N.

80.64 The cor. of secs. 28, 29, 32 and 33.

N. 0° 14' E., bet. secs. 28 and 29.
Over gently rolling land, through sagebrush.

40.14 The % sec. cor. of secs. 28 and 29, monumented with a
decayed cedar Post, no visible scribe marks, firmly

set in the ground, with old lath lying loose alongside.
This position is harmoniously related to existing
original corners and is accepted as the best existing
evidence of the position of the original corner.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
%
529|s28
1972

Set old cedar post, alongside the iron post.

N. 0° 03" E., beginning new measurement.
Over gently rolling land.

32.00 Enter scattered timber.

FIELD NOTE PAPER



Dependent Resurvey of a Portion of the Subdivisional

Ty <o o T 27 -0 R 7T €T At 104 co T
CHAINS
40.84 |[The cor. of secs. 20, 21, 28 and 29, determined from
the original bearing trees:

A juniper, 8 ins. diam., bears N. 64° E., 115 lks.
dist., mkd. BT.

A juniper, 12 ins. diam., bears S. 43° E., 118 1ks.
dist., mkd. 528 BT. (Record bearing is S. 40° E.)

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
$20]s21
$29[s28

1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

From the cor. of secs. 21, 22, 27 and 28.

S. 89° 30' W., bet. secs. 21 and 28.

Over gently rolling land, through sagebrush.
0.14 Fence, bears S. and N. 18 lks., thence W.

41.60 |[The % sec. cor. of secs. 21 and 28, monumented with a
granite stone, 10x8x6 ins., firmly set 5 ins. in the

ground, and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
$21
% 8§28
1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Cor. is located 107 lks. S. of fence, bearing east
and west.

S. 89° 51' W., beginning new measurement.
Over gently rolling land, along S. side of fence.
32.00 |Enter scattered timber.

39.42 The cor. of secs. 20, 21, 28 and 29.

# U.S. Government Printing Office: 19 74-781-742/382 +
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Lines of T. 23 S.. R. 7 W. Salt Lake Meridian, Utah
CHAINS

N. 0° 41' E., bet. secs. 20 and 21.

Over gently rolling land, through scattered timber and
sagebrush.

2.10 |Cor. of fences, bearing E. and N.; thence along fence.
8.00 |Leave timber.

41,54 |Point for the % sec. cor. of secs 20 and 21, at pro-
portionate distance; there is no remaining evidence of
the original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
Y
$20]s21

1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Cor. is located 4 lks. W. of fence, bearing north
and south.

62.31 |Point for the N. 1/16 sec. cor. of secs. 20 and 21.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
N1/16
s20|s21
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Cor. is located 5 lks. W. of fence, bearing north
and south.

83.08 |The cor. of secs. 16, 17, 20 and 21, monumented with a
black lava stone, 16x6x3 ins., firmly set 10 ins. in the
ground, plainly mkd. 3 notches on the S. edge and 4
notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
S17]516
520521

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Cor. is located 7 lks. W. of fence, bearing north
and south.

80—7 (October 1964) (formerly 4—673b) USDI—-~BLM FIELD NOTE PAPER
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Dependent Resurvey of a Portion of the Subdivisional
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CHAINS

N. 0° 09' W., bet. secs. 16 and 17.

Over gently rolling land, through sagebrush and along
fence.

39.96 The % sec. cor. of secs. 16 and 17, determined from a
mound of stone, no marked stone was found. This
position is harmoniously related to existing original
corners and is accepted as the best existing evidence
of the position of the original corner.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam. 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T23S R7W
4
S17|s16

1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

Cor. is located 6 lks. W. of fence, bearing north
and south.

N. 0° 11' W., beginning new measurement.
Over gently rolling land.

19.40 | Improved dirt road, bears E. and W. 2.00 chs. to
junction.

40,20 The cor. of secs. 8, 9, 16 and 17, determined by cor.
of fences, bearing N., S. and W. This position is
harmoniously related to existing original corners, and
is accepted as the best existing evidence of the
position of the original corner.

' At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
$8]59
s17]s16

1972

i N. 0° 06" Y., bet. secs. 8 and 9.

Over gently rolling land, through sagebrush, and
along fence.

39.56 The % sec. cor. of secs. 8 and 9, determined by cor. of
fences, bearing N., S. and E. This position is harmon-
iously related to existing original corners and is
accepted as the best existing evidence of the position
of the original corner.

At the cor. point
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah
CHAINS )

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
Y%
s8]s9
1972

N. 0° 06' W., beginning new measurement.
Over gently rolling land, and along fence.

5.50 | Drainage ditch, drains W.
42.70 The cor. of secs. 4, 5, 8 and 9, monumented with a
blue limestone, 18x12x5 ins., firmly set 10 ins. in the
ground and plainly mkd. 5 notches on the S. edge and 4
notches on the E. edge and set in a north-south fence

line.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
S5]84
58]S9

1972

Bﬁry the original corner stone alongside the
iron post.

N. 0° 07' W., bet. secs. 4 and 5.

Over gently rolling land, through sagebrush and along
fence.

40.96 | The % sec. cor. of secs. 4 and 5, determined by decayed
cedar post lying loose at the cor. of fences, bearing
N., S. and E. This position is harmoniously related

to existing original corners, and is accepted as the
best existing evidence of the position of the original
corner.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground at fence cor., with brass cap mkd.

T23S R7W
L
S5|s4
1972

N. 0° 20' W., beginning new measurement.
Over gently rblling land, and along fence.
39.78 | The cor. of secs. 4, 5, 32 and 33, on the N. bdy. of

the Tp., monumented with an iron post, 2% ins. diam.,
protruding 6 ins. above ground, with brass cap mkd.

80--7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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? T22S R7W
i 5321533
! S51S4
i T23S R7W
1968

i Cor. is located at cor. of fences, bearing
¥. 45° E., E. and S.

EFrom the cor. of secs. 31 and 32, on the S. bdy. of
fthe Tp., monumented with an iron post, 2 ins. diam.,
:protruding 8 ins. above ground, with brass cap mkd.

T23S R7W
s31]s32
1917

!
[
I
!

P

Cor. is located at cor. of fences, bearing E. and
N.
[

'N. 0° 31' E., bet. secs. 31 and 32.

vaer gently rolling land, through sagebrush and along
rfence.

i

jPoint for the % sec. cor. of secs. 31 and 32, at
‘proportionate distance; there is no remaining evidence
lof v original corner.

1

Set an iron post, 30 ins. long, 2'5 ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
Y
| $31]s32

1972

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

Cor. is located 8 lks. E. of fence, bearing north
and south.

%Cuntinue along fence line.

Fence cor. bears W. 22 lks. Fences bear S. and E.

The cor. of secs. 29, 30, 31 and 32, monumented with a
black lava stone, 15x8x6 ins., firmly set 6 ins. in the
ground, and plainly mkd. 1 notch on the §. edge and

> notches on the E. edge.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
{n the ground, with brass cap mkd.

i T23S RIW
$30]529
S31[s32

1972

‘ Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

£ PO 78
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

CHAINS

From the cor. of secs. 28, 29, 32 and 33.
N. 88° 32' W., bet. secs. 29 and 32.

Over nearly level land, through sagebrush along old
fence line.

38.30 | Unimproved dirt road, bears N. 30° E. and S. 30° W.
40.06 | The % sec. cor. of secs. 29 and 32, monumented with
a black lava stone, 12x12x4 ins., firmly set 6 ins. in
the ground in a fence line, and plainly mkd. % on N.

face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground with brass cap mkd.

T23S R7W
S29
% $32
1973

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground

alongside the iron post.

Deposit broken glass at base of iron post.

N. 87° 51' W., beginning new measurement.

Over gently rolling land, and along fence.

32.00 Base of lava ridge, bears N. and S.; asc. 65 ft. over
E. slope and lava ledges.

33.15 |Top of lava ledges, bears N. and S.; thence over nearly
level land.

40.55 |The cor. of secs. 29, 30, 31 and 32.

N. 89° 29' W., bet. secs. 30 and 31.
Over rolling land, through sagebrush.

24,50 Enter scattered timber, bears N. and S.

31.40 |Begin descent over W. slope.

40.40 |The % sec. cor. of secs. 30 and 31, monumented with a
broken sandstone, bottom portion firmly set 6 ins. in
the ground, top portion broken off plainly mkd. %.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R6W
S$30
s$31
1973

%
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

N. 89° 58' W., beginning new measurement.
Leave timber, bears NE. and SW.

The cor. of secs. 30 and 31, on the W. bdy. of the Tp.,
monumented with an iron post, 3 ins. diam., protruding
18 ins. above ground and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T23S
R8W R7W
s25|
$36[s30
|s31
1915

I destroyed markings pertaining to sec. 25 and added 1973
above 1915,

From the cor. of secs. 29, 30, 31 and 32.
N. 0° 23" E., bet. secs. 29 and 30.
Over gently rolling land, through sagebrush.

The % sec. cor. of secs. 29 and 30, monumented with a
black lava stone, 18x16x6 ins., firmly set 10 ins. in the

ground, and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

T23S R7W
Y
5301829

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

N. 0° 31' E., beginning new measurement.

Over gently rolling land.

The cor. of secs. 19, 20, 29 and 30, monumented with a
black lava stone, 12x10x8 ins., firmly set 6 ins. in

the ground, and plainly mkd. 2 notches on the §S. edge and
5 notches on the E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.

% GPO /: ¢ ¢




Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 8., R. 7 W., Salt Lake Meridian, Utah

CHAINS
T23S R7W
519}s20
$30]s29

1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Raise a mound of stone, 2% ft. base, 1% ft. high,
W. of cor.

From the cor. of secs. 20, 21, 28 and 29.
N. 88° 31' W., bet. secs. 20 and 29.

Over gently rolling land, through scattered timber
and sagebrush.

36.75 {Unimproved dirt road, bears N. 18° W. and S. 18° E.

40.01 |[The % sec. cor. of secs. 20 and 29, monumented with a
juniper, 18 ins. diam. plainly mkd. % S. on N. face

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground under markings on tree, with brass cap mkd.

T23S R7W

y _S20

* 829
1972

from which

A juniper, 8 ins. diam., bears South 81.5 1lks.
dist., mkd. % S BT.

N. 88° 34' W., beginning new measurement.
jover gently rolling land.

11.00 [Leave timber at base of lava flow.

15.00 ITop of lava flow.

40.19 [The cor. of secs. 19, 20, 29 and 30.

N. 89° 20' W., bet. secs. 19 and 30.

Over gently rolling land, through sagebrush.

40.58 [The % sec. cor. of secs. 19 and 30, monumented with a
black lava stone, 18x10x6 ins., firmly set 10 ins. in
the ground, and plainly mkd. % on N. face.

[At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with brass cap mkd.
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Dependent Resurvey of a Portion of the Subdivisional

‘4.~ of T. 27 S.. R. 7 W.. Salt Lake Meridian. Utah

CHAINE

T23S R7IW
S19
% 7530
1972

Bury the original cor. stone alongside the
iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high,
N. of cor.

N. 89° 44' W., beginning new measurement.

Over gently rolling land.

6.00 {Top of lava flow.

12.00 |Base of lava flow.

32.00 |Improved dirt road, bears N. 39° E. and S. 39° W.

39.98 |The cor. of secs. 19 and 30, on the W. bdy. of the
Tp., monumented with an iron post, 3 ins. diam., pro-
truding 18 ins. above ground, with brass cap mkd.

T23S
R8W R7W
524
$25|s19
I's30
1915

I destroyed markings pertaining to sec. 24 and added 1973
above 1915.

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 28' E., bet. secs. 19 and 20.
Over gently rolling land, through sagebrush.

40.44 |The % sec. cor. of secs. 19 and 20, monumented with a
black lava stone, 20x14x6 ins., firmly set 12 ins.

in the ground, and plainly mkd. % on W. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to solid rock and in a mound of stone,
3 ft. base to top, with brass cap mkd.

T23S R7W
Y%
519|520

1972

Bury the original corner stone and set a steel fence
post, 6 ft. long, 1 ft. in the ground, alongside
the iron post.

N. 0° 12' E., beginning new measurement.

* U.S. Government Printing Office: 1974-781-742/382 i
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W.. Salt Lake Meridian. Utah
CHAINS

Over gently rolling land.
2.40 |Ridge, bears NE. and SW.
20.26 |Point for the N. 1/16 sec. cor. of secs. 19 and 20.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
N1/16
s19]s20
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

22.25 |Improved dirt road, bears N. 60° E. and S. 60° W.

40.52 1Point for the cor. of secs. 17, 18, 19 and 20, at
proportionate distance; there is no remaining evidence
of the original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
$18|s17
519520

1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

From the cor. of secs. 16, 17, 20 and 21.

S. 89° 27' W., bet. secs. 17 and 20.

Over gently rolling land, through sagebrush.

40.04 [The % sec. cor. of secs. 17 and 20, monumented with a
cobblestone, 12x12x6 ins., firmly set 6 ins. in the
ground, and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T235 R7W

, 817

* 820
1972

Bury the original corner stone and set a steel
fence post, 6 ft. long, 2 ft. in the ground
alongside the iron post.

Raise a mound of stone, 2 ft. base, 1% ft.
high, N. of cor.

N. 89° 36' W., beginning new measurement.
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S.. R. 7 W. Salt Lake Meridian Utah

CHAINS
Over rolling land.
5.70 |Improved dirt road, bears N. 34° E. and S. 34° W.

40.66 |[The cor. of secs. 17, 18, 19 and 20.

N. 89° 49' W., bet. secs. 18 and 19.

Over gently rolling land, through sagebrush.

40.82 jPoint for the % sec. cor. of secs. 18 and 19, at pro-
portionate distance; there is no remaining evidence of

the original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W

, S18
S19
1972

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

80.62 |The cor. of secs. 18 and 19, on the W. bdy. of the
Tp., monumented with an iron post, 3 ins. diam.,
protruding 18 ins. above ground, with brass cap mkd.

T23S
R8W R7W
513
S24|518
I's19
1915

I destroyed markings pertaining to sec. 13 and added 1973
above 1915.

From the cor. of secs. 17, 18, 19 and 20.
N. 0° 25" E., bet. secs. 17 and 18.
Over gently rolling land, through sagebrush.

40.52 [Point for the % sec. cor. of secs. 17 and 18, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
Y
518|517
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the irom post.

* U.S. Government Printing Office: 1974-781-742/382 R




25

Dependent Resurvey of

a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W.

» Salt Lake Meridian, Utah
CHAINS

81.04 The cor. of secs. 7, 8, 17 and 18, monumented with a
chard cedar post, 3 ft. long, 4 ins. diam., set 12 ins.
in the ground at cor. of fences, bearing N. and E.,

dimly mkd. 4 notches on S. edge and 5 notches on E. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
S7|s8
sig[si7

1972

Set the original cedar post alongside the iron
post.

From the cor. of secs. 8, 9, 16 and 17.
N. 89° 26' W., bet. secs. 8 and 17.

Over gently rolling land, through sagebrush and along
fence.

18.25 | Improved dirt road, bears N. 34° 30' W, and S. 34° 30"
E.

39.96 The % sec. cor. of secs. 8 and 17, monumented with a
sandstone, 18x14x4 ins., firmly set 6 ins. in the

ground in fence line and plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
S8
317

1973

Bury the original corner stone alongside the
iron post.

N. 89° 26" W., beginning new measurement.

Continue along fence line.

13.80 |Spur, slopes N.

39.96 |The cor. of secs. 7, 8, 17 and 18.

N. 89° 36' W., bet. sees. 7 and 18.
Over gently rolling land, through sagebrush.
40.73 |Point for the % sec. cor. of secs. 7 and 18, at propor-

tionate distance; there is no remaining evidence of the
original corner.
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CHAINS

80.44

40.00

40.47

48.00

80.94

Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W

.87

% 7318
1972

Set a steel fence post, 6 ft. long, 2 ft. in the
ground alongside the iron post.

The cor. of secs. 7 and 18, on the W. bdy. of the Tp.,
monumented with an iron post, 3 ins. diam., protruding
12 ins. above ground, with brass cap mkd.

T238
s12]
s13|s7
[s18
R8W R7W
1915

I destroyed markings pertaining to sec. 12 and added 1973

above 1915.

From the cor, of secs. 7, 8, 17 and 18.
N. 0° 27' W., bet. secs. 7 and 8.

Over gently rolling land, through sagebrush and along
fence.

Fence, bears W. and E. 72 lks. thence S.

Point for the % sec. cor. of secs. 7 and 8, at propor-
tionate distance; there is no remaining evidence of the
original corner.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
%
s7]s8
1972

Set a steel fence post, 6 ft. long, 2 ft. in
the ground alongside the iron post.

Improved dirt road, bears E. and W.

The cor. of secs. 5, 6, 7 and 8, monumented with a
decayed cedar post, 3 ft. long, 4 ins. diam., set 12
ins. in the ground, with 3 notches still visible on
the S. edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T23S R7W
S6)85
S7[s8
1972
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Dependent Resurvey of a Portion of the Subdivisional
Lines of T. 23 S., R. 7 W., Salt Lake Meridian, Utah

CHAINS

Set the original cedar post, and a steel fence
post, 6 ft. long, 2 ft. in the ground alongside
the iron post.

From the cor. of secs. 4, 5, 8 and 9.
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